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References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
ETSI TS 101 220: "Integrated Circuit Cards (ICC); ETSI numbering system for telecommunication; Application providers (AID)".

[2]
3GPP TS 31 130 Release 6: "(U)SIM API for Java Card™"

[3]
Void
[4]
3GPP TS 31.102: "Characteristics of the USIM Application".
[5]
3GPP TS 51.011 Release 4: "Specification of the Subscriber Identity Module- Mobile Equipment (SIM – ME) interface".
[6]
3GPP TS 23.041: "Technical realization of Cell Broadcast Service (CBS)".

[7]
Void
[8]
3GPP TS 31.111: "USIM Application Toolkit (USAT)".
[9]
Void
[10]
3GPP TS 31.115: "Secured packet structure for the (U)SIM Toolkit applications".

[11]
3GPP TS 23.040: "Technical realization of the Short Message Service (SMS)".

[12]
Sun Microsystems Java Card™ Specification: "Java Card™ 2.2.1 Application Programming Interface".

[13]
Sun Microsystems Java Card™ Specification: "Java Card™ 2.2.1 Runtime Environment (JCRE) Specification".

[14]
Sun Microsystems Java Card™ Specification: "Java Card™ 2.2.1 Virtual Machine Specification".


SUN Java Card™ Specifications can be downloaded at http://java.sun.com/products/javacard
[15]
ETSI TS 102 268 V6.0.0: "Test specification for UICC Application Programming Interface for Java Card (TM)".
[16]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

5.3.7
Other parts transferred to (U)SAT framework from API

5.3.7.1
A handler is a temporary JCRE Entry Point object

Test Area Reference: Ufw_Api_Hepo

5.3.7.1.1
Conformance requirement

5.3.7.1.1.1
Normal execution

-
CRRN1: The USATEnvelopeHandler is a Temporary JCRE Entry Point Object (see Java Card 2.2.1 Runtime Environment (JCRE) Specification [13]).

5.3.7.1.1.2
Parameter errors

No requirements.

5.3.7.1.1.3
Context errors

No requirements.

5.3.7.1.2
Test area files

Test Source:
Test_Ufw_Api_Hepo.java

Test Applet:
Ufw_Api_Hepo_1.java

Cap File:
Ufw_Api_Hepo.cap

5.3.7.1.3
Test coverage

	CRR number
	Test case number

	CRRN1
	1, 2


5.3.7.1.4
Test procedure

	Id
	Description
	API/(U)SAT Framework Expectation
	APDU Expectation

	1
	Storage in a static object

Call USATEnvelopeHandler.getTheHandler() method and store it in a static field of the toolkit applet
	SecurityException is thrown
	

	2
	Storage in a non-static object

Call USATEnvelopeHandler.getTheHandler() method and store it in a non-static field of the toolkit applet
	SecurityException is thrown
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