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	Reason for change:
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	Currentley, a note states that the transport protocol that the IMS-ALG provides to the IMS-AGW is FFS. However, interoperability problems between IMS-ALG and IMS-AGW will be encountered if this issue is left open.

The Rational of the selection ot "RTP/SAVP" or "RTP/SAVPF" as transport protocol to be indicated to the IMS-AGW is described in discussion paper C4-10241.

	
	

	Summary of change:
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	The IMS-ALG shall indicate "RTP/SAVP" or "RTP/SAVPF" as transport protocol to the IMS-AGW for e2e security.

	
	

	Consequences if 
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	IMS-ALG and IMS-AGW of different vendors may not interoperate for e2e media security.
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5.11.3
End-to-end Security

For the support of e2e-security, IMS-ALG and IMS-AGW shall support "RTP/SAVP" (see IETF RFC 3711 [14]) and/or "RTP/SAVPF" (see IETF RFC 5124 [15]) as transport protocol. 

If the IMS-ALG receives SDP containing media lines with "RTP/SAVP" (see IETF RFC 3711 [14]) or "RTP/SAVPF" (see IETF RFC 5124 [15]) as transport protocol, the IMS-ALG shall:

· forward the SDP with unmodified transport protocol for those media lines; and
· provide "RTP/SAVP" or "RTP/SAVPF", as received in the SDP, to the IMS-AGW as transport protocol for all related terminations, and  provide no media related information to these terminations,  to configure the IMS-AGW to pass media transparently.  

If the IMS-ALG receives SDP containing SDES SDP attribute(s) according to IETF RFC 4568 [13] , and does not apply e2ae security, it shall forward the SDP with unmodified SDES SDP attribute(s), but shall not provide the SDES SDP attribute(s) to the IMS-AGW.  
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