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Editor's note: The above document cannot be formally referenced until it is published as an RFC.

[144]
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[145]
RFC 5552 (May 2009): "SIP Interface to VoiceXML Media Services".

[146]
draft-ietf-mediactrl-sip-control-framework-06 (October 2008): "Media Control Channel Framework".

Editor's note: The above document cannot be formally referenced until it is published as an RFC.

[147]
draft-ietf-mediactrl-ivr-control-package-02 (November 2008): "An IVR Control Package for the Media Control Channel Framework".

Editor's note: The above document cannot be formally referenced until it is published as an RFC.

[148]
draft-ietf-mediactrl-mixer-control-package-02 (November 2008): "A Mixer Control Package for the Media Control Channel Framework".

Editor's note: The above document cannot be formally referenced until it is published as an RFC.

[149]
RFC 2046 (November 1996): "Multipurpose Internet Mail Extensions (MIME) Part Two: Media Types".

[150]
RFC 5261 (September 2009): "Message Body Handling in the Session Initiation Protocol (SIP)".

[151]
RFC 3862 (August 2004): "Common Presence and Instant Messaging (CPIM): Message Format".

[152]
RFC 3890 (September 2004): "A Transport Independent Bandwidth Modifier for the Session Description Protocol (SDP)".

[153]
draft-montemurro-gsma-imei-urn-04 (October 2009): "A Uniform Resource Name Namespace For The GSM Association (GSMA) and the International Mobile station Equipment Identity (IMEI)". 

Editor's note: The above document cannot be formally referenced until it is published as an RFC.
[154]
RFC 4122 (July 2005): "A Universally Unique IDentifier (UUID) URN Namespace".
[155]
draft-ietf-mmusic-sdp-cs-00 (February 2009): "Session Description Protocol (SDP) Extension For Setting Up Audio Media Streams Over Circuit-Switched Bearers In The Public Switched Telephone Network (PSTN)".

Editor's note: The above document cannot be formally referenced until it is published as an RFC.
[156]
draft-garcia-mmusic-sdp-misc-cap-00 (October 2008): "Miscellaneous Capabilities Negotiation in the Session Description Protocol (SDP)".
Editor's note: The above document cannot be formally referenced until it is published as an RFC.
[157]
RFC 5438 (January 2009): "Instant Message Disposition Notification (IMDN)".

[158]
RFC 5373 (November 2008): "Requesting Answering Modes for the Session Initiation Protocol (SIP)"

[161]
RFC 4288 (December 2005): "Media Type Specifications and Registration Procedures".

[163]
draft-ietf-sipcore-invfix-00 (March 2009): "A Session Identifier for the Session Initiation Protocol (SIP)".

Editor's note: The above document cannot be formally referenced until it is published as an RFC.
[165]
draft-ietf-sip-ipv6-abnf-fix-03 (November 2008): "Essential correction for IPv6 ABNF and URI comparison in RFC3261".

Editor's note: The above document cannot be formally referenced until it is published as an RFC.
[172]
draft-ietf-mmusic-sdp-media-capabilities-08 (July 2009): "SDP media capabilities Negotiation".
Editor's note: The above document cannot be formally referenced until it is published as an RFC.
[175]
draft-liess-dispatch-alert-info-urns-00 (October 2009): "Alert-Info header URNs for Session Initiation Protocol (SIP)".
Editor's note: The above document cannot be formally referenced until it is published as an RFC.

[176]
ANSI/J-STD-036-B: "Enhanced Wireless 9-1-1, Phase 2".

[177]
draft-bakker-sipping-3gpp-ims-xml-body-handling-03 (February 2010): "Specification of 3GPP IM CN Subsystem XML body handling".
Editor's note: The above document cannot be formally referenced until it is published as an RFC.
[refMsrp]
IETF RFC 4975 (September 2007): "The Message Session Relay Protocol (MSRP)"
***** NEXT MODIFICATION *****
A.1.3
Roles

Table A.2: Roles

	Item
	Roles
	Reference
	RFC status
	Profile status

	1
	User agent
	[26]
	o.1
	o.1

	2
	Proxy 
	[26]
	o.1
	o.1

	o.1:
It is mandatory to support exactly one of these items.

	NOTE:
For the purposes of the present document it has been chosen to keep the specification simple by the tables specifying only one role at a time. This does not preclude implementations providing two roles, but an entirely separate assessment of the tables shall be made for each role.


Table A.3: Roles specific to this profile

	Item
	Roles
	Reference
	RFC status
	Profile status

	1
	UE
	5.1
	n/a
	o.1

	1A
	UE containing UICC
	5.1
	n/a
	c5

	1B
	UE without UICC
	5.1
	n/a
	c5

	2
	P-CSCF
	5.2
	n/a
	o.1

	3
	I-CSCF
	5.3
	n/a
	o.1

	3A
	void
	
	
	

	4
	S-CSCF
	5.4
	n/a
	o.1

	5
	BGCF
	5.6
	n/a
	o.1

	6
	MGCF
	5.5
	n/a
	o.1

	7
	AS
	5.7
	n/a
	o.1

	7A
	AS acting as terminating UA, or redirect server
	5.7.2
	n/a
	c2

	7B
	AS acting as originating UA
	5.7.3
	n/a
	c2

	7C
	AS acting as a SIP proxy
	5.7.4
	n/a
	c2

	7D
	AS performing 3rd party call control
	5.7.5
	n/a
	c2

	8
	MRFC
	5.8
	n/a
	o.1

	9
	IBCF
	5.10
	n/a
	o.1

	9A
	IBCF (THIG)
	5.10.4
	n/a
	c4

	9B
	IBCF (IMS-ALG)
	5.10.5, 5.10.7
	n/a
	c4

	9C
	IBCF (Screening of SIP signalling)
	5.10.6
	n/a
	c4

	10
	Additional routeing functionality
	Annex I
	n/a
	c3

	11
	E-CSCF
	5.11
	n/a
	o.1

	c2:
IF A.3/7 THEN o.2 ELSE n/a - - AS.

c3:
IF A.3/3 OR A.3/4 OR A.3/5 OR A.3/6 OR A.3/9 THEN o ELSE o.1 - - I-CSCF, S-CSCF, BGCF, MGCF, IBCF.

c4: 
IF A.3/9 THEN o.3 ELSE n/a - - IBCF.

c5:
IF A.3/1 THEN o.4 ELSE n/a - - UE.
o.1:
It is mandatory to support exactly one of these items. 

o.2:
It is mandatory to support at least one of these items.

o.3:
It is mandatory to support at least one of these items.
o.4
It is mandatory to support exactly one of these items.

	NOTE:
For the purposes of the present document it has been chosen to keep the specification simple by the tables specifying only one role at a time. This does not preclude implementations providing two roles, but an entirely separate assessment of the tables shall be made for each role.


Table A.3A: Roles specific to additional capabilities

	Item
	Roles
	Reference
	RFC status
	Profile status

	1
	Presence server
	3GPP TS 24.141 [8A]
	n/a
	c1

	2
	Presence user agent
	3GPP TS 24.141 [8A]
	n/a
	c2

	3
	Resource list server
	3GPP TS 24.141 [8A]
	n/a
	c3

	4
	Watcher
	3GPP TS 24.141 [8A]
	n/a
	c4

	11
	Conference focus
	3GPP TS 24.147 [8B]
	n/a
	c11

	12
	Conference participant
	3GPP TS 24.147 [8B]
	n/a
	c6

	21
	CSI user agent
	3GPP TS 24.279 [8E]
	n/a
	c7

	22
	CSI application server
	3GPP TS 24.279 [8E]
	n/a
	c8

	31
	Messaging application server
	3GPP TS 24.247 [8F]
	n/a
	c5

	32
	Messaging list server
	3GPP TS 24.247 [8F]
	n/a
	c5

	33
	Messaging participant
	3GPP TS 24.247 [8F]
	n/a
	c2

	33A
	Page-mode messaging participant
	3GPP TS 24.247 [8F]
	n/a
	c2

	33B
	Session-mode messaging participant
	3GPP TS 24.247 [8F]
	n/a
	c2

	34
	Session-mode messaging intermediate node
	3GPP TS 24.247 [8F]
	n/a
	c5

	50
	Multimedia telephony service participant
	3GPP TS 24.173 [8H]
	n/a
	c2

	50A
	Multimedia telephony service application server
	3GPP TS 24.173 [8H]
	n/a
	c9

	51
	Message waiting indication subscriber UA
	3GPP TS 24.606 [8I]
	n/a
	c2

	52
	Message waiting indication notifier UA
	3GPP TS 24.606 [8I]
	n/a
	c3

	53
	Advice of charge application server
	3GPP TS 24.647 [8N]
	n/a
	c8

	54
	Advice of charge UA client
	3GPP TS 24.647 [8N]
	n/a
	c2

	61
	SM-over-IP sender
	3GPP TS 24.341 [8L]
	n/a
	c2

	62
	SM-over-IP receiver
	3GPP TS 24.341 [8L]
	n/a
	c2

	63
	IP-SM-GW
	3GPP TS 24.341 [8L]
	n/a
	c1

	71
	IP-SM-GW
	3GPP TS 29.311 [15A]
	n/a
	c10

	81
	MSC Server enhanced for ICS
	3GPP TS 24.292 [8O]
	n/a
	c12

	82
	ICS user agent
	3GPP TS 24.292 [8O]
	n/a
	c2

	83
	SCC application server
	3GPP TS 24.292 [8O]
	n/a
	c9

	85
	In-dialog overlap signalling application server
	Annex N.2, Annex N.3.3
	n/a
	c9

	86
	In-dialog overlap signalling UA client
	Annex N.2, Annex N.3.3
	n/a
	c2

	91
	Malicious communication identification application server
	3GPP TS 24.616 [8S]
	n/a
	c9

	c1:
IF A.3/7A AND A.3/7B THEN o ELSE n/a - - AS acting as terminating UA, or redirect server and AS acting as originating UA.

c2:
IF A.3/1 THEN o ELSE n/a - - UE.

c3:
IF A.3/7A THEN o ELSE n/a - - AS acting as terminating UA, or redirect server.

c4:
IF A.3/1 OR A.3/7B THEN o ELSE n/a - - UE or AS acting as originating UA.

c5:
IF A.3/7D AND A.3/8 THEN o ELSE n/a - - AS performing 3rd party call control and MRFC (note 2).

c6:
IF A.3/1 OR A.3A/11 THEN o ELSE n/a - - UE or conference focus.

c7:
IF A.3/1 THEN o ELSE n/a - - UE.

c8:
IF A.3/7D THEN o ELSE n/a - - AS performing 3rd party call control.
c9:
IF A.3/7A OR A.3/7B OR A.3/7C OR A.3/7D THEN o ELSE n/a - - AS acting as terminating UA, or redirect server, AS acting as originating UA, AS acting as a SIP proxy, AS performing 3rd party call control.
c10:
IF A.3/7A OR A.3/7B OR A.3/7D THEN o ELSE n/a - - AS acting as terminating UA, or redirect server, AS acting as originating UA, AS performing 3rd party call control.
c11:
IF A.3/7D THEN o ELSE n/a - - AS performing 3rd party call control.
c12:
IF A.2/1 THEN o ELSE n/a - - UA.

	NOTE 1:
For the purposes of the present document it has been chosen to keep the specification simple by the tables specifying only one role at a time. This does not preclude implementations providing two roles, but an entirely separate assessment of the tables shall be made for each role.

NOTE 2:
The functional split between the MRFC and the AS for page-mode messaging is out of scope of this document and they are assumed to be collocated.
NOTE 3:
A.3A/63 is an AS providing the IP-SM-GW role to support the transport level interworking defined in 3GPP TS 24.341 [8L]. A.3A/71 is an AS providing the IP-SM-GW role to support the service level interworking for messaging as defined in 3GPP TS 29.311 [15A].


Table A.3B: Roles with respect to access technology

	Item
	Value used in P-Access-Network-Info header field
	Reference
	RFC status
	Profile status

	1
	3GPP-GERAN
	[52] 4.4
	o
	c1

	2
	3GPP-UTRAN-FDD
	[52] 4.4
	o
	c1

	3
	3GPP-UTRAN-TDD
	[52] 4.4
	o
	c1

	4
	3GPP2-1X
	[52] 4.4
	o
	c1

	5
	3GPP2-1X-HRPD
	[52] 4.4
	o
	c1

	6
	3GPP2-UMB
	[52] 4.4
	o
	c1

	7
	3GPP-E-UTRAN-FDD
	[52] 4.4
	o
	c1

	8
	3GPP-E-UTRAN-TDD
	[52] 4.4
	o
	c1

	11
	IEEE-802.11
	[52] 4.4
	o
	c1

	12
	IEEE-802.11a
	[52] 4.4
	o
	c1

	13
	IEEE-802.11b
	[52] 4.4
	o
	c1

	14
	IEEE-802.11g
	[52] 4.4
	o
	c1

	15
	IEEE-802.11n
	[52] 4.4
	o
	c1

	21
	ADSL
	[52] 4.4
	o
	c1

	22
	ADSL2
	[52] 4.4
	o
	c1

	23
	ADSL2+
	[52] 4.4
	o
	c1

	24
	RADSL
	[52] 4.4
	o
	c1

	25
	SDSL
	[52] 4.4
	o
	c1

	26
	HDSL
	[52] 4.4
	o
	c1

	27
	HDSL2
	[52] 4.4
	o
	c1

	28
	G.SHDSL
	[52] 4.4
	o
	c1

	29
	VDSL
	[52] 4.4
	o
	c1

	30
	IDSL
	[52] 4.4
	o
	c1

	41
	DOCSIS
	[52] 4.4
	o
	c1

	c1:
If A.3/1 OR A.3/2 THEN o.1 ELSE n/a - - UE or P-CSCF.

o.1:
It is mandatory to support at least one of these items.


Table A.3C: Modifying roles
	Item
	Roles
	Reference
	RFC status
	Profile status

	1
	UE performing the functions of an external attached network
	4.1
	
	

	NOTE:
This table identifies areas where the behaviour is modified from that of the underlying role. Subclause 4.1 indicates which underlying roles are modified for this behaviour.


Table A.3D: Roles with respect to security mechanism
	Item
	Security mechanism
	Reference
	RFC status
	Profile status

	1
	IMS AKA plus IPsec ESP
	clause 4.2B
	n/a
	c1

	2
	SIP digest plus check of IP association
	clause 4.2B
	n/a
	c2

	3
	SIP digest plus Proxy Authentication
	clause 4.2B
	n/a
	c2

	4
	SIP digest with TLS
	clause 4.2B
	n/a
	c2

	5
	NASS-IMS bundled authentication
	clause 4.2B
	n/a
	c2

	6
	GPRS-IMS-Bundled authentication
	clause 4.2B
	n/a
	c2

	7
	Authentication already performed by preceding node
	clause 4.2B
	n/a
	c3

	c1:
IF (A.3/1A OR A.3/2 OR A.3/3 OR A.3/4) THEN m ELSE IF A.3/1B THEN o ELSE n/a - - UE containing UICC or P-CSCF or I-CSCF or S-CSCF, UE without UICC.

c2
IF (A.3/1 OR A.3/2 OR A.3/3 OR A.3/4) THEN o ELSE n/a - - UE or P-CSCF or I-CSCF or S-CSCF.

c3
IF (A.3/3 OR A.3/4) THEN o ELSE n/a - - I-CSCF or S-CSCF.


***** NEXT MODIFICATION *****
A.3.2.1
Major capabilities

Table A.317: Major capabilities

	Item
	Does the implementation support
	Reference
	RFC status
	Profile status

	
	Capabilities within main protocol
	
	
	

	
	
	
	
	

	
	Extensions
	
	
	

	22
	integration of resource management and SIP?
	[30] [64]
	o
	c14

	23
	grouping of media lines?
	[53]
	c3
	c3

	24
	mapping of media streams to resource reservation flows?
	[54]
	o
	c1

	25
	SDP bandwidth modifiers for RTCP bandwidth?
	[56]
	o
	o (NOTE 1)

	26
	TCP-based media transport in the session description protocol?
	[83]
	o
	c2

	27
	interactive connectivity establishment?
	[99]
	o
	c4

	28
	session description protocol format for binary floor control protocol streams?
	[108]
	o
	o

	29
	extended RTP profile for real-time transport control protocol (RTCP)-based feedback (RTP/AVPF)?
	[135]
	o
	c5

	30
	SDP capability negotiation?
	[137]
	o
	c6

	31
	Session Description Protocol (SDP) extension for setting up audio media streams over circuit-switched bearers in the Public Switched Telephone Network (PSTN)?
	[155]
	o
	c7

	32
	miscellaneous capabilities negotiation in the Session Description Protocol (SDP)?
	[156]
	o
	c7

	33
	transport independent bandwidth modifier for the Session Description Protocol?
	[152]
	o
	c8

	38
	SDP media capabilities negotiation?
	[172]
	o
	c12

	39
	Message Session Relay Protocol?
	[refMsrp]
	o
	c15

	c1:
IF A.3/1 THEN m ELSE n/a - - UE role.

c2:
IF A.3/1 OR A.3/6 OR A.3/7 THEN o ELSE n/a - - UE, MGCF, AS. 

c3:
IF A.317/24 THEN m ELSE o - - mapping of media streams to resource reservation flows.

c4:
IF A.3/9B THEN m ELSE IF A.3/1 OR A.3/6 THEN o ELSE n/a - - IBCF, UE, MGCF.

c5:
IF A.3A/50 OR A.3A/50A OR A.3/6 OR A.3/9B THEN m ELSE o - - multimedia telephony service participant, multimedia telephony service application server, MGCF, IBCF.

c6:
IF A.3A/50 OR A.3A/50A OR A.3/6 OR A.3/9B THEN m ELSE o - - multimedia telephony service participant, multimedia telephony service application server, MGCF, IBCF.
c7: 
IF  A.3A/81 OR A.3A/82 OR A.3A/83 THEN m ELSE o - - MSC Server enhanced for ICS, ICS user agent, SCC application server.

c8:
IF A.317/25 AND (A.3/1 OR A.3/6) THEN o ELSE n/a - - SDP bandwidth modifiers for RTCP bandwidth, UE, MGCF.

c12:
IF A.3A/82 OR A.3A/83 THEN m ELSE o - - ICS user agent, SCC application server.

c14:
IF A.4/2C THEN m ELSE o - - initiating a session which require local and/or remote resource reservation.
c15:
IF A.3A/33B OR A.3A/34 THEN m ELSE IF A.3A/8 OR A.3A/9 THEN o ELSE n/a - - session-mode messaging participant, session-mode messaging intermediate node, IBCF, MRFC,

	NOTE 1:
For "video" and "audio" media types that utilise RTP/RTCP, if the RTCP bandwidth level for the session is different than the default RTCP bandwidth as specified in RFC 3556 [56], then, it shall be specified. For other media types, it may be specified.


***** NEXT MODIFICATION *****

A.3.2.2
SDP types

Table A.318: SDP types

	Item
	Type
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	Session level description

	1
	v= (protocol version)
	[39] 5.1
	m
	m
	[39] 5.1
	m
	m

	2
	o= (owner/creator and session identifier)
	[39] 5.2
	m
	m
	[39] 5.2
	m
	m

	3
	s= (session name)
	[39] 5.3
	m
	m
	[39] 5.3
	m
	m

	4
	i= (session information)
	[39] 5.4
	o
	c2
	[39] 5.4
	m
	c3

	5
	u= (URI of description)
	[39] 5.5
	o
	c4
	[39] 5.5
	o
	n/a

	6
	e= (email address)
	[39] 5.6
	o
	c4
	[39] 5.6
	o
	n/a

	7
	p= (phone number)
	[39] 5.6
	o
	c4
	[39] 5.6
	o
	n/a

	8
	c= (connection information)
	[39] 5.7
	c5
	c5
	[39] 5.7
	m
	m

	9
	b= (bandwidth information)
	[39] 5.8
	o
	o (NOTE 1)
	[39] 5.8
	m
	m

	
	Time description (one or more per description)

	10
	t= (time the session is active)
	[39] 5.9
	m
	m
	[39] 5.9
	m
	m

	11
	r= (zero or more repeat times)
	[39] 5.10
	o
	c4
	[39] 5.10
	o
	n/a

	
	Session level description (continued)

	12
	z= (time zone adjustments)
	[39] 5.11
	o
	n/a
	[39] 5.11
	o
	n/a

	13
	k= (encryption key)
	[39] 5.12
	x
	x
	[39] 5.12
	n/a
	n/a

	14
	a= (zero or more session attribute lines)
	[39] 5.13
	o
	o
	[39] 5.13
	m
	m

	
	Media description (zero or more per description)

	15
	m= (media name and transport address)
	[39] 5.14
	m
	m
	[39] 5.14
	m
	m

	16
	i= (media title)
	[39] 5.4
	o
	c2
	[39] 5.4
	o
	c3

	17
	c= (connection information)
	[39] 5.7
	c1
	c1
	[39] 5.7
	m
	m

	18
	b= (bandwidth information)
	[39] 5.8
	o
	o (NOTE 1)
	[39] 5.8
	
	

	19
	k= (encryption key)
	[39] 5.12
	x
	x
	[39] 5.12
	n/a
	n/a

	20
	a= (zero or more media attribute lines)
	[39] 5.13
	o
	o
	[39] 5.13
	m
	m

	c1:
IF (A.318/15 AND NOT A.318/8) THEN m ELSE (IF (A.318/15 AND A.318/8) THEN o ELSE n/a - - “c=” contained in session level description and SDP contains media descriptions.

c2:
IF A.3A/6 THEN x ELSE o - - MGCF.

c3:
IF A.3A/6 THEN n/a ELSE m - - MGCF.

c4:
IF A.3A/6 THEN x ELSE n/a - - MGCF.

c5:
IF A.318/17 THEN o ELSE m - - "c=" contained in all media description.

NOTE 1:
The UE may use b=TIAS and b=AS as described in RFC 3890 [152]. For "video" and "audio" media types that utilise RTP/RTCP, and if the UE is configured to request an RTCP bandwidth level different than the default RTCP bandwidth as specified in RFC 3556 [56], then the UE shall include the “b=” media descriptors with the bandwidth modifiers “RS” and “RR”. For other media types, the UE may include the “b=” media descriptor with the bandwidth modifiers “RS” and “RR”.


Prerequisite A.318/14 OR A.318/20 - - a= (zero or more session/media attribute lines)

Table A.319: zero or more session / media attribute lines (a=)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	category (a=cat)
	[39] 6
	c8
	c8
	[39] 6
	c9
	c9

	2
	keywords (a=keywds)
	[39] 6
	c8
	c8
	[39] 6
	c9
	c9

	3
	name and version of tool (a=tool)
	[39] 6
	c8
	c8
	[39] 6
	c9
	c9

	4
	packet time (a=ptime)
	[39] 6
	c10
	c10
	[39] 6
	c11
	c11

	5
	maximum packet time (a=maxptime)
	[39] 6 (NOTE 1)
	c10
	c10
	[39] 6 (NOTE 1)
	c11
	c11

	6
	receive-only mode (a=recvonly)
	[39] 6
	o
	o
	[39] 6
	m
	m

	7
	send and receive mode (a=sendrecv)
	[39] 6
	o
	o
	[39] 6
	m
	m

	8
	send-only mode (a=sendonly)
	[39] 6
	o
	o
	[39] 6
	m
	m

	8A
	Inactive mode (a=inactive)
	[39] 6
	o
	o
	[39] 6
	m
	m

	9
	whiteboard orientation (a=orient)
	[39] 6
	c10
	c10
	[39] 6
	c11
	c11

	10
	conference type (a=type)
	[39] 6
	c8
	c8
	[39] 6
	c9
	c9

	11
	character set (a=charset)
	[39] 6
	c8
	c8
	[39] 6
	c9
	c9

	12
	language tag (a=sdplang)
	[39] 6
	o
	o
	[39] 6
	m
	m

	13
	language tag (a=lang)
	[39] 6
	o
	o
	[39] 6
	m
	m

	14
	frame rate (a=framerate)
	[39] 6
	c10
	c10
	[39] 6
	c11
	c11

	15
	quality (a=quality)
	[39] 6
	c10
	c10
	[39] 6
	c11
	c11

	16
	format specific parameters (a=fmtp)
	[39] 6
	c10
	c10
	[39] 6
	c11
	c11

	17
	rtpmap attribute (a=rtpmap)
	[39] 6
	c10
	c10
	[39] 6
	c11
	c11

	18
	current-status attribute (a=curr)
	[30] 5
	c1
	c1
	[30] 5
	c2
	c2

	19
	desired-status attribute (a=des)
	[30] 5
	c1
	c1
	[30] 5
	c2
	c2

	20
	confirm-status attribute (a=conf)
	[30] 5
	c1
	c1
	[30] 5
	c2
	c2

	21
	media stream identification attribute (a=mid)
	[53] 3
	c3
	c3
	[53] 3
	c4
	c4

	22
	group attribute (a=group)
	[53] 4
	c5
	c5
	[53] 3
	c6
	c6

	23
	setup attribute (a=setup)
	[83] 4
	c7
	c7
	[83] 4
	c7
	c7

	24
	connection attribute (a=connection)
	[83] 5
	c7
	c7
	[83] 5
	c7
	c7

	25
	candidate IP addresses (a=candidate)
	[99]
	c12
	c12
	[99]
	c13
	c13

	26
	floor control server determination (a=floorctrl)
	[108] 4
	c14
	c14
	[108] 4
	c14
	c14

	27
	conference id (a=confid)
	[108] 5
	c14
	c14
	[108] 5
	c14
	c14

	28
	user id (a=userid)
	[108] 5
	c14
	c14
	[108] 5
	c14
	c14

	29
	association between streams and floors (a=floorid)
	[108] 6
	c14
	c14
	[108] 6
	c14
	c14

	30
	RTCP feedback capability attribute (a=rtcp-fb)
	[135] 4.2
	c15
	c15
	[135] 4.2
	c15
	c15

	31
	extension of the rtcp-fb attribute (a=rtcp-fb)
	[136] 7.1
	c15
	c15
	[136] 7.1
	c15
	c15

	32
	supported capability negotiation extensions (a=csup)
	[137] 6.1
	c16
	c16
	[137] 6.1
	c16
	c16

	33
	required capability negotiation extensions (a=creq)
	[137] 6.1
	c16
	c16
	[137] 6.1
	c16
	c16

	34
	attribute capability (a=acap)
	[137] 6.1
	c16
	c16
	[137] 6.1
	c16
	c16

	35
	transport protocol capability (a=tcap)
	[137] 6.1
	c16
	c16
	[137] 6.1
	c16
	c16

	36
	potential configuration (a=pcfg)
	[137] 6.1
[167] 3.3.6
	c16
	c16
	[137] 6.1
[167] 3.3.6
	c16
	c16

	37
	actual configuration (a=acfg)
	[137] 6.1
	c16
	c16
	[137] 6.1
	c16
	c16

	38
	connection data capability (a=ccap)
	[156] 5.1
	c17
	c17
	[156] 5.1
	c18
	c18

	39
	maximum packet rate (a=maxprate)
	[152] 6.3
	c19
	c19
	[152] 6.3
	c19
	c19

	43
	media capability (a=mcap)
	[172] 3.3.1
	c23
	c23
	[172] 3.3.1
	c23
	c23

	44
	media format capability (a=mfcap)
	[172] 3.3.2
	c23
	c23
	[172] 3.3.2
	c23
	c23

	45
	media-specific capability (a=mscap)
	[172] 3.3.3
	c23
	c23
	[172] 3.3.3
	c23
	c23

	46
	latent configuration (a=lcfg)
	[172] 3.3.5
	c24
	c24
	[172] 3.3.5
	c24
	c24

	47
	session capability (a=sescap)
	[172] 3.3.8
	c24
	c24
	[172] 3.3.8
	c24
	c24

	48
	msrp path (a=path)
	[refMsrp]
	c25
	c25
	[refMsrp]
	c25
	c25

	c1:
IF A.317/22 AND A.318/20 THEN o ELSE n/a - - integration of resource management and SIP, media level attribute name "a=".

c2:
IF A.317/22 AND A.318/20 THEN m ELSE n/a - - integration of resource management and SIP, media level attribute name "a=".

c3:
IF A.317/23 AND A.318/20 THEN o ELSE n/a - - grouping of media lines, media level attribute name "a=".

c4:
IF A.317/23 AND A.318/20 THEN m ELSE n/a - - grouping of media lines, media level attribute name "a=".

c5:
IF A.317/23 AND A.318/14 THEN o ELSE n/a - - grouping of media lines, session level attribute name "a=".

c6:
IF A.317/23 AND A.318/14 THEN m ELSE n/a - - grouping of media lines, session level attribute name "a=".

c7:
IF A.317/26 AND A.318/20 THEN m ELSE n/a - - TCP-based media transport in the session description protocol, media level attribute name "a=".
c8:
IF A.318/14 THEN o ELSE x - - session level attribute name "a=".

c9:
IF A.318/14 THEN m ELSE n/a - - session level attribute name "a=".

c10:
IF A.318/20 THEN o ELSE x - - media level attribute name "a=".

c11:
IF A.318/20 THEN m ELSE n/a - - media level attribute name "a=".

c12:
IF A.317/27 AND A.318/20 THEN o ELSE n/a - - candidate IP addresses, media level attribute name "a=".

c13:
IF A.317/27 AND A.318/20 THEN m ELSE n/a - - candidate IP addresses, media level attribute name "a=".

c14:
IF A.317/28 AND A.318/20 THEN m ELSE n/a - - session description protocol format for binary floor control protocol streams, media level attribute name "a=".
c15:
IF (A.317/29 AND A.318/20) THEN m ELSE n/a - - extended RTP profile for real-time transport control protocol (RTCP)-based feedback (RTP/AVPF), media level attribute name "a=".
c16:
IF A.317/30 AND A.318/20 THEN m ELSE n/a - - SDP capability negotiation, media level attribute name "a=".
c17: 
IF A.317/32 AND A.318/20 THEN o ELSE n/a - - miscellaneous capabilities negotiation in the Session Description Protocol (SDP), media level attribute name "a=".
c18: 
IF A.317/32 AND A.318/20 THEN m ELSE n/a - - miscellaneous capabilities negotiation in the Session Description Protocol (SDP), media level attribute name "a=".
c19:
IF A.317/33 AND (A.318/14 OR A.318/20) THEN o ELSE n/a - - bandwidth modifier packet rate parameter, media or session level attribute name "a=".
c23:
IF A.317/38 AND THEN m ELSE n/a - - SDP media capabilities negotiation.

c24:
IF A.317/38 AND A.318/14 THEN m ELSE n/a - - SDP media capabilities negotiation, session level attribute name "a=".
c25:
IF A.317/22 AND A.317/39 THEN m ELSE n/a - - message session relay protocol, media level attribute name "a=".

	NOTE 1:
Further specification of the usage of this attribute is defined by specifications relating to individual codecs.


***** NEXT MODIFICATION *****

A.3.3.1
Major capabilities

Table A.328: Major capabilities

	Item
	Does the implementation support
	Reference
	RFC status
	Profile status

	
	Capabilities within main protocol
	
	
	

	0A
	application of session policy?
	6.2, 6.3
	x
	c2

	
	Extensions
	
	
	

	1
	integration of resource management and SIP?
	[30] [64]
	o
	n/a

	2
	grouping of media lines?
	[53]
	c3
	x

	3
	mapping of media streams to resource reservation flows?
	[54]
	o
	x

	4
	SDP bandwidth modifiers for RTCP bandwidth?
	[56]
	o
	c1

	5
	TCP-based media transport in the session description protocol?
	[83]
	o
	c1

	6
	interactive connectivity establishment?
	[99]
	o
	c4

	7
	session description protocol format for binary floor control protocol streams?
	[108]
	o
	o

	8
	extended RTP profile for real-time transport control protocol (RTCP)-based feedback (RTP/AVPF)?
	[135]
	o
	c5

	9
	SDP capability negotiation?
	[137]
	c7
	c9

	10
	Session Description Protocol (SDP) extension for setting up audio media streams over circuit-switched bearers in the Public Switched Telephone Network (PSTN)
	[155]
	o
	c6

	11
	miscellaneous capabilities negotiation in the Session Description Protocol (SDP)
	[156]
	o
	c6

	18
	SDP media capabilities negotiation?
	[172]
	o
	c8

	19
	Message Session Relay Protocol?
	[refMsrp]
	o
	o

	c1:
IF A.3/2 THEN m ELSE n/a - - P-CSCF role.

c2:
IF A.3/2 OR A.3/4 THEN o ELSE x – P-CSCF, S-CSCF. 

c3:
IF A.328/3 THEN m ELSE o - - mapping of media streams to resource reservation flows.

c4:
IF A.3/2 OR A.3/4 THEN m ELSE n/a - - P-CSCF, S-CSCF.

c5:
IF (A.3A/50A AND A.3/7C) OR A.3/2 OR A.3/4 THEN m ELSE n/a - - multimedia telephony service application server as AS acting as a SIP proxy, P-CSCF, S-CSCF.
c6: 
IF (A.3A/83 AND A.3/7C) OR A.3/4 THEN m ELSE n/a - - SCC application server, AS acting as a SIP proxy, S-CSCF.

c7:
IF A.328/18 THEN m ELSE o - - SDP media capabilities negotiation.

c8:
IF A.3/2 OR A.3/4 THEN m ELSE o - - P-CSCF, S-CSCF.
c9:

IF (A.3A/50A AND A.3/7C) OR A.3/2 OR A.3/4 OR A.328/18 THEN m ELSE n/a - - multimedia telephony service application server as AS acting as a SIP proxy, P-CSCF, S-CSCF, SDP media capabilities negotiation.



***** NEXT MODIFICATION *****
A.3.3.2
SDP types

Table A.329: SDP types

	Item
	Type
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	
	Session level description

	1
	v= (protocol version)
	[39] 5.1
	m
	m
	[39] 5.1
	m
	m

	2
	o= (owner/creator and session identifier).
	[39] 5.2
	m
	m
	[39] 5.2
	i
	i

	3
	s= (session name)
	[39] 5.3
	m
	m
	[39] 5.3
	i
	i

	4
	i= (session information)
	[39] 5.4
	m
	m
	[39] 5.4
	i
	i

	5
	u= (URI of description)
	[39] 5.5
	m
	m
	[39] 5.5
	i
	i

	6
	e= (email address)
	[39] 5.6
	m
	m
	[39] 5.6
	i
	i

	7
	p= (phone number)
	[39] 5.6
	m
	m
	[39] 5.6
	i
	i

	8
	c= (connection information)
	[39] 5.7
	m
	m
	[39] 5.7
	i
	i

	9
	b= (bandwidth information)
	[39] 5.8
	m
	m
	[39] 5.8
	i
	i

	
	Time description (one or more per description)

	10
	t= (time the session is active)
	[39] 5.9
	m
	m
	[39] 5.9
	i
	i

	11
	r= (zero or more repeat times)
	[39] 5.10
	m
	m
	[39] 5.10
	i
	i

	
	Session level description (continued)

	12
	z= (time zone adjustments)
	[39] 5.11
	m
	m
	[39] 5.11
	i
	i

	13
	k= (encryption key)
	[39] 5.12
	m
	m
	[39] 5.12
	i
	i

	14
	a= (zero or more session attribute lines)
	[39] 5.13
	m
	m
	[39] 5.13
	i
	i

	
	Media description (zero or more per description)

	15
	m= (media name and transport address)
	[39] 5.14
	m
	m
	[39] 5.14
	m
	m

	16
	i= (media title)
	[39] 5.4
	m
	m
	[39] 5.4
	i
	i

	17
	c= (connection information)
	[39] 5.7
	m
	m
	[39] 5.7
	i
	i

	18
	b= (bandwidth information)
	[39] 5.8
	m
	m
	[39] 5.8
	i
	c1

	19
	k= (encryption key)
	[39] 5.12
	m
	m
	[39] 5.12
	i
	i

	20
	a= (zero or more media attribute lines)
	[39] 5.13
	m
	m
	[39] 5.13
	i
	c1

	c1:
IF A.328/0A THEN m ELSE i - - application of session policy.


Prerequisite A.329/14 OR A.329/20 - - a= (zero or more session/media attribute lines)

Table A.330: zero or more session / media attribute lines (a=)

	Item
	Field
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	category (a=cat)
	[39] 6
	m
	m
	[39] 6
	i
	i

	2
	keywords (a=keywds)
	[39] 6
	m
	m
	[39] 6
	i
	i

	3
	name and version of tool (a=tool)
	[39] 6
	m
	m
	[39] 6
	i
	i

	4
	packet time (a=ptime)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	5
	maximum packet time (a=maxptime)
	[39] 6 (NOTE 1)
	m
	m
	[39] 6 (NOTE 1)
	i
	c9

	6
	receive-only mode (a=recvonly)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	7
	send and receive mode (a=sendrecv)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	8
	send-only mode (a=sendonly)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	8A
	Inactive mode (a=inactive)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	9
	whiteboard orientation (a=orient)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	10
	conference type (a=type)
	[39] 6
	m
	m
	[39] 6
	i
	i

	11
	character set (a=charset)
	[39] 6
	m
	m
	[39] 6
	i
	i

	12
	language tag (a=sdplang)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	13
	language tag (a=lang)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	14
	frame rate (a=framerate)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	15
	quality (a=quality)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	16
	format specific parameters (a=fmtp)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	17
	rtpmap attribute (a=rtpmap)
	[39] 6
	m
	m
	[39] 6
	i
	c9

	18
	current-status attribute (a=curr)
	[30] 5
	m
	m
	[30] 5
	c2
	c2

	19
	desired-status attribute (a=des)
	[30] 5
	m
	m
	[30] 5
	c2
	c2

	20
	confirm-status attribute (a=conf)
	[30] 5
	m
	m
	[30] 5
	c2
	c2

	21
	media stream identification attribute (a=mid)
	[53] 3
	c5
	x
	[53] 3
	c6
	x

	22
	group attribute (a=group)
	[53] 4
	c5
	x
	[53] 4
	c6
	x

	23
	setup attribute (a=setup)
	[83] 4
	c7
	c7
	[83] 4
	c8
	c8

	24
	connection attribute (a=connection)
	[83] 5
	c7
	c7
	[83] 5
	c8
	c8

	25
	candidate IP addresses (a=candidate)
	[99]
	c9
	c9
	[99]
	c10
	c10

	26
	floor control server determination (a=floorctrl)
	[108] 4
	c11
	c11
	[108] 4
	c12
	c13

	27
	conference id (a=confid)
	[108] 5
	c11
	c11
	[108] 5
	c12
	c13

	28
	user id (a=userid)
	[108] 5
	c11
	c11
	[108] 5
	c12
	c13

	29
	association between streams and floors (a=floorid)
	[108] 6
	c11
	c11
	[108] 6
	c12
	c13

	30
	RTCP feedback capability attribute (a=rtcp-fb)
	[135] 4.2
	c14
	c14
	[135] 4.2
	c15
	c15

	31
	extension of the rtcp-fb attribute (a=rtcp-fb)
	[136] 7.1
	c14
	c14
	[136] 7.1
	c15
	c15

	32
	supported capability negotiation extensions (a=csup)
	[137] 6.1
	c16
	c16
	[137] 6.1
	c17
	c17

	33
	required capability negotiation extensions (a=creq)
	[137] 6.1
	c16
	c16
	[137] 6.1
	c17
	c17

	34
	attribute capability (a=acap)
	[137] 6.1
	c16
	c16
	[137] 6.1
	c17
	c17

	35
	transport protocol capability (a=tcap)
	[137] 6.1
	c16
	c16
	[137] 6.1
	c17
	c17

	36
	potential configuration (a=pcfg)
	[137] 6.1
[172] 3.3.6
	c16
	c16
	[137] 6.1
[172] 3.3.6
	c17
	c17

	37
	actual configuration (a=acfg)
	[137] 6.1
	c16
	c16
	[137] 6.1
	c17
	c17

	38
	connection data capability (a=ccap)
	[156] 5.1
	c18
	c18
	[156] 5.1
	c19
	c19

	43
	media capability (a=mcap)
	[172] 3.3.1
	c24
	c24
	[172] 3.3.1
	c26
	c26

	44
	media format capability (a=mfcap)
	[172] 3.3.2
	c24
	c24
	[172] 3.3.2
	c26
	c26

	45
	media-specific capability (a=mscap)
	[172] 3.3.3
	c24
	c24
	[172] 3.3.3
	c26
	c26

	46
	latent configuration (a=lcfg)
	[172] 3.3.5
	c25
	c25
	[172] 3.3.5
	c27
	c27

	47
	session capability (a=sescap)
	[172] 3.3.8
	c25
	c25
	[172] 3.3.8
	c27
	c27

	48
	msrp path (a=path)
	[refMsrp]
	c28
	c28
	[refMsrp]
	c29
	c29

	c2:
IF A.328/1 THEN m ELSE i - - integration of resource management and SIP.

c5:
IF A.328/2 THEN m ELSE n/a - - grouping of media lines.

c6:
IF A.328/3 THEN m ELSE IF A.328/2 THEN i ELSE n/a - - mapping of media streams to resource reservation flows, grouping of media lines.

c7: 
IF A.328/5 THEN m ELSE n/a.

c8:
IF A.328/5 THEN i ELSE n/a.

c9:
IF A.329/20 AND A.328/0A THEN m ELSE i - - media level attribute name "a=" and application of session policy.

c9:
IF A.328/6 THEN m ELSE n/a - - interactive connectivity establishment.

c10:
IF A.328/1 AND A.328/6 THEN m ELSE IF A.328/6 THEN i ELSE n/a - - integration of resource management and SIP, interactive connectivity establishment. 

c11:
IF A.328/7 THEN m ELSE n/a - - session description protocol format for binary floor control protocol streams.

c12:
IF A.328/7 THEN i ELSE n/a - - session description protocol format for binary floor control protocol streams.

c13:
IF A.328/7 AND A.328/0A AND A.329/20 THEN m ELSE IF A.328/7 AND A.329/20 THEN i ELSE n/a - - session description protocol format for binary floor control protocol streams, media level attribute name "a=" and application of session policy.
c14:
IF (A.328/8 AND A.329/20) THEN m ELSE n/a - - extended RTP profile for real-time transport control protocol (RTCP)-based feedback (RTP/AVPF), media level attribute name "a=".

c15:
IF (A.328/8 AND A.329/20) THEN i ELSE n/a - - extended RTP profile for real-time transport control protocol (RTCP)-based feedback (RTP/AVPF), media level attribute name "a=".
c16:
IF A.328/9 AND A.329/20 THEN m ELSE n/a - - SDP capability negotiation, media level attribute name "a=".

c17:
IF A.328/9 AND A.329/20 THEN i ELSE n/a - - SDP capability negotiation, media level attribute name "a=".
c18: 
IF A.328/11 AND A.329/20 THEN o ELSE n/a - - miscellaneous capabilities negotiation in the Session Description Protocol (SDP), media level attribute name "a=".
c19: 
IF A.328/11 AND A.329/20 THEN m ELSE n/a - - miscellaneous capabilities negotiation in the Session Description Protocol (SDP), media level attribute name "a=". 

c24:
IF A.328/18 THEN m ELSE n/a - - SDP media capabilities negotiation.

c25:
IF A.328/18 AND A.329/14 THEN m ELSE n/a - - SDP media capabilities negotiation, session level attribute name "a=".

c26:
IF A.328/18 AND A.328/0A THEN m ELSE IF A.328/18 THEN i ELSE n/a - - SDP media capabilities negotiation, application of session policy.

c27:
IF A.328/18 AND A.329/14 AND A.328/0A THEN m ELSE IF A.328/18 AND A.329/14 THEN i ELSE n/a - - SDP media capabilities negotiation, session level attribute name "a=", application of session policy.
c28:
IF A.328/19 AND A.329/20 THEN m ELSE n/a - - message session relay protocol, media level attribute name "a=".

c29::
IF A.328/19 AND A.329/20 THEN i ELSE n/a - - message session relay protocol, media level attribute name "a=".

	NOTE 1:
Further specification of the usage of this attribute is defined by specifications relating to individual codecs.


***** END MODIFICATION *****
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