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	Reason for change:
(

	In v8.1.0 of TS 31.124, an ME which did not support "Screen Sizing Parameters" (E.1/112) and indicated a non-zero value for "Width reduction when in a menu" (E.1/126-128) would pass test case 27.22.2 (Contents of the TERMINAL PROFILE command).
In v8.2.0 of TS 31.124, the same ME would fail the test.

This change was brought in by CR0177, which was primarily focussed on changes for MEs with reduced USAT capabilities (e.g. no display). However, this also effectively resulted in some changes for MEs which do support a display.
This effectively meant that MEs which supported A.1/13 ("Screen sizing parameters") had to have a value of zero for "Width reduction when in a menu" (E.1/126-128).
As these bits represent a value related to the ME's display, rather than support of a feature, it should be allowed to have a non-zero value.

Additionally, similar parts of the Termial Profile – "Number of characters supported down the ME" (E.1/105-109) and "Number of characters supported across the ME display" (E.1/113-119) are allowed to have non-zero values. "Width reduction when in a menu" should be treated consistently with these other parts of the Terminal Profile.

	
	

	Summary of change:
(

	The condition for E.1/126-128 has been changed to C274.
C217 has been made void.
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	Some terminals which previously passed this test will now unfairly fail this test.
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3.3
Table of optional features

Support of USIM Application Toolkit is optional for Mobile Equipment. However, if an ME states conformance with a specific 3GPP release, it is mandatory for the ME to support all functions of that release, as stated in table B.1.

The support of letter classes, which specify mainly ME hardware dependent features, is optional for the ME and may supplement the USIM Application Toolkit functionality described in the present document. If an ME states conformance to a letter class, it is mandatory to support all functions within the respective letter class.

The supplier of the implementation shall state the support of possible options in table A.1.

Table A.1: Options

	Item
	Option
	Status
	Support
	Mnemonic

	[…]
	
	
	
	

	13
	Screen sizing parameters
	O
	
	O_Scr_Siz

	14
	Screen Resizing
	O
	
	O_Scr_Resiz

	[…]
	
	
	
	

	84
	Terminal supports display capability
	C002
	
	O_ No_Type_ND

	
	
	
	
	

	[…]
	
	
	
	


[…]
Annex B (normative):
Details of terminal profile support
Table E.1: TERMINAL PROFILE support
	Item
	Byte.bit
	Terminal Profile
	Ref.
	Release
	Status
	Support
	Mnemonic

	[…]
	
	
	
	
	
	
	

	105
	14.1
	Number of characters supported down the ME
	TS 31.111 §5.2
	R99
	C274
	
	PD_Nb_Char

	106
	14.2
	Number of characters supported down the ME
	TS 31.111 §5.2
	R99
	C274
	
	PD_Nb_Char

	107
	14.3
	Number of characters supported down the ME
	TS 31.111 §5.2
	R99
	C274
	
	PD_Nb_Char

	108
	14.4
	Number of characters supported down the ME
	TS 31.111 §5.2
	R99
	C274
	
	PD_Nb_Char

	109
	14.5
	Number of characters supported down the ME
	TS 31.111 §5.2
	R99
	C274
	
	PD_Nb_Char

	110
	14.6
	No display capability (i.e class "ND" is indicated)
	TS 31.111 §5.2
	Rel-8
	C276
	
	PD_Type_ND

	111
	14.7
	No keypad available (i.e. class "NK" is indicated)
	TS 31.111 §5.2
	Rel-8
	C277
	
	PD_Type_NK

	112
	14.8
	Screen Sizing Parameters
	TS 31.111 §5.2
	R99
	C216
	
	PD_Screen_Siz

	113
	15.1
	Number of characters supported across the ME display
	TS 31.111 §5.2
	R99
	C274
	
	PD_Nb_Char_Disp

	114
	15.2
	Number of characters supported across the ME display
	TS 31.111 §5.2
	R99
	C274
	
	PD_Nb_Char_Disp

	115
	15.3
	Number of characters supported across the ME display
	TS 31.111 §5.2
	R99
	C274
	
	PD_Nb_Char_Disp

	116
	15.4
	Number of characters supported across the ME display
	TS 31.111 §5.2
	R99
	C274
	
	PD_Nb_Char_Disp

	117
	15.5
	Number of characters supported across the ME display
	TS 31.111 §5.2
	R99
	C274
	
	PD_Nb_Char_Disp

	118
	15.6
	Number of characters supported across the ME display
	TS 31.111 §5.2
	R99
	C274
	
	PD_Nb_Char_Disp

	119
	15.7
	Number of characters supported across the ME display
	TS 31.111 §5.2
	R99
	C274
	
	PD_Nb_Char_Disp

	120
	15.8
	Variable size fonts Supported
	TS 31.111 §5.2
	R99
	C274
	
	PD_Var_Font

	121
	16.1
	Display can be resized
	TS 31.111 §5.2
	R99
	C218
	
	PD_Disp_Resiz

	122
	16.2
	Text Wrapping supported
	TS 31.111 §5.2
	R99
	C273
	
	PD_Txt_Wrap

	123
	16.3
	Text Scrolling supported
	TS 31.111 §5.2
	R99
	C273
	
	PD_Txt_Scroll

	124
	16.4
	Text attributes supported
	TS 31.111 §5.2
	Rel-5
	C228
	
	PD_Text_Attrib

	125
	16.5
	RFU
	TS 11.14, 5
	R96
	X
	
	PD_RFU_125

	126
	16.6
	Width reduction when in a menu
	TS 31.111 §5.2
	R99
	 C274
	
	PD_Width_Reduc

	127
	16.7
	Width reduction when in a menu
	TS 31.111 §5.2
	R99
	 C274
	
	PD_Width_Reduc

	128
	16.8
	Width reduction when in a menu
	TS 31.111 §5.2
	R99
	 C274
	
	PD_Width_Reduc

	[…]
	
	
	
	
	
	
	


	[…]
	
	

	C216
	IF (A.1/13 AND A.1/84) THEN M ELSE O.1
	-- O_Scr_Siz AND O_No_Type_ND

	C217
	Void
	-- Void

	[…]
	
	

	C274
	IF A.1/84 THEN bit values "0" / "1" allowed ELSE O.1
	-- O_No_Type_ND

	[…]
	
	

	O.1
	Allowed: Bit value ="0" or bit not present
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