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3.4
Applicability table

Table B.1: Applicability of tests
	Item
	Description
	Re-lease
	Test sequence
(s)
	Rel 99 ME
	Rel-4 ME
	Rel-5 ME
	Rel-6 ME
	Rel-7 ME
	Rel-8 ME
	Rel-9 ME
	Terminal Profile
	Network Dependency
	Sup-port
	Additional test case execution parameter

	1
	PROFILE DOWNLOAD
27.22.1
	R99
	1
	M
	M
	M
	M
	M
	M
	M
	E.1/1
	No
	
	

	2
	Contents of the TERMINAL PROFILE command 27.22.2
	R99
	
	M
	M
	M
	M
	M
	M
	M
	E.1/1
	No
	
	

	3
	Servicing of Proactive UICC Commands
27.22.3
	R99
	
	M
	M
	M
	M
	M
	M
	M
	
	No
	
	

	
	[…]
	
	
	
	
	
	
	
	
	
	
	
	
	

	40
	EVENT DOWNLOAD
27.22.7
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	27.22.7.1: MT call event
	R99
	1.1
	C180
	C180
	C180
	C180
	C180
	C180 AND C183
	C180 AND C183
	E.1/34 AND E.1/33
	UMTS System Simulator or System Simulator only
	
	

	
	27.22.7.2.1: call connected event
	R99
	1.1
	C180
	C180
	C180
	C180
	C180
	C180 AND C183
	C180 AND C183
	E.1/35 AND E.1/33
	UMTS System Simulator or System Simulator only
	
	

	
	27.22.7.2.2: ME supporting SET UP CALL
	R99
	2.1
	C177 AND C178 AND C180
	C177 AND C178 AND C180
	C177 AND C178 AND C180
	C177 AND C178 AND C180
	C177 AND C178 AND C180
	C177 AND C178 AND C180 AND C183
	C177 AND C178 AND C180 AND C183
	E.1/35 AND E.1/29 AND E.1/33 AND E.1/110 AND E.1/111
	UMTS System Simulator or System Simulator only
	
	

	
	27.22.7.3: call disconnected event
	R99
	1.1
	C180
	C180
	C180
	C180
	C180
	C180 AND C183
	C180 AND C183
	E.1/36 AND E.1/33
	UMTS System Simulator or System Simulator only
	
	

	
	27.22.7.4: location status event
	R99
	1.1
	M
	M
	M
	M
	M
	M
	M
	E.1/37 AND E.1/33
	Yes
	
	AER002

	
	27.22.7.4: location status event, E-UTRAN
	Rel-8
	1.2
	
	
	
	
	
	C190
	C190
	E.1/37 AND E.1/33 AND E.1/135
	Yes
	
	

	
	27.22.7.5: user activity event
	R99
	1.1
	C178
	C178
	C178
	C178
	C178
	C178
	C178
	E.1/38 AND E.1/33 AND E.1/111
	No
	
	

	
	27.22.7.6: idle screen available event
	R99
	1.1
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	E.1/39 AND E.1/33 AND E.1/110 AND E.1/111
	Yes
	
	

	
	27.22.7.7.1: Card reader status normal
	R99
	1.1
	C109
	C109
	C109
	C109
	C109
	C109
	C109
	E.1/40 AND E.1/33
	No
	
	

	
	27.22.7.7.2: Detachable card reader
	R99
	2.1
	C116
	C116
	C116
	C116
	C116
	C116
	C116
	E.1/40 AND E.1/33
	No
	
	

	
	27.22.7.8: language selection event
	R99
	1.1
	C177 AND C178 AND C181
	C177 AND C178 AND C181
	C177 AND C178 AND C181
	C177 AND C178 AND C181
	C177 AND C178 AND C181
	C177 AND C178 AND C181
	C177 AND C178 AND C181
	E.1/41 AND E.1/33 AND E.1/110 AND E.1/111
	No
	
	

	
	27.22.7.9: Browser termination event
	R99

	1.1
	C111 AND C177 AND C178
	C111 AND C177 AND C178
	C111 AND C177 AND C178
	C111 AND C177 AND C178
	C111 AND C177 AND C178
	C111 AND C177 AND C178
	C111 AND C177 AND C178
	E.1/42 AND E.1/33 AND E.1/110 AND E.1/111
	Yes
	
	

	
	27.22.7.10: Data available event
	R99

	1.1
	C121
	C121
	C121
	C121
	C121
	C121 AND C183
	C121 AND C183
	E.1/43 AND E.1/89 AND E.1/92 AND E.1/33
	UMTS System Simulator or System Simulator only
	
	

	
	27.22.7.11: Channel status event
	R99

	1.1
	C121
	C121
	C121
	C121
	C121
	C121 AND C183
	C121 AND C183
	E.1/44 AND E.1/89 AND E.1/33
	UMTS System Simulator or System Simulator only
	
	

	
	27.22.7.12: Access Technology change event
	Rel-4
	TBD
	
	
	
	
	
	
	
	E.1/45 AND E.1/33
	TBD
	
	

	
	27.22.7.13: Display parameter changed event
	Rel-4
	TBD
	
	
	
	
	
	
	
	E.1/46 AND E.1/33
	TBD
	
	

	
	27.22.7.14: Local connection event
	Rel-4
	TBD
	
	
	
	
	
	
	
	E.1/47 AND E.1/33
	TBD
	
	

	
	27.22.7.15: Network search mode change event
	Rel-6
	1.1
	
	
	
	
	
	
	M
	E.1/48 AND E.1/33
	No
	
	

	
	27.22.7.16: Browsing status event
	Rel-6
	TBD
	
	
	
	
	
	
	
	E.1/193 AND E.1/33
	TBD
	
	

	
	27.22.7.17: Network Rejection Event, ATTACH REJECT
	Rel-8
	1.1
	
	
	
	
	
	C190
	C190
	E.1/33 AND E.197 
	E-USS only
	
	

	
	27.22.7.17: Network Rejection Event, TRACKING AREA UPDATE REJECT
	Rel-8
	1.2
	
	
	
	
	
	C190
	C190
	E.1/33 AND E.197 
	E-USS only
	
	

	
	Frame information changed event
	Rel-6
	TBD
	
	
	
	
	
	
	
	E.1/195 AND E.1/177 AND E.1/178 
	TBD
	
	


27.22.7.15
Network search mode change event


27.22.7.15.1
Definition and applicability

See clause 3.2.2.

27.22.7.15.2
Conformance requirements

The ME shall support the network search mode mechanism, as described in TS 31.111 [15] clause 4.13.
27.22.7.11.3
Test purpose

To verify that the ME sends an ENVELOPE (EVENT DOWNLOAD – Network search mode change) to the UICC when network search mode is changed in ME.

27.22.7.11.4
Method of test

27.22.7.11.4.1
Initial conditions

The ME is connected to the USIM Simulator. The elementary files are coded as Toolkit default.

Prior to this test the ME shall have been powered on and performed the PROFILE DOWNLOAD procedure.
The ME is configured in automatic network search mode.
27.22.7.11.4.2
Procedure

Expected sequence 1.1 (EVENT DOWNLOAD – Network search mode change)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	UICC ( ME
	PROACTIVE COMMAND PENDING: SET UP EVENT LIST 1.1.1
	

	2
	ME  UICC
	FETCH
	

	3
	UICC  ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1
	[EVENT: network search mode]

	4
	ME ( UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1
	[command performed successfully]

	5
	User
	The user sets the ME to manual network selection mode
	

	6
	ME ( UICC
	ENVELOPE 1.1.1 (Event - Network search mode change)
	[changed to manual]

	7
	User
	The user sets the ME to automatic network selection mode
	

	8
	ME ( UICC
	ENVELOPE 1.1.2 (Event - Network search mode change)
	[changed to automatic]


PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1

Logically:

Command details


Command number:
1


Command type:
SET UP EVENT LIST


Command qualifier:
'00'

Device identities


Source device:
UICC


Destination device:
ME

Event list


Event 1:
Network search mode change
Coding:

	BER-TLV:
	D0
	0C
	81
	03
	01
	05
	00
	82
	02
	81
	82

	
	99
	01
	0E
	
	
	
	
	
	
	
	


TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1

Logically:

Command details


Command number:
1


Command type:
SET UP EVENT LIST


Command qualifier:
'00'

Device identities


Source device:
ME


Destination device:
UICC

Result


General Result:
Command performed successfully

Coding:

	BER-TLV:
	81
	03
	01
	05
	00
	82
	02
	82
	81
	83
	01
	00


ENVELOPE: EVENT DOWNLOAD – Network search mode change 1.1.1

Logically:

Event list


Event:
Network search mode change
Device identities


Source device:
ME


Destination device:
UICC
Network search mode

Network search mode:
manual
Coding:

	BER-TLV:
	D6
	0A
	99
	01
	0E
	82
	02
	82
	81
	E5
	01
	00


ENVELOPE: EVENT DOWNLOAD – Network search mode change 1.1.2

Logically:

Event list


Event:
Network search mode change

Device identities


Source device:
ME


Destination device:
UICC
Network search mode


Network search mode:
automatic
Coding:

	BER-TLV:
	D6
	0A
	99
	01
	0E
	82
	02
	82
	81
	E5
	01
	01


27.22.7.11.1.5
Test requirement

The ME shall operate in the manner defined in expected sequence 1.1.
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