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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 23.271: "Functional stage 2 description of Location Services (LCS)".

[3]
3GPP TS 23.032: "Universal Geographical Area Description (GAD)".

[4]
IETF RFC 3588: "Diameter Base Protocol".
[5]
IETF RFC 2234: "Augmented BNF for syntax specifications".
[6]
3GPP TS 23.003: "Numbering, addressing and identification".

[7]
3GPP TS 29.171: "LCS Application Protocol (LCS-AP) between the MME and E-SMLC".

[8]
3GPP TS 29.274: "Evolved General Packet Radio Service (GPRS) Tunnelling Protocol for Control plane (GTPv2-C)". 

[9]
Void.

[10]
3GPP TS 32.299: "Charging management; Diameter charging applications".

[11]
3GPP TS 29.272: "Evolved Packet System; MME and SGSN Related Interfaces Based on Diameter Protocol".
[12]
3GPP TS 29.329: "Sh Interface based on the Diameter protocol".
[13]
3GPP TS 33.210: "3G Security; Network Domain Security; IP Network Layer Security".
[14]
IETF RFC 4960: "Stream Control Transmission Protocol".
[15]
3GPP TS 22.071: "Location Services (LCS); Service description".

[16]
IETF RFC 5778: "Diameter Mobile IPv6: Support for Home Agent to Diameter Server Interaction".

[17]
3GPP TS 29.229: "Cx and Dx Interfaces based on the Diameter protocol; protocol details".

[18]
3GPP TS 29.173: "Location Services; Diameter-based SLh interface for Control Plane LCS".

* * * * Next Change * * * *

6.4
Void
6.4.1
Void
6.4.2
Void
* * * * Next Change * * * *

7.4
Information Elements
7.4.1
General

The following table describes the Diameter AVPs defined for the SLg interface protocol, their AVP Code values, types, possible flag values and whether the AVP may or not be encrypted.

Table 7.4.1-1: Diameter ELP Application AVPs

	
	AVP Flag rules
	

	Attribute Name
	AVP Code
	Section defined
	Value Type
	Must
	May
	Should not
	Must not
	May Encrypt

	Location-Type
	2500
	7.4.2
	Enumerated
	M, V
	
	
	
	No

	LCS-EPS-Client-Name
	2501
	7.4.3
	Grouped
	M, V
	
	
	
	No

	LCS-Requestor-Name
	2502
	7.4.4
	Grouped
	M, V
	
	
	
	No

	LCS-Priority
	2503
	7.4.5
	Unsigned32
	M, V
	
	
	
	No

	LCS-QoS
	2504
	7.4.6
	Grouped
	M, V
	
	
	
	No

	LCS-QoS-Class
	2523
	7.4.27
	Enumerated
	M, V
	
	
	
	No

	Horizontal-Accuracy
	2505
	7.4.7
	Unsigned32
	M, V
	
	
	
	No

	Vertical-Accuracy
	2506
	7.4.8
	Unsigned32
	M, V
	
	
	
	No

	Vertical-Requested
	2507
	7.4.9
	Enumerated
	M, V
	
	
	
	No

	Velocity-Requested
	2508
	7.4.10
	Enumerated
	M, V
	
	
	
	No

	Response-Time
	2509
	7.4.11
	Enumerated
	M, V
	
	
	
	No

	Supported-GAD-Shapes
	2510
	7.4.12
	Unsigned32
	M, V
	
	
	
	No

	LCS-Codeword
	2511
	7.4.13
	UTF8String
	M, V
	
	
	
	No

	LCS-Privacy-Check
	2512
	7.4.14
	Enumerated
	M, V
	
	
	
	No

	Accuracy-Fulfilment-Indicator
	2513
	7.4.15
	Enumerated
	M, V
	
	
	
	No

	Age-Of-Location-Estimate
	2514
	7.4.16
	Unsigned32
	M, V
	
	
	
	No

	Velocity-Estimate
	2515
	7.4.17
	OctetString
	M, V
	
	
	
	No

	EUTRAN-Positioning-Data
	2516
	7.4.18
	OctetString
	M, V
	
	
	
	No

	ECGI
	2517
	7.4.19
	OctetString
	M, V
	
	
	
	No

	Location-Event
	2518
	7.4.20
	Enumerated
	M, V
	
	
	
	No

	Pseudonym-Indicator
	2519
	7.4.21
	Enumerated
	M, V
	
	
	
	No

	LCS-Service-Type-ID
	2520
	7.4.22
	Unsigned32
	M, V
	
	
	
	No

	LCS-Privacy-Check-Non-Session  
	2521
	7.4.23
	Grouped
	M, V
	
	
	
	No

	LCS-Privacy-Check-Session  
	2522
	7.4.24
	Grouped
	M, V
	
	
	
	No

	Note:
The AVP header bit denoted as ‘M’, indicates whether support of the AVP is required. The AVP header bit denoted as ‘V’, indicates whether the optional Vendor-ID field is present in the AVP header. 
For further details, see IETF RFC 3588 [4].


Table 7.4.1-2: Diameter ELP Application reused AVPs

	Attribute Name
	AVP Code
	Reference
	Value Type
	Comment

	LCS-Format-Indicator
	1237
	3GPP TS 32.299 [10]
	UTF8String
	

	LCS-Name-String
	1238
	3GPP TS 32.299 [10]
	UTF8String
	

	LCS-Client-Type
	1241
	3GPP TS 32.299 [10]
	Enumerated
	

	LCS-Requestor-Id-String
	1240
	3GPP TS 32.299 [10]
	UTF8String
	

	Location-Estimate
	1242
	3GPP TS 32.299 [10]
	UTF8String
	

	IMEI
	1402
	3GPP TS 29.272 [11]
	UTF8String
	

	MSISDN
	701
	3GPP TS 29.329 [12]
	OctetString
	

	Service-Selection
	493
	3GPP TS 29.272 [11],
IETF RFC 5778 [16]
	UTF8String
	It is used to define the APN

	User-Name
	1
	IETF RFC 3588  [4]
	UTF8String
	It is used to include the user's IMSI

	Supported-Features
	628
	3GPP TS 29.229 [17]
	Grouped
	

	Feature-List-ID
	629
	3GPP TS 29.229 [17]
	Unsigned32
	See clause 7.4.25

	Feature-List
	630
	3GPP TS 29.229 [17]
	Unsigned32
	See clause 7.4.26

	Serving-Node
	2401
	3GPP TS 29.173 [18]
	Grouped
	See clause 7.4.28


* * * * Next Change * * * *

7.4.28
Serving-Node
The Serving-Node AVP is of type Grouped. This AVP shall contain the information about the network node serving the targeted user.
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