Page 1



3GPP TSG-CT WG1 Meeting #65
(
C1-102698
Dublin (Ireland), 28 June – 2 July 2010









 revision of C1-102203
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	24.216
	CR
	0023
	(

rev
	1
	(

Current version:
	9.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Correcting DDF and Description of Communication Continuity MO

	
	

	Source to WG:
(

	Samsung 

	Source to TSG:
(

	C1

	
	

	Work item code:
(

	IMS-Cont
	
	Date: (

	14/06/2010

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	The current description of the MediaPref node contains an error which makes it impossible to specify how operator media preferences are set in the MO and is not in line with the DDF. Additionally, the specification of the DDF of the Communication Continuity management object cannot pass the validation test based on the DTD.

	
	

	Summary of change:
(

	Correcting grammatical errors in DDF by removing </Node>, line 542.
Adding an identifier to MediaPref Under an “OneOrMore” node, <X>+, as it is not possible to identify a group of Media Preference nodes from other groups. It is proposed to include a leaf node MediaPrefId before the MediaorGroups node such that each group can be uniquely identified and accessed. The current description of /<X>/OperatorPolicy/<X>/MediaPref/<X> is removed.


	
	

	Consequences if 
(

not approved:
	It is not possible to correctly specify how operator media preferences are set in the MO due to errors in the DDF and Node descriptions.

	
	

	Clauses affected:
(

	4, 5.15, 5.16, 5.19, Annex A

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


*** 1st Change ***

4
Communication Continuity Management Object

The Communication Continuity Management Object is used to manage settings of the UE for communication continuation capabilities. The Management Object covers parameters for communication continuation related capabilities. The Management Object enables the management of the settings on behalf of the end user.

The Communication Continuity MO covers settings of the UE for the following capabilities:

-
Voice Call Continuity (VCC) as specified in 3GPP TS 24.206 [3];

-
Service Continuity (SC) as specified in 3GPP TS 24.237 [5];
-
inter UE transfer as specified in 3GPP TS 24.237 [5].
NOTE:
The Communication Continuity MO can be expanded to cover settings of further communication continuity capabilities.

The Management Object Identifier is: urn:oma:mo:ext-3gpp-communication-continuity:1.0.

Protocol compatibility: This MO is compatible with OMA DM 1.2.

The following nodes and leaf objects are possible under the Communication Continuity node:
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Figure 1: The Communication Continuity Object

*** 2nd Change ***

5.15
/<X>/OperatorPolicy/<X>/MediaPref

This interior node indicates one or more operator media preferences; each preference contains the operator preferences associated to each media or a group of media.

-
Occurrence: One

-
Format: node
-
Access Types: Get, Replace

-
Values: N/A
5.16
/<X>/OperatorPolicy/<X>/MediaPref/MediaPrefId
The MediaPrefId leaf is a name for the operator media preference.

-
Occurrence: One

-
Format: chr

-
Access Types: Get, Replace

-
Values: <preference number X>






*** 3rd Change ***
5.19
/<X>/OperatorPolicy/<X>/MediaPref/MediaorGroups/<X>/Media
This leaf indicates the media, for which the operator policy are applicable by the UE with SC capabilities for session transfer
-
Occurrence: One

-
Format: chr

-
Access Types: Get, Replace

-
Values: one or more of the value coded according to the IETF RFC 4566 [7].

*** 3rd Change ***
Annex A (informative):
Management Object DDF

This DDF is the standardized minimal set. A vendor can define it’s own DDF for the complete device. This DDF can include more features than this minimal standardized version.

<?xml version="1.0" encoding="UTF-8"?>

<!DOCTYPE MgmtTree PUBLIC "-//OMA//DTD-DM-DDF 1.2//EN" 

"http://www.openmobilealliance.org/tech/DTD/dm_ddf-v1_2.dtd">

<MgmtTree>


<VerDTD>1.2</VerDTD>


<Man>--The device manufacturer--</Man>


<Mod>--The device model--</Mod>


<Node>



<NodeName>Communication_Continuity</NodeName>



<DFProperties>




<AccessType>





<Get/>




</AccessType>




<Description>Communication Continuity settings</Description>




<DFFormat>





<node/>




</DFFormat>




<Occurrence>





<OneOrMore/>




</Occurrence>




<DFTitle>The Communication Continuity Management Object.</DFTitle>




<DFType>





<DDFName/>




</DFType>



</DFProperties>



<Node>




<NodeName>Name</NodeName>




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>User displayable name for the node.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>VDI</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<DFTitle>The VCC Transfer URI.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>VDN</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<DFTitle>The VCC Transfer Number.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Preferred_domain</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<DFTitle> Preferred_domain </DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Immediate_DT</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<DFTitle>Immediate_DT</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>DT_CS-to-IM_CN_direction</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<DFTitle> DT_CS-to-IM_CN_direction </DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>DT_IM_CN-to-CS_direction</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<DFTitle> DT_IM_CN-to-CS_direction </DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>DT_in_held_waiting_calls</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<DFTitle> DT_in_held_waiting_calls  </DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>STI</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<DFTitle>The SC Transfer URI.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>STN</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<DFTitle>The SC Transfer Number.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>



</Node>


<Node>




<NodeName>OperatorPolicy</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>A collection of Operator Policy</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>






<NodeName/>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<OneOrMore/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>The "name" node for the MediaPref object.</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>






<Node>







<NodeName>MediaPref</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<node/>








</DFFormat>








<Occurrence>









<One/>








</Occurrence>








<Scope>









<Permanent/>








</Scope>








<DFTitle>A collection of MediaPreferences</DFTitle>








<DFType>









<DDFName/>








</DFType>







</DFProperties>






<Node>








<NodeName>MediaPrefId</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<chr/>









</DFFormat>









<Occurrence>










<One/>









</Occurrence>









<DFTitle>Media Preference Id</DFTitle>









<DFType>










<MIME>text/plain</MIME>









</DFType>








</DFProperties>





 

</Node>






<Node>








<NodeName>MediaorGroups</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<node/>









</DFFormat>









<Occurrence>










<One/>









</Occurrence>









<Scope>










<Permanent/>









</Scope>









<DFTitle>A collection of Media or group of media</DFTitle>









<DFType>










<DDFName/>









</DFType>








</DFProperties>








<Node>










<NodeName/>










<DFProperties>











<AccessType>












<Get/>












<Replace/>











</AccessType>











<DFFormat>












<node/>











</DFFormat>











<Occurrence>












<OneOrMore/>











</Occurrence>











<Scope>












<Dynamic/>











</Scope>











<DFTitle> Media</DFTitle>











<DFType>












<DDFName/>











</DFType>










</DFProperties>










<Node>












<NodeName>Media</NodeName>












<DFProperties>













<AccessType>














<Get/>














<Replace/>













</AccessType>













<DFFormat>














<chr/>













</DFFormat>













<Occurrence>














<One/>













</Occurrence>













<Scope>














<Permanent/>













</Scope>













<DFTitle>A collection of Media</DFTitle>













<DFType>














<MIME>text/plain</MIME>












</DFType>












</DFProperties>











</Node>










</Node>










</Node>





<Node>






<NodeName>RestrictedAccessNetworkType</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>A collection of Access Network Types</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>








<Node>










<NodeName/>










<DFProperties>











<AccessType>












<Get/>












<Replace/>











</AccessType>











<DFFormat>












<node/>











</DFFormat>











<Occurrence>












<OneOrMore/>











</Occurrence>











<Scope>












<Dynamic/>











</Scope>











<DFTitle> Access NetworkType</DFTitle>











<DFType>












<DDFName/>











</DFType>










</DFProperties>






<Node>








<NodeName>AccessNetworkType</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<node/>









</DFFormat>









<Occurrence>










<ZeroOrOne/>









</Occurrence>









<Scope>










<Permanent/>









</Scope>









<DFTitle>A collection of access network type</DFTitle>









<DFType>










<DDFName/>









</DFType>








</DFProperties>







</Node>









</Node>






</Node>





<Node>






<NodeName>PreferredAccessNetworks</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>A collection of Access Network Types</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>





<Node>







<NodeName/>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<node/>








</DFFormat>








<Occurrence>









<OneOrMore/>








</Occurrence>








<Scope>









<Dynamic/>








</Scope>








<DFTitle> Access Network Type</DFTitle>








<DFType>









<DDFName/>








</DFType>







</DFProperties>






<Node>








<NodeName>AccessNetworkType</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<node/>









</DFFormat>









<Occurrence>










<ZeroOrOne/>









</Occurrence>









<Scope>










<Permanent/>









</Scope>









<DFTitle>A collection of access network type</DFTitle>









<DFType>










<DDFName/>









</DFType>








</DFProperties>







</Node>









</Node>








</Node>







<Node>








<NodeName>SC_media_transfer</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<chr/>









</DFFormat>









<Occurrence>










<One/>









</Occurrence>









<DFTitle>SC_media_transfer </DFTitle>









<DFType>










<MIME>text/plain</MIME>









</DFType>








</DFProperties>





</Node>







<Node>








<NodeName>SC_non_transferable_media</NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<bool/>









</DFFormat>









<Occurrence>










<One/>









</Occurrence>









<DFTitle> SC_non_transferable_media </DFTitle>









<DFType>










<MIME>text/plain</MIME>









</DFType>








</DFProperties>







</Node>





</Node>





</Node>




</Node>






<Node>




<NodeName>InterUETransferSCCASURI</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<DFTitle>the inter UE transfer SCC AS URI</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>



</Node>


<Node>




<NodeName>Ext</NodeName>




<!-- The Extension node starts here. -->




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>A collection of all Extension objects.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>



</Node>


</Node>

</MgmtTree>
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