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	According to section 9.4.4.1, 9.4.15.7 and 9.4.17.1, a UE attaching or attached for emergency bearer services without integrity will always use default T3302 timer value which is 12 minute. This implementation will bar network to configure T3302 timer (shorter value than default value)for emergency attached UE with no security procedure enabled.

In case, a Routing Area Update procedure failed during the emergency call, then the UE can only use emergency services after 12 minute without user intervention. This duration is quite significant in case of emergency scenario. Paging will be missed during 12 minutes.
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	Specify that in case a UE is attaching or attached for emergency bearer services without security procedure enabled use the T3302 timer value as received from the network if the timer value is lower than default value.
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/********************************** FIRST CHANGE *****************************/

9.4.4.1
T3302 value

This IE may be included to indicate a value for the T3302 timer.

In Iu mode, if the MS is not attaching for emergency services, the network shall not include this IE if this message is to be sent non-integrity protected. If the MS is attaching for emergency bearer services, the network may include this IE if this message is to be sent non-integrity protected.
In Iu mode, if the MS is not attaching for emergency services, the MS shall ignore the contents of this IE if this message is received without integrity protection. If the MS is attaching for emergency bearer services, the MS shall use the received contents of this IE if this message is received without integrity protected.
If this IE is not included or if in Iu mode the message is not integrity protected, the MS shall use the default value.
/********************************** NEXT CHANGE  *****************************/

9.4.15.7
T3302 value

This IE may be included to indicate a value for the T3302 timer.

In Iu mode, if the MS is not attached for emergency bearer services, the network shall not include this IE if this message is to be sent non-integrity protected. If the MS is attached for emergency bearer services, the network may include this IE if this message is to be sent non-integrity proteceted.
In Iu mode, if this message is received without integrity protection the MS not attached for emergency bearer services shall ignore the contents of this IE and use the last received value if available. If there is no last received value, the MS shall use the default value. If the MS is attached for emergency bearer services, the MS shall use the received contents of this IE if this message is received without integrity protected.
If this IE is not included in the message in A/Gb mode or if in Iu mode this IE is not included in an integrity protected message, the MS shall use the default value.
/********************************** LAST CHANGE *****************************/

9.4.17.1
T3302 value

This IE may be included to indicate a value for the T3302 timer.

In Iu mode, if the MS is not attached for emergency bearer services, the network shall not include this IE if this message is to be sent non-integrity protected. If the MS is attached for emergency bearer services, the network may include this IE if this message is to be sent non-integrity proteceted.
In Iu mode, the MS not attached for emergency bearer services shall ignore the contents of this IE if this message is received without integrity protection. If the MS is attached for emergency bearer services, the MS shall use the received contents of this IE if this message is received without integrity protected.
If this IE is not included or if in Iu mode the message is not integrity protected, the MS shall use the default value.
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