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----------------------------------------------- 1st change ------------------------------------------
12.11
Completion of Communications to Busy Subscriber (CCBS)

Service specific requirements in accordance with 3GPP TS 24.642 [109] shall be supported over the II-NNI. 

The response code 486 (Busy Here) containing a Call-Info header field with a "purpose" header field parameter set to "call-completion" shall be supported at the non-roaming II-NNI.

For invoking and revoking of the CCBS supplementary service, announcement procedures shall be used to provide announcements and inband-interaction procedures as described in subclause 12.21.2 shall be supported at the roaming II-NNI. 
The response code 199 (Early Dialog Terminated) shall be supported at the roaming II-NNI.

Basic call procedures and in case of a call-completion recall initiated by a REFER request, normal REFER method handling procedures according to 3GPP TS 24.229 [5] shall supported at the roaming II-NNI.
As a network option the special REFER request handling procedures according to 3GPP TS 24.628 [110] should be supported at the roaming II-NNI.

NOTE 1:
3rd party call control procedures can be used when the REFER request is not supported at the II-NNI.
NOTE 2:
A REFER request can be rejected by IBCF based on operator policy as specified by 3GPP TS 24.229 [5].
----------------------------------------------- 2nd change ------------------------------------------
12.12
Completion of Communications by No Reply (CCNR)

Service specific requirements in accordance with 3GPP TS 24.642 [109] shall be supported over the II-NNI. 

The response code 180 (Ringing) containing a Call-Info header field with a purpose parameter set to 'call-completion' shall be supported at the non-roaming interface.

For invoking and revoking of the CCNR supplementary service, announcement procedures shall be used to provide announcements and inband-interaction procedures as described in subclause 12.21.2 shall be supported at the roaming II-NNI.
The response code 199 (Early Dialog Terminated) shall be supported at the roaming II-NNI.

Basic call procedures and in case of a call-completion recall initiated by a REFER request, normal REFER method handling procedures according to 3GPP TS 24.229 [5] shall supported at the roaming II-NNI.
As a network option the special REFER request handling procedures according to 3GPP TS 24.628 [110] should be supported at the roaming II-NNI.

NOTE 1:
3rd party call control procedures can be used when the REFER request is not supported at the II-NNI.
NOTE 2:
A REFER request can be rejected by IBCF based on operator policy as specified by 3GPP TS 24.229 [5].
The SUBSCRIBE and NOTIFY methods according to IETF RFC 3265 [20] and 3GPP TS 24.229 [5] containing the event package name "call-completion" shall be supported at the non-roaming interface II-NNI.

SIP based user configuration as described in 3GPP TS 24.238 [100] shall be supported at the roaming II-NNI.
----------------------------------------------- 3rd change ------------------------------------------
12.19
Conference (CONF)

Service specific requirements in accordance with 3GPP TS 24.605 [105] shall be supported over the II-NNI. 

NOTE 1:
The requirements below can be relaxed by bilateral agreements between operators. 

The REFER request shall be supported at the roaming II-NNI in the direction from visited to home network. Based on inter-operator agreement, the REFER request may be supported at II-NNI between home networks, and at the roaming II-NNI in the direction from home network to visited network.

NOTE 2:
If the REFER request is not supported at the II-NNI between home networks, or at the roaming II-NNI in the direction from home network to visited network, an attempt of an UE to send the REFER directly to peers to invite them to a conference without involvement of the conference focus can fail over such an II-NNI. However such failures can also occur if a peer is located in a circuit switched network, or if a peer does not support the REFER method. An operator can avoid such failures by configuring an AS to convert the REFER to an INVITE, as detailed in 3GPP TS 24.628 [38]. Information on security risks associated with the REFER request is provided within the "security consideration" of IETF RFC 3515 [22].
NOTE 2:
A REFER request can be rejected by IBCF based on operator policy as specified by 3GPP TS 24.229 [5].
The "application/resource-lists+xml" body shall be supported at the roaming II-NNI.
The Referred-By header field in the INVITE request shall be supported at the II-NNI.
The "isfocus" feature parameter indicated in Contact header field of the INVITE request and in the 200 (OK) response shall be supported at the II-NNI.

The SUBSCRIBE request including the "conference" event package name in the Event header field and the NOTIFY request procedures according to 3GPP TS 24.147 [106] shall be supported at the II-NNI.
NOTE 3:
The subscription to "conference event" package does not apply at the roaming II-NNI between the MSC Server enhanced for ICS and the IMS network where the communication is anchored.

----------------------------------------------- end changes ----------------------------------------
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