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The present document defines the Stage 2 description for the Local Call Local Switch feature.  Local Call Local Switch may be implemented in both BICC based CS core networks as defined in 3GPP TS 23.205 [2] and SIP-I based CS core networks as defined in 3GPP TS 23.231 [3], with a GSM/EDGE Radio Access Network supporting either TDM based or IP based A interface.

This stage 2 shall cover the information flows between the GMSC server, MSC server and media gateways that are required to support Local Call Local Switching highlighting the specific requirements in addition to those defined for BICC based CS core networks 3GPP TS 23.205 [2] and SIP-I based CS core networks 3GPP TS 23.231 [3]. Note that nothing in the present document shall preclude an implementation of a combined MSC Server and MGW. The present document shall show the CS core network termination of the A interface, and the information flows between the BSS and the MSC server, in order to cover the information flow stimulus to the core network and describe the interaction with the supplementary and value added services and capabilities.
Changes since last presentation to TSG CT
This is the first presentation to CT.

Outstanding Issues:

· Further clarification for restricting the Uplink and Downlink access simultaneously in the BSS is required when negotiating LCLS in the core network.

· Further definition of the Handover/Relocation scenarios is required (e.g. UMTS to UMTS, UMTS to GSM and GSM to UMTS). This should be considered to be minor impact as LCLS functionality is only applicable to GSM access.

· The actions taken for the MGW/User Plane require further clarification when establishing LCLS (including potential impacts to the Mc interface). 
· Potential modification of the LCLS Negotiation IE during call establishment may be required to be implemented for an Intermediate Node/GMSC-S.
· The analysis of potential impacts for Backward Bearer Call Establishment is required. No issues are foreseen.
· End to end call flows for SIP-I CS Core Network are required.
· Potential interactions with Supplementary Services and Existing features require completion (e.g. AoC, CAMEL, DTMF, Emergency Call, TFO/TrFO, CS Data Calls, RTP Multiplexing).
Contentious Issues:
None.
