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	Currently the attributes defined in RFC 5547 are given in detail in 24.247. However the specification of these attributes is identical to that already given in RFC 5547 with two exceptions. These are to mandatorily include the file selector attribute with two mandatory parameters (filename and filesize) and the file disposition attribute. 

It is believe that the specification can in any place be simpler, but it is also not clear why some of these levels of support should vary from RFC 5547. So it is proposed to retain only the file selector attribute as mandatory with one mandatory parameter (size). It is understood that this is required for potential policy control.
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PROPOSED CHANGE

8.3.1
SDP offerer

When an SDP offerer wants to create a session mode massaging session, the SDP offerer shall populate the SDP as specified in subclause 6.1 in 3GPP TS 24.229 [5]. SDP offerer shall also include:

a)
a media attribute in accordance with RFC 4975 [9]; and

b)
the supported MIME types in the accept-types or accept-wrapped-types attributes  in accordance with RFC 4975 [9]; and

c)
the address of the SDP offerer in the path attribute, in accordance with RFC 4975 [9].

The SDP may also include a max-size attribute. The attribute shall be formatted in accordance with RFC 4975 [9]

The SDP offerer may want to indicate to the other user(s), that the SDP offerer is prepared to receive isComposing information, then it shall add the MIME type “application/ im-iscomposing+xml to the accept type or access-wrapped types attributes.

At the receipt of the SDPanswer the SDP offerer shall set up a TCP connection (if not already available) when an IP-CAN bearer with sufficient QoS is available.
For file transfer, the SDP shall also include media level attributes in accordance with draft-ietf-mmusic-file-transfer-mech-00 [15], with the exception that it shall include the file selector attribute (a=file-selector) with at least a size parameter.











When the 200 (OK) response for the last MSRP SENT is received, the SDP offerer shall close the MSRP media stream(s) for that particular file transfer, by sending an SDP offer where the m line port value for the file transfer media stream is set to zero, unless the MSRP media stream is the only stream in the SIP session, in which case a SIP BYE request shall be sent in order to terminate the SIP session.
PROPOSED CHANGE

8.3.3.1.1
Sending of an SDP offer 

The intermediate node shall create an SDP offer, which shall include:

a) 
a media attribute in accordance with the media attribute received in the received in the SDP offer.; and

b)
the supported MIME types in the accept-types or accept-wrapped-types attributes as provisioned in the intermediate node. The attribute shall be formatted in accordance with RFC 4975 [9]; and

c)
a MSRP URI of the Intermediate node in the path attribute to be used when the SDP answerer wants to send a MSRP message to the conference. The attribute shall be formatted in accordance with RFC 4975 [9].

d)
the MIME type “application/ im-iscomposing+xml to the accept type or access-wrapped types attributes if it is received from the SDP answerer.

The SDP may also include a max-size attribute. The attribute shall be formatted in accordance with RFC 4975 [9].

At the receipt of the SDP answer the Intermediate node shall set up a TCP connection (if not already available) when an IP-CAN bearer with sufficient QoS is available.

For file transfer, the SDP shall also include media level attributes in accordance with draft-ietf-mmusic-file-transfer-mech-00 [15], with the exception that it shall include the file selector attribute (a=file-selector) with at least a size parameter.
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