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	As indicated in LS C4-102399/C1-103577, the SGSN is provided with the VLR name during paging for CS, with current specification in TS 29.274. However, TS 29.118 specifies that “The VLR number is derived by the MME from the VLR name provided by the VLR”, which implies that the VLR number is provided to the SGSN via S3 interface.

CT4 indicates that changing VLR name to VLR number in CT4 specification would not be backwards compatible. Consequently, in order to align CT1 and CT4 specifications, it is proposed to remove the derivation of the VLR number from the VLR name, in the MME. This derivation will be done in the SGSN when receiving the VLR name via S3.
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	The derivation of VLR number is removed from MME specification. 
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	Inconsistency between CT1 and CT4 specifications, leading to possible wrong MME implementations and interoperability issues.
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First change
5.1.3.2
Procedure when no NAS signalling connection exists
If the Service indicator information element in the SGsAP-PAGING-REQUEST message indicates "CS call indicator", the MME shall proceed as follows:
-
If the MME accepts the paging request and no NAS signalling connection exists, and the VLR TMSI is omitted or the UE is not known in the MME, the IMSI is used instead of the S-TMSI as a paging address at the radio interface. If location information is reliably known by the MME (i.e. MME stores the list of tracking areas), the MME shall page the UE in all the tracking areas. If the MME does not have a stored tracking area list for the UE, the MME shall use the location information received from the VLR, if any, to page the UE. The MME shall take action as described in 3GPP TS 24.301 [14], subclause 5.6.2.3.
If the Service indicator information element in the SGsAP-PAGING-REQUEST message indicates "SMS indicator", the MME shall use the S-TMSI as paging address at the radio interface and take action as described in 3GPP TS 24.301 [14], subclause 5.6.2.4.

Independent of the Service indicator information element, if the MME has activated Idle mode Signalling Reduction for the UE, the MME shall forward the paging request to the associated SGSN, as described in 3GPP TS 29.274 [17A].
Independent of the Service indicator information element, the MME shall not retransmit the paging message to the UE. Additionally, if the MME has activated Idle mode Signalling Reduction for the UE, the MME shall not retransmit the paging request to the associated SGSN.

End of changes
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