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10.5.1.12.3
PS domain specific system information

The purpose of the CN domain specific GSM-MAP NAS system information element, when used for the PS domain, is to provide the MS with actual parameter settings of parameters relevant only for GMM functionality. The coding of the information element identifier and length information is defined in the 3GPP TS 25.331 [23c]. Only the coding of the content is in the scope of the present document.

For PS domain, the content of the CN domain specific GSM-MAP NAS system information element is coded as shown in figure 10.5.1.12.3/3GPP TS 24.008 and table 10.5.1.12.3/3GPP TS 24.008. The length of this element content is two octets. The MS shall ignore any additional octets received.
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Figure 10.5.1.12.3/3GPP TS 24.008 PS domain specific system information element 

Table 10.5.1.12.3/3GPP TS 24.008: PS domain specific system information element

	RAC, Routing Area Code (8 bit field)
This field is the binary representation of the Routing Area Code, see 3GPP TS 23.003 [10]. Bit 8 in octet 1 is the most significant bit and bit 1 in octet 1 is the least significant bit.

	

	NMO, Network Mode of Operation (1 bit field) 
This field is the binary representation of the Network Mode of Operation, see 3GPP TS 23.060 [74]
Bit
1
 
0
Network Mode of Operation I
 
1
Network Mode of Operation II

	

	MTC NMO I, MTC Network Mode of Operation I (1 bit field) 
This field is the binary representation of whether the Network Mode of Operation I is applicable for the MS configured for MTC, see 3GPP TS 23.060 [74]
Bit
2
 
0
Network Mode of Operation indicated in Bit 1 (NMO, Network Mode of Operation) is used for MS configured for MTC
 
1
Network Mode of Operation I is used for MS configured for MTC

	

	The bits 3 – 8 of octet 2 are spare and shall be coded all zeros.
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