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/***************************************** First Change *****************************************************/
4.1.3.1.1.7
GMM-SERVICE-REQUEST-INITIATED (Iu mode only)

A service request procedure has been started and the MS is awaiting a response from the network.
/***************************************** Next Change *****************************************************/
9.4.14.5
P-TMSI (Iu mode only)

This IE shall be included by the MS.
/***************************************** Next Change *****************************************************/
9.4.20
Service Request (Iu mode only)
This message is sent by the MS to transfer to establish logical association between the MS and the network. See table 9.4.20/3GPP TS 24.008.

Message type:
Service Request
Significance:

dual

Direction:


MS to network

Table 9.4.20/3GPP TS 24.008: Contents of Service Request message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

10.2
	M
	V
	1/2

	
	Skip indicator
	Skip indicator

10.3.1
	M
	V
	1/2

	
	Service Request message identity
	Message type

10.4
	M
	V
	1

	
	Ciphering key sequence number
	Ciphering key sequence number 

10.5.1.2
	M
	V
	1/2

	
	Service type
	Service type

10.5.5.20
	M
	V
	1/2

	
	P-TMSI 
	Mobile station identity

10.5.1.4
	M
	LV
	6

	32
	PDP context status
	PDP context status

10.5.7.1
	O
	TLV
	4

	35
	MBMS context status
	MBMS context status

10.5.7.6
	O
	TLV
	2 - 18

	36
	Uplink data status
	Uplink data status

10.5.7.7
	O
	TLV
	4


/***************************************** Next Change *****************************************************/
9.4.21
Service Accept (Iu mode only)
This message is sent by the network in response to a Service Request message. See table 9.4.21/3GPP TS 24.008.

Message type:
Service Accept
Significance:

dual

Direction:


network to MS

Table 9.4.21/3GPP TS 24.008: Contents of Service Accept message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

10.2
	M
	V
	1/2

	
	Skip indicator
	Skip indicator

10.3.1
	M
	V
	1/2

	
	Service Accept message identity
	Message type

10.4
	M
	V
	1

	32
	PDP context status
	PDP context status

10.5.7.1
	O
	TLV
	4

	35
	MBMS context status
	MBMS context status

10.5.7.6
	O
	TLV
	2 - 18


/***************************************** Next Change *****************************************************/
9.4.22
Service Reject (Iu mode only)
This message is sent by the network to the MS in order to reject the Service request procedure. See table 9.4.22/3GPP TS 24.008.

Message type:
Service Reject
Significance:

dual

Direction:


network to MS

Table 9.4.22/3GPP TS 24.008: Contents of Service Reject message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

10.2
	M
	V
	1/2

	
	Skip indicator
	Skip indicator

10.3.1
	M
	V
	1/2

	
	Service Reject message identity
	Message type

10.4
	M
	V
	1

	
	GMM cause
	GMM cause 

10.5.5.14
	M
	V
	1


/***************************************** Last Change *****************************************************/
10.5.1.12
Core Network System Information (Iu mode only)

The purpose of the Core Network System Information is to provide the MS with actual parameter settings of system information parameters controlling MM and GMM functionality. The Core Network system information is included in specific information elements within some RRC messages sent to MS, see 3GPP TS 25.331 [23c].

NOTE:
These IEs do not have an IEI or a length indicator, because these IEs are never present in any layer 3 messages, Hence these IEs do not conform to the general IE rules defined in 3GPP TS 24.007 [20].

/***************************************** End *****************************************************/
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