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=================================== First Change ===============================

20.5

SGmb re-used AVPs
Table 20.5.1 lists the Diameter AVPs re-used by the SGmb reference point from the Gmb reference point and other existing Diameter Application, reference to their respective specifications and short description of their usage witin the SGmb reference point. When reused from Gmb reference point, the specific clause in the present specification is referred. Other AVPs from existing Diameter Applications, except for the AVPs from Diameter base protocol, do not need to be supported. The AVPs from Diameter base protocol are not included in table 20.5.1, but they are re-used for the SGmb reference point. Where RADIUS VSAs are re-used, they shall be translated to Diameter AVPs as described in RFC 4005 [67] with the exception that the ‘M’ flag shall be set and the ‘P’ flag may be set.
Table 20.5.1 : SGmb re-used Diameter AVPs

	Attribute Name
	Reference
	Description

	TMGI
	17.7.2
	Contains the Temporary Mobile Group Identity allocated to a particular MBMS bearer service.

	MBMS-StartStop-Indication
	17.7.5
	Indicates the type of MBMS Session procedure.

	MBMS-Service-Area
	17.7.6
	Indicates the area over which the MBMS bearer service has to be distributed.

	MBMS-Session-Duration
	17.7.7
	Indicates the estimated session duration (MBMS Service data transmission).

	MBMS-Session-Identity
	17.7.11
	Together with TMGI it identifies a transmission of a specific MBMS session.

	MBMS-Time-To-Data-Transfer
	17.7.14
	Indicates the expected time between reception of the MBMS Session Start (RAR (Start) command) and the commencement of the MBMS Data flow. A value of 0 (1 sec.) shall be used in the absence of this AVP.

	MBMS-Session-Repetition-Number
	17.7.15
	Contains the session identity repetition number of the MBMS transmission session on the SGmb interface.

	MBMS-User-Data-Mode-Indication
	17.7.18
	When sent from the BM-SC to the MBMS GW, it indicates the mode that BM-SC supports. When sent from the MBMS GW to the BM-SC, it indicates the mode that BM-SC shall send user plane data with.

	MBMS-GGSN-Address
	17.7.19
	Contains the value of MBMS GW’s IPv4 address for user plane data.

	MBMS-GGSN-IPv6-Address
	17.7.20
	Contains the valus of MBMS GW’s IPv6 address for user plane data.

	MBMS-BMSC-SSM-IP-Address
	17.7.21
	Contains the value of BM-SC’s IPv4 address of Source Specific Multicasting. 

	MBMS-BMSC-SSM-IPv6-Address
	17.7.22
	Contains the value of BM-SC’s IPv6 address of Source Specific Multicasting.

	MBMS-Flow-Identifier
	17.7.23
	Represents a location dependent subflow of an MBMS bearer service.

	CN-IP-Multicast-Distribution
	17.7.24
	Indicates if IP multicast distribution to UTRAN should be used for the MBMS user plane data.

	MBMS-HC-Indicator
	17.7.25
	Indicates if header compression is used by BM-SC when sending for MBMS user plane data.(NOTE 1)

	3GPP-SGSN-Address
	16.4.7
	Represents the SGSN or MME’s IPv4 address that is used by the GTP control plane for the handling of control messages.

	3GPP-SGSN-IPv6-Address
	16.4.7
	Represents the SGSN or MME’s IPv6 address that is used by the GTP control plane for the handling of control messages.

	Called-Station-Id
	NASREQ, IETF RFC 4005 [67]
	Contains the Access Point Name (APN) for which the MBMS bearer service is defined

	Framed-Interface-Id
	NASREQ, IETF RFC 4005 [67]
	Contains the IPv6 interface identifier of the multicast address

	Framed-IP-Address
	NASREQ, IETF RFC 4005 [67]
	Contains the IPv4 multicast address.

	Framed-IPv6-Prefix
	NASREQ, IETF RFC 4005 [67]
	Contains the IPv6 prefix of the multicast address.

	QoS-Information
	3GPP TS 29.212 [75]
	Contains the QoS that is required for the MBMS bearer service for the MBMS session. 

Only the QoS-Class-Identifier AVP, Max-Requested-Bandwidth-DL, Guaranteed-Bitrate-DL AVP and Allocation-Retention-Priority AVP within the QoS-Information AVP are applicable for the MBMS bearer service. The Allocation and Retention Priority does not apply to MBMS bearer service for E-UTRAN.

	NOTE 1: Header Compression only supported for UTRAN for this Release.


=================================== End of Changes ===============================
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