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* * * Start of 1st Change * * * *

6
GTP-C Message Types and Message Formats

6.0
General
A GTP-C message is sent across a GTP control plane tunnel. In a message, the GTP-C header is followed by zero or more information elements. The GTP-C messages are used for the control plane path management, for the control plane tunnel management and for mobility management.

A T-PDU is an original packet, for example an IP datagram, from an UE, or from a network node in an external packet data network.

6.1
Message Format and Type values

6.1.0
Message Type
GTP defines a set of messages between two associated EPC network elements. The messages to be used shall be as defined in Table 6.1-1.

Table 6.1-1: Message types for GTPv2

	Message Type value (Decimal)
	Message
	Reference
	GTP-C
	GTP-U

	0
	Reserved
	
	
	

	1
	Echo Request
	
	X
	X

	2
	Echo Response
	
	X
	X

	3
	Version Not Supported Indication
	
	X
	

	4 to 24
	Reserved for S101 interface
	TS 29.276 [14]
	
	

	25 to 31
	Reserved for Sv interface
	TS 29.280 [15]
	
	

	
	SGSN/MME/ePDG to PGW (S4/S11, S5/S8, S2b)
	
	
	

	32
	Create Session Request
	
	X
	

	33
	Create Session Response
	
	X
	

	36
	Delete Session Request
	
	
	

	37
	Delete Session Response
	
	
	

	
	SGSN/MME to PGW (S4/S11, S5/S8)
	
	
	

	34
	Modify Bearer Request
	
	X
	

	35
	Modify Bearer Response
	
	X
	

	38
	Change Notification Request
	
	X
	

	39
	Change Notification Response
	
	X
	

	40 to 63
	For future use
	
	
	

	164
	Resume Notification
	
	X
	

	165
	Resume Acknowledge
	
	X
	

	
	Messages without explicit response
	
	
	

	64
	Modify Bearer Command 

(MME/SGSN/ePDG to PGW – S11/S4, S5/S8, S2b)
	
	X
	

	65
	Modify Bearer Failure Indication 

(PGW to MME/SGSN/ePDG – S5/S8, S11/S4, S2b)
	
	X
	

	66
	Delete Bearer Command 

(MME/SGSN to PGW – S11/S4, S5/S8)
	
	X
	

	67
	Delete Bearer Failure Indication

(PGW to MME/SGSN – S5/S8, S11/S4))
	
	X
	

	68
	Bearer Resource Command 

(MME/SGSN to PGW – S11/S4, S5/S8)
	
	X
	

	69
	Bearer Resource Failure Indication 

(PGW to MME/SGSN – S5/S8, S11/S4)
	
	X
	

	70
	Downlink Data Notification Failure Indication

(SGSN/MME to SGW – S4/S11)
	
	X
	

	71
	Trace Session Activation
(MME/SGSN/ePDG to PGW – S11/S4, S5/S8, S2b)
	
	X
	

	72
	Trace Session Deactivation
(MME/SGSN/ePDG to PGW – S11/S4, S5/S8, S2b)
	
	X
	

	73
	Stop Paging Indication
(SGW to MME/SGSN – S11/S4)
	
	X
	

	74 to 94
	For future use
	
	
	

	
	PGW to SGSN/MME/ePDG (S5/S8, S4/S11, S2b)
	
	
	

	95
	Create Bearer Request
	
	X
	

	96
	Create Bearer Response
	
	X
	

	97
	Update Bearer Request
	
	X
	

	98
	Update Bearer Response
	
	X
	

	99
	Delete Bearer Request
	
	X
	

	100
	Delete Bearer Response
	
	X
	

	
	PGW to MME, MME to PGW, SGW to PGW, SGW to MME, PGW to ePDG, ePDG to PGW (S5/S8, S11, S2b)
	
	
	

	101
	Delete PDN Connection Set Request
	
	X
	

	102
	Delete PDN Connection Set Response
	
	X
	

	103 to 127
	For future use
	
	
	

	
	MME to MME, SGSN to MME, MME to SGSN, SGSN to SGSN (S3/S10/S16)
	
	
	

	128
	Identification Request
	
	X
	

	129
	Identification Response
	
	X
	

	130
	Context Request
	
	X
	

	131
	Context Response
	
	X
	

	132
	Context Acknowledge
	
	X
	

	133
	Forward Relocation Request
	
	X
	

	134
	Forward Relocation Response
	
	X
	

	135
	Forward Relocation Complete Notification
	
	X
	

	136
	Forward Relocation Complete Acknowledge
	
	X
	

	137
	Forward Access Context Notification
	
	X
	

	138
	Forward Access Context Acknowledge
	
	X
	

	139
	Relocation Cancel Request
	
	X
	

	140
	Relocation Cancel Response
	
	X
	

	141
	Configuration Transfer Tunnel
	
	X
	

	142 to 148
	For future use
	
	
	

	152
	RAN Information Relay
	
	X
	

	
	SGSN to MME, MME to SGSN (S3)
	
	
	

	149
	Detach Notification
	
	X
	

	150
	Detach Acknowledge
	
	X
	

	151
	CS Paging Indication
	
	X
	

	153
	Alert MME Notification
	
	X
	

	154
	Alert MME Acknowledge
	
	X
	

	155
	UE Activity Notification
	
	X
	

	156
	UE Activity Acknowledge
	
	X
	

	157 to 159
	For future use
	
	
	

	
	SGSN/MME to SGW, SGSN to MME (S4/S11/S3)
SGSN to SGSN (S16), SGW to PGW (S5/S8)
	
	
	

	162
	Suspend Notification
	
	X
	

	163
	Suspend Acknowledge
	
	X
	

	
	SGSN/MME to SGW (S4/S11)
	
	
	

	160
	Create Forwarding Tunnel Request
	
	X
	

	161
	Create Forwarding Tunnel Response
	
	X
	

	166
	Create Indirect Data Forwarding Tunnel Request
	
	X
	

	167
	Create Indirect Data Forwarding Tunnel Response
	
	X
	

	168
	Delete Indirect Data Forwarding Tunnel Request
	
	X
	

	169
	Delete Indirect Data Forwarding Tunnel Response
	
	X
	

	170
	Release Access Bearers Request
	
	X
	

	171
	Release Access Bearers Response
	
	X
	

	172 to 175
	For future use
	
	
	

	
	SGW to SGSN/MME (S4/S11)
	
	
	

	176
	Downlink Data Notification
	
	X
	

	177
	Downlink Data Notification Acknowledge
	
	X
	

	179
	PGW Restart Notification
	
	X
	

	180
	PGW Restart Notification Acknowledge
	
	X
	

	
	SGW to SGSN (S4)
	
	
	

	178
	Reserved. Allocated in earlier version of the specification.
	
	
	

	181 to 199
	For future use
	
	
	

	
	SGW to PGW, PGW to SGW (S5/S8)
	
	
	

	200
	Update PDN Connection Set Request
	
	X
	

	201
	Update PDN Connection Set Response
	
	X
	

	202 to 210
	For future use
	
	
	

	
	MME to SGW (S11)
	
	
	

	211
	Modify Access Bearers Request
	
	X
	

	212
	Modify Access Bearers Response
	
	X
	

	213 to 230
	For future use
	
	
	

	
	MBMS GW to MME/SGSN (Sm/Sn)
	
	
	

	231
	MBMS Session Start Request
	
	X
	

	232
	MBMS Session Start Response
	
	X
	

	233
	MBMS Session Update Request
	
	X
	

	234
	MBMS Session Update Response
	
	X
	

	235
	MBMS Session Stop Request
	
	X
	

	236
	MBMS Session Stop Response
	
	X
	

	237 to 239
	For future use
	
	
	

	
	Other
	
	
	

	240 to 255
	For future use
	
	
	


* * * End of 1st Change * * * *

* * * Start of 2nd Change * * * *

7.2
Tunnel Management Messages

7.2.0
General

A node shall include the Recovery information element if it is in contact with the peer for the first time or the node has restarted recently and the new Restart Counter value has not yet been indicated to the peer. The peer receiving the Recovery information element shall handle it as when an Echo Response message is received but shall consider the rest of the message in accordance with the message semantics and parameters. 

* * * End of 2nd Change * * * *

* * * Start of 3rd Change * * * *

7.2.21
Release Access Bearers Request

The Release Access Bearers Request message shall sent on the S11 interface by the MME to the SGW as part of the S1 release procedure.

The message shall also be sent on the S4 interface by the SGSN to the SGW as part of the procedures:

-
RAB release using S4

-
Iu Release using S4

-
READY to STANDBY transition within the network

Table 7.2.21-1: Information Element in Release Access Bearers Request

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	List of RABs
	C
	Shall be present on S4 interface when this message is used to release a subset of all active RABs according to the RAB release procedure.

Several IEs with this type and instance values shall be included as necessary to represent a list of RABs to be released.
	EBI
	0

	Private Extension
	O
	
	Private Extension
	VS


7.2.22
Release Access Bearers Response

The Release Access Bearers Response message is sent on the S11 interface by the SGW to the MME as part of the S1 release procedure.

The message shall also be sent on the S4 interface by the SGW to the SGSN as part of the procedures:

-
RAB release using S4

-
Iu Release using S4

-
READY to STANDBY transition within the network

Possible Cause values are specified in Table 8.4-1. Message specific cause values are:
-
"Request accepted".

-
"Request accepted partially".

-
"Context not found".

Table 7.2.22-1: Information Element in Release Access Bearers Response

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	
	Cause
	0

	Recovery
	O
	This IE shall be included if contacting the peer for the first time
	Recovery
	0

	Private Extension
	O
	
	Private Extension
	VS


* * * End of 3rd Change * * * *

* * * Start of 4th Change * * * *

7.3.7
Context Acknowledge

A Context Acknowledge message shall be sent as a response to a previous Context Response message, only if the previous Context Response message is received with the acceptance cause. 

Possible cause values are specified in Table 8.4-1. Message specific cause values are:

-
"User authentication failed".

Table 7.3.7-1 specifies the presence requirements and conditions of the IEs in the message.
Table 7.3.7-1: Information Elements in a Context Acknowledge

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	
	Cause
	0

	Indication flags
	C
	This IE shall be included if any one of the applicable flags is set to 1.

Applicable Flags are:

SGWCI: 

· SGW change indication indicates a new SGW has been selected. The old MME/old SGSN marks in its context that the information in the GWs and the HSS are invalid.

ISRAI: 

· This flag indicates to the old system that it shall maintain the UE's contexts. This flag shall be set to 1 if the Cause IE value indicates "Request accepted" and ISR is activated as specified in 3GPP TS 23.401 [3]. 
See NOTE1.
	Indication
	0

	Private Extension
	O
	
	Private Extension
	VS

	NOTE1: 
For the Indication Flags, the combination (SGWCI, ISRAI) = 1,1 shall be considered an error if received.


* * * End of 4th Change * * * *

* * * Start of 5th Change * * * *

7.9
Restoration and Recovery
7.9.0
General
Restoration and Recovery procedures are specified in 3GPP TS 23.007 [17].

* * * End of 5th Change * * * *

* * * Start of 6th Change * * * *

7.9.3
Update PDN Connection Set Request

The SGW shall send this message to the PGW on S5/S8 according to the requirements in TS 23.007 [17].

Table 7.9.3-1: Information Elements in a Update PDN Connection Set Request  
	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	MME-FQ-CSID
	C
	This IE shall be included for MME relocation without SGW relocation per 3GPP TS 23.007 [17].
	FQ-CSID
	0

	SGW-FQ-CSID
	C
	This IE shall be included for MME relocation without SGW relocation per 3GPP TS 23.007 [17].
	FQ-CSID
	1

	Private Extension
	O
	
	Private Extension
	VS


7.9.4
Update PDN Connection Set Response

This message is sent by the PGW to the SGW on S5/S8 in response to the Update PDN Connection Set Request message.

Table 7.9.4-1: Information Elements in a Update PDN Connection Set Response

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	
	Cause
	0

	PGW-FQ-CSID
	C
	This IE shall be included for MME relocation without SGW relocation per 3GPP TS 23.007 [17].
	FQ-CSID
	0

	Private Extension
	O
	
	Private Extension
	VS


The following Cause values are defined:

-
"Request accepted"

-
"Request rejected"
-
"System failure".

-
"Mandatory IE missing".

-
"Invalid message format".
* * * End of 6th Change * * * *

* * * Start of 7th Change * * * *

8.79
CSG Membership Indication (CMI)

CSG Membership Indication is coded as depicted in Figure 8.79-1. 

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 148
	

	
	2 to 3
	Length = n
	

	
	4
	Spare
	Instance
	

	
	5
	
	Spare
	CMI
	

	
	6 to (n+4)
	These octet(s) is/are present only if explicitly specified
	


Figure 8.79-1: CSG Membership Indication
Table 8.79-1: void

CSG Membership Indication (CMI) values are specified in Table 8.79-2.

Table 8.79-2: CSG Membership indication (CMI)

	CMI
	Values (Decimal)

	CSG membership
	0

	Non CSG membership
	1


* * * End of 7th Change * * * *
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