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7.1
3GPP specific AVP codes

The 3GPP specific AVPs have the Vendor-Specific bit ('V' bit) set in the AVP header and they carry the 3GPP’s vendor identifier in the Vendor-ID field of the AVP header. The 3GPP specific AVP codes are presented in the following table.  

Table 7.1: 3GPP specific AVP codes 
	************unchanged part of table removed for clarity******************

	1600
	MME-Location-Information
	Grouped
	29.272 [21]

	1601
	SGSN-Location-Information
	Grouped
	

	1602
	E-UTRAN-Cell-Global-Identity
	OctetString
	

	1603
	Tracking-Area-Identity
	OctetString
	

	1604
	Cell-Global-Identity
	OctetString
	

	1605
	Routing-Area-Identity
	OctetString
	

	1606
	Location-Area-Identity
	OctetString
	

	1607
	Service-Area-Identity
	OctetString
	

	1608
	Geographical-Information
	OctetString
	

	1609
	Geodetic-Information
	OctetString
	

	1610
	Current-Location-Retrieved
	Enumerated
	

	1611
	Age-Of-Location-Information
	Unsigned32
	

	1612
	Active-APN
	Grouped
	

	1613
	SIPTO-Permission
	Enumerated
	

	1614
	Error-Diagnostic
	Enumerated
	

	1615
	UE-SRVCC-Capability
	Enumerated
	

	1616
	MPS-Priority
	Unsigned32
	

	1617
	VPLMN-LIPA-Allowed
	Enumerated
	

	1618
	LIPA-Permission
	Enumerated
	

	1619
	Subscribed-Periodic-RAU-TAU-Timer
	Unsigned32
	

	xxxx
	MDT-Configuration
	Grouped
	

	xxxx
	Job-Type
	Enumerated
	

	xxxx
	Area-Scope
	Grouped
	

	xxxx
	List-Of-Measurements
	Unsigned32
	

	xxxx
	Reporting-Trigger
	Unsigned32
	

	xxxx
	Report-Interval
	Enumerated
	

	xxxx
	Report-Amount
	Enumerated
	

	xxxx
	Event-ThresholdRSRP
	Unsigned32
	

	xxxx
	Event-ThresholdRSRQ
	Unsigned32
	

	xxxx
	Logging-Interval
	Enumerated
	

	xxxx
	Logging-Duration
	Enumerated
	

	Note: The AVP codes from 16xx to 1699 are reserved for TS 29.272.

	************unchanged part of table removed for clarity******************
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