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**********************************First Change************************************
7.4.x
Customized Alerting Tones (CAT) in the 3GPP CS domain
The Customized Alerting Tones (CAT) in the 3GPP CS domain service is described in 3GPP TS 23.205 [27].
To pass CAT early media from the CS network towands the IM CN subsystem, no special interworking procedures beyond basic call at the I-MGCF are required.The procedure to supply the "P-Early-Media" header field in subclause 7.2.3.1.4, subclause 7.2.3.1.4A and subclause 7.2.3.1.4B are recommended.
********************************End of First Change*******************************
**********************************Second Change**********************************
7.5.x

Customized Alerting Tones (CAT)

7.5.x.1
General

The Customized Alerting Tones supplementary service is described in 3GPP TS 24.182 [xx2].
The interworking procedures in this clause enable the transport of customized alerting tones provided by an AS in the IM CN subsystem towards a caller in a CS network.
Based on operator options, one of three different models described in 3GPP TS 24.182 [xx2].is used in an IM CN subsystem to provide the CAT service. The CAT interworking procedures at the O-MGCF differ between these models and are described seperately for each model in the subsequent sub-clauses. Support of the interworking procedures for each of those models is optional.

I-MGCF procedures are not affected.
7.5.x.2
Early session model
7.5.x.3
Forking model
Interworking at O-MGCF follows the basic call interworking procedures. Support of the P-Early-Media header field and related procedures as described in subclause 7.2.3.2.1, 7.2.3.2.2, 7.2.3.2.4, 7.2.3.2.5, 7.2.3.2.6, 7.2.3.2.7, 7.2.3.2.8, and 7.2.3.2.9 is required in addition.
7.5.x.4
Gateway model
***********************************End of Changes*******************************
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