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* * * * First Change * * * *

8.11.4
MAP-ANY-TIME-MODIFICATION service

8.11.4.1
Definition

This service is used by the gsmSCF, to modify information of the HLR at any time.

This service is also used by the Presence Network Agent to activate or deactivate reporting of mobility management events (associated with a presentity) from the VLR or SGSN  (see 3GPP TS 23.141 [128]).
This service is also used by a Service Related Entity (e.g. the IP-SM-GW) to activate a one-time subscription of UE-reachability in the MME (see 3GPP TS 23.204 [134]) and SGSN (see 3GPP TS 23.060 [104]). 

This service is also used by external Short Message Gateway (IP-SM-GW) for updating the IP-SM-GW Number stored in the HLR, and for retrieving SC Address from the HLR.
8.11.4.2
Service primitives

Table 8.11/4: Any_Time_Modification

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke id
	M
	M(=)
	M(=)
	M(=)

	gsmSCF-Address
	M
	M(=)
	
	

	Subscriber Identity
	M
	M(=)
	
	

	Modification request for ODB data
	C
	C(=)
	
	

	Modification request for SS information
	C
	C(=)
	
	

	Modification request for CSI
	C
	C(=)
	
	

	Modification request for CSG
	C
	C(=)
	
	

	Long FTN Supported
	C
	C(=)
	
	

	Modification request for IP-SM-GW data
	C
	C(=)
	
	

	Activation request for UE-Reachability
	C
	C(=)
	
	

	Ext Forwarding information-for-CSE
	
	
	C
	C(=)

	Ext Call barring information-for-CSE
	
	
	C
	C(=)

	ODB Info
	
	
	C
	C(=)

	CAMEL subscription info
	
	
	C
	C(=)

	Service Centre Address
	
	
	C
	C(=)

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


8.11.4.3
Parameter definition and use

All parameters are described in clause 7.6.

The HLR may be able to use the value of the parameter gsmSCF-address to screen a MAP_Any_Time_Modification indication.

The use of parameters other than described below and the requirements for their presence are specified in 3GPP TS 23.078  [98] and 3GPP TS 23.278 [125].

gsmSCF-Address

This parameter indicates the address of the interrogating gsmSCF. The gsmSCF Address shall be in international E.164 format. If the service is used by IP-SM-GW, the parameter contains the address of the IP-SM-GW. See also 3GPP TS 23.078 [98] and 3GPP TS 23.278 [125].
Modification request for CSG

This parameter is used by the gsmSCF to request notification of modification of CSG subscription data.

Modification request for IP-SM-GW data

This parameter is used by the external IP-SM-GW for updating the IP-SM-GW Number stored in the HLR. If this parameter is present then other modification requests shall not be present.

Activation request for UE Reachability

This parameter is used by the Service Related Entity (e.g. IP-SM-GW) to activate the one-time subscription for UE-Reachability. If this parameter is present then other modification requests shall not be present.
Service Centre Address

See definition in clause 7.6.2.
User error

This parameter is sent by the responder when an error is detected and if present, takes one of the following values:

-
Any Time Modification Not Allowed;

-
Data Missing;

-
Unexpected Data Value;

-
Unknown Subscriber;

-
Bearer service not provisioned;


This error is returned only if not even a subset of the requested bearer service group has been subscribed to;

-
Teleservice not provisioned;


This error is returned only if not even a subset of the requested teleservice group has been subscribed to;

-
Call Barred;

-
Illegal SS operation;

-
SS error status;

-
SS incompatibility;

-
SS subscription violation;

-
Information Not Available.

Provider error

These are defined in clause 7.6.1.
* * * * Next Change * * * *

17.7.1
Mobile Service data types

.$MAP-MS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version13 (13)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


-- location registration types


UpdateLocationArg,


UpdateLocationRes,


CancelLocationArg,


CancelLocationRes, 


PurgeMS-Arg, 


PurgeMS-Res,


SendIdentificationArg,


SendIdentificationRes, 


UpdateGprsLocationArg,


UpdateGprsLocationRes,


IST-SupportIndicator, 


SupportedLCS-CapabilitySets,
…….

…….

…….

AnyTimeModificationRes ::= SEQUENCE {

ss-InfoFor-CSE
[0]
Ext-SS-InfoFor-CSE
OPTIONAL,


camel-SubscriptionInfo
[1]
CAMEL-SubscriptionInfo
OPTIONAL,


extensionContainer
[2]
ExtensionContainer
OPTIONAL,


...,


odb-Info

[3]
ODB-Info
OPTIONAL,


cw-Data

[4]
CallWaitingData
OPTIONAL,


ch-Data

[5]
CallHoldData
OPTIONAL,


clip-Data 
[6] ClipData
OPTIONAL,


clir-Data

[7]
ClirData
OPTIONAL,


ect-data

[8] EctData
OPTIONAL,


serviceCentreAddress
[xx] AddressString
OPTIONAL
 }

…….

…….

…….

* * * * End of Change * * * *
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