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	For the paging procedure for MT-SMS, the current spec has specified that:
“If the Service indicator information element in the SGsAP-PAGING-REQUEST message indicates "SMS indicator", the MME shall use the S-TMSI as paging address at the radio interface and take action as described in 3GPP TS 24.301 [14], subclause 5.6.2.4.”

As specified in the current spec sub-clause 5.1.3.1, the MME can initiate the paging procedure at radio inferface upon recept of the SGs interface paging for MT-SMS even when it was failed. In this case the UE’s S-TMSI is not available due to a network failure. The MME can only use the UE’s IMSI which received from the MSC/VLR to page.
Futhermoe, TS 24.301 subclause 5.6.2.4 only covers the paging for SMS using S-TMSI. Another CR C1-111854 (CR 1087) was proposed to change TS 24.301 subclause 5.6.2.4 to also cover the paging for SMS using IMSI.
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	Specifying that if the UE is not known due to the MME failure, the IMSI is used instead of the S-TMSI as a paging address at the radio interface.
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not approved:
	The paging for MT-SMS using the S-TMSI can not be initiated in the case that the MME failed due to the UE’s S-TMSI is not available.
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* * * * First Change * * * *

5.1.3.2
Procedure when no NAS signalling connection exists
If the Service indicator information element in the SGsAP-PAGING-REQUEST message indicates "CS call indicator", the MME shall proceed as follows:
-
If the MME accepts the paging request, and the VLR TMSI is omitted or the UE is not known in the MME, the IMSI is used instead of the S-TMSI as a paging address at the radio interface. If location information is reliably known by the MME (i.e. MME stores the list of tracking areas), the MME shall page the UE in all the tracking areas of the stored list. If the MME does not have a stored tracking area list for the UE, the MME shall use the location information received from the VLR, if any, to page the UE. The MME shall take action as described in 3GPP TS 24.301 [14], subclause 5.6.2.3.
If the Service indicator information element in the SGsAP-PAGING-REQUEST message indicates "SMS indicator", the MME shall proceed as follows:
-
If the MME accepts the paging request, and the UE is not known in the MME, the IMSI is used instead of the S-TMSI as a paging address at the radio interface. If the UE is known in the MME, the MME shall use the S-TMSI as paging address at the radio interface. The MME shall take action as described in 3GPP TS 24.301 [14], subclause 5.6.2.4.

Independent of the Service indicator information element, if the MME has activated Idle mode Signalling Reduction for the UE, the MME shall forward the paging request to the associated SGSN, as described in 3GPP TS 29.274 [17A].

Independent of the Service indicator information element, the MME shall not retransmit the paging message to the UE. Additionally, if the MME has activated Idle mode Signalling Reduction for the UE, the MME shall not retransmit the paging request to the associated SGSN.
* * * * End of Change * * * *
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