Page 1



3GPP TSG CT4 Meeting #54
C4-112028
St Julians, Malta;22nd – 26th August 2011

	CR-Form-v9.8

	CHANGE REQUEST

	

	(

	29.230
	CR
	0252
	(

rev
	-
	(

Current version:
	10.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Failure code  and AVP code alignment with 29.212

	
	

	Source to WG:
(

	Nokia Siemens Networks

	Source to TSG:
(

	CT4

	
	

	Work item code:
(

	TEI10
	
	Date: (

	23/08/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	To align with 29.212

	
	

	Summary of change:
(

	Transient and Permanent failure codes and AVP codes are aligned with 29.212

	
	

	Consequences if 
(

not approved:
	misalignment with 29.212

	
	

	Clauses affected:
(

	7.1, 8.1.3, 8.1.4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	see also LS in C4-112016


*******
* * * First Change * * * *

7.1
3GPP specific AVP codes

The 3GPP specific AVPs have the Vendor-Specific bit ('V' bit) set in the AVP header and they carry the 3GPP’s vendor identifier in the Vendor-ID field of the AVP header. The 3GPP specific AVP codes are presented in the following table.  

Table 7.1: 3GPP specific AVP codes 

	part of table not shown for clarity

	1000
	Bearer-Usage
	Enumerated
	29.212 [19]

	1001
	Charging-Rule-Install
	Grouped
	

	1002
	Charging-Rule-Remove
	Grouped
	

	1003
	Charging-Rule-Definition
	Grouped
	

	1004
	Charging-Rule-Base-Name
	UTF8String
	

	1005
	Charging-Rule-Name
	OctetString
	

	1006
	Event-Trigger
	Enumerated
	

	1007
	Metering-Method
	Enumerated
	

	1008
	Offline
	Enumerated
	

	1009
	Online
	Enumerated
	

	1010
	Precedence
	Unsigned32
	

	1011
	Reporting-Level
	Enumerated
	

	1012
	TFT-Filter
	IPFilterRule
	

	1013
	TFT-Packet-Filter-Information
	Grouped
	

	1014
	ToS-Traffic-Class

	OctetString
	

	1016
	QoS-Information
	Grouped
	

	1018
	Charging-Rule-Report
	Grouped
	

	1019
	PCC-Rule-Status
	Enumerated
	

	1020
	Bearer-Identifier
	OctetString
	

	1021
	Bearer-Operation
	Enumerated
	

	1022
	Access-Network-Charging-Identifier-Gx
	Grouped
	

	1023
	Bearer-Control-Mode
	Enumerated
	

	1024
	Network-Request-Support
	Enumerated
	

	1025
	Guaranteed-Bitrate-DL
	Unsigned32
	

	1026
	Guaranteed-Bitrate-UL
	Unsigned32
	

	1027
	IP-CAN-Type
	Enumerated
	

	1028
	QoS-Class-Identifier
	Enumerated
	

	1029
	QoS-Negotiation
	Enumerated
	

	1030
	QoS-Upgrade
	Enumerated
	

	1031
	Rule-Failure-Code
	Enumerated
	

	1032
	RAT-Type
	Enumerated
	

	1033
	Event-Report-Indication
	Grouped
	

	1034
	Allocation-Retention-Priority
	Grouped
	

	1035
	CoA-IP-Address
	Address
	

	1036
	Tunnel-Header-Filter
	IPFilterRule
	

	1037
	Tunnel-Header-Length
	Unsigned32
	

	1038
	Tunnel-Information
	Grouped
	

	1039
	CoA-Information
	Grouped
	

	1040
	APN-Aggregate-Max-Bitrate-DL
	Unsigned32
	

	1041
	APN-Aggregate-Max-Bitrate-UL
	Unsigned32
	

	1042
	Revalidation-Time
	Time
	

	1043
	Rule-Activation-Time
	Time
	

	1044
	Rule-DeActivation-Time
	Time
	

	1045
	Session-Release-Cause
	Enumerated
	

	1046
	Priority-Level
	Unsigned32
	

	1047
	Pre-emption-Capability
	Enumerated
	

	1048
	Pre-emption-Vulnerability
	Enumerated
	

	1049
	Default-EPS-Bearer-QoS
	Grouped
	

	1050
	AN-GW-Address
	Address
	

	1051
	QoS-Rule-Install
	Grouped
	

	1052
	QoS-Rule-Remove
	Grouped
	

	1053
	QoS-Rule-Definition
	Grouped
	

	1054
	QoS-Rule-Name
	OctetString
	

	1055
	QoS-Rule-Report
	Grouped
	

	1056
	Security-Parameter-Index
	OctetString
	

	1057
	Flow-Label
	OctetString
	

	1058
	Flow-Information
	Grouped
	

	1059
	Packet-Filter-Content
	IPFilterRule
	

	1060
	Packet-Filter-Identifier
	OctetString
	

	1061
	Packet-Filter-Information
	Grouped
	

	1062
	Packet-Filter-Operation
	Enumerated
	

	1063
	Resource-Allocation-Notification
	Enumerated
	

	1064
	Session-Linking-Indicator
	Enumerated
	

	1065
	PDN-Connection-ID
	OctetString
	

	1066
	Monitoring-Key
	OctetString
	

	1067
	Usage-Monitoring-Information
	Grouped
	

	1068
	Usage-Monitoring-Level
	Enumerated
	

	1069
	Usage-Monitoring-Report
	Enumerated
	

	1070
	Usage-Monitoring-Support
	Enumerated
	

	1071
	CSG-Information-Reporting
	Enumerated
	

	1072
	Packet-Filter-Usage
	Enumerated
	

	1073
	Flow-Direction
	Enumerated
	

	1074
	QoS-Rule-Base-Name
	UTF8String
	

	1075
	reserved
	-
	

	1076
	reserved
	-
	

	1077
	reserved
	-
	

	1078
	reserved
	-
	

	1079
	reserved
	-
	

	1080
	reserved
	-
	

	1081
	reserved
	-
	

	1082
	Maximum-Bandwidth
	Grouped
	

	1083
	Max-Supported-Bandwidth-DL
	Unsigned32
	

	1084
	Max-Supported-Bandwidth-UL
	Unsigned32
	

	Note: The AVP codes from 1085 to 1099 are reserved for TS 29.212

	part of table not shown for clarity


* * * Next Change * * * *

8.1.3
Transient Failures

The Transient Failure result codes shall use the values from 4001 to 4999 in the Experimental-Result-Code AVP. The reserved 3GPP specific Transient Failure result codes are presented in the following table.

Table 8.1.3: 3GPP specific Transient Failure result codes

	Experimental Result Code
	Result text
	Specified in the TS

	4100
	DIAMETER_USER_DATA_NOT_AVAILABLE
	29.329 [4]

	4101
	DIAMETER_PRIOR_UPDATE_IN_PROGRESS
	

	Note: The Experimental Result Codes from 4102 to 4120 are reserved for the TS 29.329.

	
	
	29.061 [13]

	Note: The Experimental Result Codes from 4121 to 4140 are reserved for the TS 29.061.

	4141
	DIAMETER_PCC_BEARER_EVENT
	29.212 [19]

	4142
	DIAMETER_BEARER_EVENT
	

	Note: The Experimental Result Codes from 4143 to 4160 are reserved for the TS 29.212

	
	
	32.299 [5]

	Note: The Experimental Result Codes from 4161 to 4180 are reserved for the TS 32.299.

	4181
	DIAMETER_AUTHENTICATION_DATA_UNAVAILABLE
	29.272 [21]

	Note: The Experimental Result Codes from 4182 to 4200 are reserved for the TS 29.272.

	4201
	DIAMETER_ERROR_ABSENT_USER
	29.173 [25]

	Note: The Experimental Result Codes from 4202 to 4220 are reserved for the TS 29.173.

	4221
	DIAMETER_ERROR_UNREACHABLE_USER
	29.172 [24]

	4222
	DIAMETER_ERROR_SUSPENDED_USER
	

	4223
	DIAMETER_ERROR_DETACHED_USER
	

	4224
	DIAMETER_ERROR_POSITIONING_DENIED
	

	4225
	DIAMETER_ERROR_POSITIONING_FAILED
	

	4226
	DIAMETER_ERROR_UNKNOWN_UNREACHABLE LCS_CLIENT
	

	Note: The Experimental Result Codes from 4227 to 4240 are reserved for the TS 29.172.


8.1.4
Permanent Failures

The Permanent Failure result codes shall use the values from 5001 to 5999 in the Experimental-Result-Code AVP. The reserved 3GPP specific Permanent Failure result codes are presented in the following table.

Table 8.1.4: 3GPP specific Permanent Failure result codes

	Experimental Result Code
	Result text
	Specified in the TS

	5001
	DIAMETER_ERROR_USER_UNKNOWN
	29.229 [2]

	5002
	DIAMETER_ERROR_IDENTITIES_DONT_MATCH
	

	5003
	DIAMETER_ERROR_IDENTITY_NOT_REGISTERED
	

	5004
	DIAMETER_ERROR_ROAMING_NOT_ALLOWED
	

	5005
	DIAMETER_ERROR_IDENTITY_ALREADY_REGISTERED
	

	5006
	DIAMETER_ERROR_AUTH_SCHEME_NOT_SUPPORTED
	

	5007
	DIAMETER_ERROR_IN_ASSIGNMENT_TYPE
	

	5008
	DIAMETER_ERROR_TOO_MUCH_DATA
	

	5009
	DIAMETER_ERROR_NOT_SUPPORTED_USER_DATA
	

	5010
	unassigned
	

	5011
	DIAMETER_ERROR_FEATURE_UNSUPPORTED
	

	Note: The Experimental Result Codes from 5012 to 5020 are reserved for the TS 29.229.

	
	
	32.299 [5]

	Note: The Experimental Result Codes from 5021 to 5040 are reserved for the TS 32.299.

	5041
	DIAMETER_ERROR_USER_NO_WLAN_SUBSCRIPTION
	29.234 [6]

	5042
	DIAMETER_ERROR_W-APN_UNUSED_BY_USER
	

	5043
	DIAMETER_ERROR_NO_ACCESS_INDEPENDENT_SUBSCRIPTION
	

	5044
	DIAMETER_ERROR_USER_NO_W-APN_SUBSCRIPTION
	

	5045
	DIAMETER_ERROR_UNSUITABLE_NETWORK
	

	Note: The Experimental Result Codes from 5046 to 5060 are reserved for the TS 29.234.

	5061
	INVALID_SERVICE_INFORMATION
	29.209 [8],

29.211 [17]

	5062
	FILTER_RESTRICTIONS
	

	Note: The Experimental Result Codes from 5063 to 5080 are reserved for TS 29.209 and TS 29.211.

	5100
	DIAMETER_ERROR_USER_DATA_NOT_RECOGNIZED
	29.329 [4]

	5101
	DIAMETER_ERROR_OPERATION_NOT_ALLOWED
	

	5102
	DIAMETER_ERROR_USER_DATA_CANNOT_BE_READ
	

	5103
	DIAMETER_ERROR_USER_DATA_CANNOT_BE_MODIFIED
	

	5104
	DIAMETER_ERROR_USER_DATA_CANNOT_BE_NOTIFIED
	

	5105
	DIAMETER_ERROR_TRANSPARENT_DATA OUT_OF_SYNC
	

	5106
	DIAMETER_ERROR_SUBS_DATA_ABSENT
	

	5107
	DIAMETER_ERROR_NO_SUBSCRIPTION_TO_DATA
	

	5108
	DIAMETER_ERROR_DSAI_NOT_AVAILABLE
	

	Note: The Experimental Result Codes from 5109 to 5119 are reserved for the TS 29.329.

	5120
	DIAMETER_ERROR_START_INDICATION
	29.061 [13]

	5121
	DIAMETER_ERROR_STOP_INDICATION
	

	5122
	DIAMETER_ERROR_UNKNOWN_MBMS_BEARER_SERVICE
	

	5123
	DIAMETER_ERROR_SERVICE_AREA
	

	Note: The Experimental Result Codes from 5124 to 5139 are reserved for the TS 29.061.

	5140
	DIAMETER_ERROR_INITIAL_PARAMETERS
	29.212 [19]

	5141
	DIAMETER_ERROR_TRIGGER_EVENT
	

	5142
	DIAMETER_PCC_RULE_EVENT
	

	5143
	DIAMETER_ERROR_BEARER_NOT_AUTHORIZED
	

	5144
	DIAMETER_ERROR_TRAFFIC_MAPPING_INFO_REJECTED
	

	5145
	DIAMETER_QOS_RULE_EVENT
	

	5146
	reserved
	

	5147
	DIAMETER_ERROR_CONFLICTING_REQUEST
	

	Note: The Experimental Result Codes from 5148 to 5159 are reserved for the TS 29.212.

	5401
	DIAMETER_ERROR_IMPI_UNKNOWN
	29.109 [7

	5402
	DIAMETER_ERROR_NOT_AUTHORIZED
	

	5403
	DIAMETER_ERROR_TRANSACTION_IDENTIFIER_INVALID
	

	Note: The Experimental Result Codes from 5404 to 5419 are reserved for the TS 29.109.

	5420
	DIAMETER_ERROR_UNKNOWN_EPS_SUBSCRIPTION
	29.272 [21]

	5421
	DIAMETER_ERROR_RAT_NOT_ALLOWED
	

	5422
	DIAMETER_ERROR_EQUIPMENT_UNKNOWN
	

	5423
	DIAMETER_ERROR_UNKNOWN_SERVING_NODE
	

	Note: The Experimental Result Codes from 5424 to 5449 are reserved for the TS 29.272.

	5450
	DIAMETER_ERROR_USER_NO_NON_3GPP_SUBSCRIPTION
	29.273 [20]

	5451
	DIAMETER_ERROR_USER_NO_APN_SUBSCRIPTION
	

	5452
	DIAMETER_ERROR_RAT_TYPE_NOT_ALLOWED
	

	Note: The Experimental Result Codes from 5453 to 5469 are reserved for the TS 29.273.

	5470
	DIAMETER_ERROR _SUBSESSION
	29.215 [22]

	Note: The Experimental Result Codes from 5471 to 5489 are reserved for the TS 29.215.

	5490
	DIAMETER_ERROR_UNAUTHORIZED_REQUESTING_NETWORK
	29.173 [25]

	Note: The Experimental Result Codes from 5491 to 5509 are reserved for the TS 29.173.
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