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	Reason for change:
(

	According to 24.229 a priviledged sender is:
Priviledged sender: A priviledged sender is allowed to send SIP messages where the identities in P-Asserted-Identity will be passed on in the P-CSCF and are not subject to further processing in the P-CSCF.
While a priviledged sender can be identified based on parameters stored during registration, see 24.229 text:

NOTE 4:
The P-CSCF determines if the UE is considered as priviledged sender using the user-related policies provisioned to the P-CSCF (see subclause 5.2.6.1).

5.2.6.1
Introduction

The procedures of subclause 5.2.6 and its subclauses are general to all requests and responses, except those for the REGISTER method.

The P-CSCF shall support the provision of the user-related policies (e.g. consideration of the user as a priviledged sender):

-
from the S-CSCF during registration; and

-
by local configuration.

For the same policy, the precedence between the locally configured policy and a policy received during registration shall be based on local operator policy.

Therefore, the following is required:

- Priviledged sender has to be defined as new data for the IP multimedia domain, related to subscription and identification.

- A way to configure a priviledged sender in HSS has to be defined

- A way to convey this new priviledged sender identification via Cx interface during registration procedure.
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	Priviledged sender can not be configured as a policy in the subscription in HSS and the S-CSCF can not get it during registration.
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* * * First Change * * * *
7.1
3GPP specific AVP codes

The 3GPP specific AVPs have the Vendor-Specific bit ('V' bit) set in the AVP header and they carry the 3GPP’s vendor identifier in the Vendor-ID field of the AVP header. The 3GPP specific AVP codes are presented in the following table.  

Table 7.1: 3GPP specific AVP codes 

	AVP Code
	Attribute Name
	Data Type
	Specified in the 3GPP TS 

	100
	3GPP-WLAN-APN-Id
	OctetString
	29.234 [6]

	101
	3GPP-WLAN-QoS-Filter-Rule
	UTF8String
	

	102
	3GPP-WLAN-QoS-Filter-Support
	OctetString
	


***************text not shown for clarity***********
	Note: The AVP codes from 524 to 599 are reserved for TS 29.209 and TS 29.211

	600
	Visited-Network-Identifier
	OctetString
	29.229 [2]]

	601
	Public-Identity
	UTF8String
	

	602
	Server-Name
	UTF8String
	

	603
	Server-Capabilities
	Grouped
	

	604
	Mandatory-Capability
	Unsigned32
	

	605
	Optional-Capability
	Unsigned32
	

	606
	User-Data
	OctetString
	

	607
	SIP-Number-Auth-Items
	Unsigned32
	

	608
	SIP-Authentication-Scheme
	UTF8String
	

	609
	SIP-Authenticate
	OctetString
	

	610
	SIP-Authorization
	OctetString
	

	611
	SIP-Authentication-Context
	OctetString
	

	612
	SIP-Auth-Data-Item
	Grouped
	

	613
	SIP-Item-Number
	Unsigned32
	

	614
	Server-Assignment-Type
	Enumerated
	

	615
	Deregistration-Reason
	Grouped
	

	616
	Reason-Code
	Enumerated
	

	617
	Reason-Info
	UTF8String
	

	618
	Charging-Information
	Grouped
	

	619
	Primary-Event-Charging-Function-Name
	DiameterURI
	

	620
	Secondary-Event-Charging-Function-Name
	DiameterURI
	

	621
	Primary-Charging-Collection-Function-Name
	DiameterURI
	

	622
	Secondary-Charging-Collection-Function-Name
	DiameterURI
	

	623
	User-Authorization-Type
	Enumerated
	

	624
	User-Data-Already-Available
	Enumerated
	

	625
	Confidentiality-Key
	OctetString
	

	626
	Integrity-Key
	OctetString
	

	627
	User-Data-Request-Type
	Enumerated
	

	628
	Supported-Features
	Grouped
	

	629
	Feature-List-ID
	Unsigned32
	

	630
	Feature-List
	Unsigned32
	

	631
	Supported-Applications
	Grouped
	

	632
	Associated-Identities
	Grouped
	

	633
	Originating-Request
	Enumerated
	

	634
	Wildcarded-Public-Identity
	UTF8String
	

	635
	SIP-Digest-Authenticate
	Grouped
	

	636
	reserved
	
	

	637
	UAR-Flags
	Unsigned32
	

	638
	Loose-Route-Indication
	Enumerated
	

	639
	SCSCF-Restoration-Info
	Grouped
	

	640
	Path
	OctetString
	

	641
	Contact
	OctetString
	

	642
	Subscription-Info
	Grouped
	

	643
	Call-ID-SIP-Header
	OctetString
	

	644
	From-SIP-Header
	OctetString
	

	645
	To-SIP-Header
	OctetString
	

	646
	Record-Route
	OctetString
	

	647
	Associated-Registered-Identities
	Grouped
	

	648
	Multiple-Registration-Indication
	Enumerated
	

	649
	Restoration-Info
	Grouped
	

	650
	Session-Priority
	Enumerated
	

	651
	Identity-with-Emergency-Registration
	Grouped
	

	6xx
	Priviledged-Sender-Indication
	Enumerated
	

	Note: The AVP codes from 6xx to 699 are reserved for TS 29.229.
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