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* * * First Change * * * *

4.3.2
List of SBc-AP elementary procedure

Table 4.3.2-1 lists the SBc-AP  Elementary Procedures defined as a class 1 procedures.
Table 4.3.2-1: SBc-AP class 1 elementary procedures
	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Write-Replace Warning procedure
	WRITE-REPLACE WARNING REQUEST
	WRITE-REPLACE WARNING RESPONSE
	

	Stop Warning Procedure
	STOP WARNING REQUEST
	STOP WARNING RESPONSE
	

	
	
	
	


Table 4.3.2-2 lists the SBc-AP  Elementary Procedures defined as a class 2 procedures.
Table 4.3.2-2: SBc-AP class 2 elementary procedures
	Elementary Procedure
	Initiating Message

	
	

	Error Indication
procedure
	ERROR INDICATION


* * * For Information * * * *

4.4.3
Elementary procedure definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

SBC-AP-PDU-Descriptions {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) sbc-AP (3) version1 (1) sbc-AP-PDU-Descriptions (0)}
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM SBC-AP-CommonDataTypes


Write-Replace-Warning-Request,


Write-Replace-Warning-Response,

Stop -Warning-Request,


Stop -Warning-Response,


Error-Indication 
FROM SBC-AP-PDU-Contents


id-Write-Replace-Warning, 

id- Stop-Warning,


id-Error-Indication
FROM SBC-AP-Constants;

-- **************************************************************

--

-- Interface Elementary Procedure Class

--

-- **************************************************************

SBC-AP-ELEMENTARY-PROCEDURE ::= CLASS {


&InitiatingMessage



,


&SuccessfulOutcome



OPTIONAL,


&UnsuccessfulOutcome



OPTIONAL,


&procedureCode


ProcedureCode 
UNIQUE,


&criticality


Criticality 
DEFAULT ignore

}

WITH SYNTAX {


INITIATING MESSAGE

&InitiatingMessage


[SUCCESSFUL OUTCOME

&SuccessfulOutcome]


[UNSUCCESSFUL OUTCOME
&UnsuccessfulOutcome]


PROCEDURE CODE


&procedureCode


[CRITICALITY


&criticality]

}

-- **************************************************************

--

-- Interface PDU Definition

--

-- **************************************************************

SBC-AP-PDU ::= CHOICE {


initiatingMessage
InitiatingMessage,


successfulOutcome
SuccessfulOutcome,


unsuccessfulOutcome
UnsuccessfulOutcome,


...

}

InitiatingMessage ::= SEQUENCE {


procedureCode
SBC-AP-ELEMENTARY-PROCEDURE.&procedureCode
({SBC-AP-ELEMENTARY-PROCEDURES}),


criticality
SBC-AP-ELEMENTARY-PROCEDURE.&criticality

({SBC-AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

SBC-AP-ELEMENTARY-PROCEDURE.&InitiatingMessage
({SBC-AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

SuccessfulOutcome ::= SEQUENCE {


procedureCode
SBC-AP-ELEMENTARY-PROCEDURE.&procedureCode
({SBC-AP-ELEMENTARY-PROCEDURES}),


criticality
SBC-AP-ELEMENTARY-PROCEDURE.&criticality

({SBC-AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

SBC-AP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome
({SBC-AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

UnsuccessfulOutcome ::= SEQUENCE {


procedureCode
SBC-AP-ELEMENTARY-PROCEDURE.&procedureCode
({SBC-AP-ELEMENTARY-PROCEDURES}),


criticality
SBC-AP-ELEMENTARY-PROCEDURE.&criticality

({SBC-AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

SBC-AP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome
({SBC-AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

SBC-AP-ELEMENTARY-PROCEDURES SBC-AP-ELEMENTARY-PROCEDURE ::= {


SBC-AP-ELEMENTARY-PROCEDURES-CLASS-1
|


SBC-AP-ELEMENTARY-PROCEDURES-CLASS-2
,


...

}

SBC-AP-ELEMENTARY-PROCEDURES-CLASS-1 SBC-AP-ELEMENTARY-PROCEDURE ::= {


write-Replace-Warning,


Stop-Warning


,


...

}

SBC-AP-ELEMENTARY-PROCEDURES-CLASS-2 SBC-AP-ELEMENTARY-PROCEDURE ::= {


...


error-Indication }
write-Replace-Warning SBC-AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
Write-Replace-Warning-Request


SUCCESSFUL OUTCOME
Write-Replace-Warning-Response

PROCEDURE CODE

id-Write-Replace-Warning


CRITICALITY


reject

}

stop-Warning SBC-AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
Stop-Warning-Request


SUCCESSFUL OUTCOME
Stop-Warning-Response

PROCEDURE CODE

id-Stop-Warning


CRITICALITY


reject

}

error-Indication SBC-AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
Error-Indication

PROCEDURE CODE

id-Error-Indication

CRITICALITY


ignore
}

END
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