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****************First change *****************
4.4.4.9
Abnormal cases on the mobile station side

The different abnormal cases that can be identified are the following:

a)
Access barred because of access class control

The location updating procedure is not started. The mobile station stays in the current serving cell and applies normal cell reselection process. The procedure is started as soon as possible and if still necessary (when the barred state is ended or because of a cell change).
b)
The answer to random access is an IMMEDIATE ASSIGNMENT REJECT message (A/Gb mode only)

The location updating is not started. The mobile station stays in the chosen cell and applies normal cell selection process. The waiting timer T3122 is reset when a cell change occurs. The procedure is started as soon as possible after T3122 timeout if still necessary.

c)
Random access failure (A/Gb mode only)

Timer T3213 is started. When it expires the procedure is attempted again if still necessary.

NOTE 1:
As specified in 3GPP TS 45.008 [34], a cell reselection then takes place, with return to the cell inhibited for 5 seconds if there is at least one other suitable cell. Typically the selection process will take the mobile station back to the cell where the random access failed after 5 seconds.

If at the expiry of timer T3213 a new cell has not been selected due to the lack of valid information (see 3GPP TS 45.008 [34]), the mobile station may as an option delay the repeated attempt for up to 8 seconds to allow cell re-selection to take place. In this case the procedure is attempted as soon as a new cell has been selected or the mobile station has concluded that no other cell can be selected.

If random access failure occurs for two successive random access attempts for location updating the mobile station proceeds as specified below.

d)
RR connection failure

The procedure is aborted and the mobile station proceeds as specified below.

e)
T3210 timeout

The procedure is aborted, the RR connection is aborted and the MS proceeds as specified below.

f)
RR release before the normal end of procedure

The procedure is aborted and the mobile station proceeds as specified below, except in the following implementation option case f.1.

f.1)
RR release in Iu mode (i.e. RRC connection release) with, for example, cause "Normal", "User inactivity" or "Directed signalling connection re-establishment" (see 3GPP TS 25.331 [32c] and 3GPP TS 44.118 [111])


The location updating procedure shall be initiated again, if the following conditions apply: 


i)
The original location updating procedure was initiated over an existing RRC connection; and


ii)
No SECURITY MODE COMMAND message and no Non-Access Stratum (NAS) messages relating to the CS signalling connection (e.g. CS authentication procedures, see subclause 4.3.2), were received after the LOCATION UPDATING REQUEST message was transmitted. 

NOTE 2: 
The RRC connection release cause that triggers the re-initiation of the location updating procedure is implementation specific.
g)
Location updating reject, other causes than those treated in subclause 4.4.4.7, and cases of MM cause #22, if considered as abnormal cases according to subclause 4.4.4.7
Upon reception of the cause codes #22, # 95, # 96, # 97, # 99 and # 111 the MS should set the attempt counter to 4. The MS waits for release of the RR connection as specified in subclause 4.4.4.8, and then proceeds as specified below. 

h)
RR connection establishment failure (Iu mode only)

The procedure is aborted and the mobile station proceeds as specified below.

NOTE 3:
Case h) covers all cases when the signalling connection cannot be established, including random access failure and access reject. As the RRC protocol has error specific retransmission mechanisms (see 3GPP TS 25.331 [23c]), there is no need to distinguish between the different error cases within MM.
i)
"Extended wait time" for CS domain from the lower layers


The MS shall abort the MM connection establishment and stop timer T3230 if still running.


The MS shall stop timer T3246 if it is running.


The MS shall start timer T3246 with the "Extended wait time" value provided by the lower layer.


The MM connection establishment is started, if still necessary, when timer T3246 expires or is stopped.

j)
Timer T3246 is running


The MM connection establishment shall not be initiated unless the MS is establishing an emergency call. The MS stays in the current serving cell and applies normal cell reselection process. The MM connection establishment is started, if still necessary, when timer T3246 expires or is stopped.
In cases d) to i) (except in the case f.1) above, and, for repeated failures as defined in c) above, and for the case of cause code #22 received (as described in subclause 4.4.4.7 and 4.5.1.1) the mobile station proceeds as follows. Timer T3210 is stopped if still running. The RR Connection is aborted in case of timer T3210 timeout. The attempt counter is incremented. The next actions depend on the Location Area Identities (stored and received from the BCCH of the current serving cell) and the value of the attempt counter.

–
the update status is UPDATED, and the stored LAI is equal to the one received on the BCCH from the current serving cell and the attempt counter is smaller than 4:


The mobile station shall keep the update status to UPDATED, the MM IDLE sub-state after the RR connection release is NORMAL SERVICE. The mobile station shall memorize the location updating type used in the location updating procedure. It shall start timer T3211 (or, if the conditions for cause code #22 specified in subclause 4.4.4.7 or subclause 4.5.1.1 are met, shall start timer T3246 and not start timer T3211) when the RR connection is released. When timer T3211 or T3246 expires the location updating procedure is triggered again with the memorized location updating type;

–
either the update status is different from UPDATED, or the stored LAI is different from the one received on the BCCH from the current serving cell, or the attempt counter is greater or equal to 4:


When the RR connection is released the mobile station shall delete any LAI, TMSI, ciphering key sequence number stored in the SIM/USIM, and list of equivalent PLMNs, set the update status to NOT UPDATED and enter the MM IDLE sub-state ATTEMPTING TO UPDATE (see subclause 4.2.2.2 for the subsequent actions) or optionally the MM IDLE sub-state PLMN SEARCH (see subclause 4.2.1.2) in order to perform a PLMN selection according to 3GPP TS 23.122 [14]. If the attempt counter is smaller than 4, the mobile station shall memorize that timer T3211 (or, if the conditions for cause code #22 specified in subclause 4.4.4.7 or subclause 4.5.1.1 are met, shall start timer T3246 and not start timer T3211) is to be started when the RR connection is released, otherwise it shall memorize that timer T3212 (or, if the conditions for cause code #22 specified in subclause 4.4.4.7 or subclause 4.5.1.1 are met, shall start timer T3246 and not start timer T3212) is to be started when the RR connection is released.

**************** Next change *****************
4.5.1.2
Abnormal cases

Mobile station side:

a)
RR connection failure or IMSI deactivation


If an RR connection failure occurs, except in the following implementation option case a.1, or the IMSI is deactivated during the establishment of an MM connection, the MM connection establishment is aborted, timers T3230 is stopped, and an indication is given to the CM entity that requested the MM connection establishment. This shall be treated as a rejection for establishment of the new MM connection, and the MM sublayer shall release all active MM connections.

a.1)
RR connection failure in Iu mode (i.e. RRC connection release) with, for example, cause "Normal", "User inactivity" or "Directed signalling connection re-establishment" (see 3GPP TS 25.331 [23c] and 3GPP TS 44.118 [111])


The MM connection establishment procedure shall be initiated again, if the following conditions apply:

i)
The original MM connection establishment was initiated over an existing RRC connection; and

ii)
No SECURITY MODE COMMAND message and no Non-Access Stratum (NAS) messages relating to the CS signalling connection (e.g. CS authentication procedures, see subclause 4.3.2), were received after the CM SERVICE REQUEST message was transmitted.

NOTE 1:
The RRC connection release cause that triggers the re-initiation of the MM connection establishment procedure is implementation specific.

b)
T3230 expiry


If T3230 expires (i.e. no response is given but a RR connection is available) the MM connection establishment is aborted and the requesting CM sublayer is informed. If no other MM connection exists then the mobile station shall proceed as described in subclause 4.5.3.1 for release of the RR connection. Otherwise the mobile station shall return to the MM sublayer state where the request of an MM connection was received, i.e. to MM sublayer state MM connection active. Other ongoing MM connections (if any) shall not be affected.

c)
Reject cause values #95, #96, #97, #99, #100, #111 received


The same actions as on timer expiry shall be taken by the mobile station.

d)
Random access failure or RR connection establishment failure


If the mobile station detects a random access failure or RR connection establishment failure during the establishment of an MM connection, it aborts the MM connection establishment and gives an indication to the CM entity that requested the MM connection establishment.

NOTE 2:
Further actions of the mobile station depend on the RR procedures and MM specific procedures during which the abnormal situation has occurred and are described together with those procedures.

e)
Access barred because of access class control


The MM connection establishment shall not be initiated. The MS stays in the current serving cell and applies normal cell reselection process. The MM connection establishment may be initiated by CM layer if it is still necessary, i.e. when access is granted or because of a cell change.

f)
Indication that a CS fallback to GERAN or UTRAN has failed


If EMM indicates that the CS fallback to GERAN or UTRAN failed, the MM sublayer shall abort the MM connection establishment and inform the requesting CM sublayer.
g)
"Extended wait time" for CS domain from the lower layers


The MS shall abort the MM connection establishment and stop timer T3230 if still running.


The MS shall stop timer T3246 if it is running.


The MS shall start timer T3246 with the "Extended wait time" value provided by the lower layer.


The MM connection establishment is started, if still necessary, when timer T3246 expires or is stopped.

h)
Timer T3246 is running


The MM connection establishment shall not be initiated unless the MS is establishing an emergency call. The MS stays in the current serving cell and applies normal cell reselection process. The MM connection establishment is started, if still necessary, when timer T3246 expires or is stopped.
Network side:

a)
RR connection failure


The actions to be taken upon RR connection failure within a MM common procedure are described together with that procedure. A RR connection failure occurring outside such MM common procedures, shall trigger the release of all active MM connections if any.

b)
Invalid message or message content


Upon reception of an invalid initial message or a CM SERVICE REQUEST message with invalid content, a CM SERVICE REJECT message shall be returned with one of the following appropriate Reject cause indications:

#  95:
Semantically incorrect message

#  96:
Mandatory information element error

#  97:
Message type non-existent or not implemented

#  99:
Information element non-existent or not implemented

# 100:
Conditional IE error

# 111:
Protocol error, unspecified


When the CM SERVICE REJECT message has been sent, the network may start RR connection release if no other MM connections exist or if the abnormal condition also has influence on the other MM connections.

**************** Next change *****************
4.7.3.1.5
Abnormal cases in the MS

The following abnormal cases can be identified:

a)
Access barred because of access class control


The GPRS attach procedure shall not be started. The MS stays in the current serving cell and applies normal cell reselection process. The GPRS attach procedure is started as soon as possible, i.e. when access is granted or because of a cell change.

b)
Lower layer failure before the ATTACH ACCEPT or ATTACH REJECT message is received


The procedure shall be aborted and the MS shall proceed as described below, except in the following implementation option cases b.1 and b.2.

b.1)
Release of PS signalling connection in Iu mode before the completion of the GPRS attach procedure


If the release of the PS signalling connection occurs before completion of the GPRS attach procedure, then the GPRS attach procedure shall be initiated again, if the following conditions apply:


i)
The original GPRS attach procedure was initiated over an existing PS signalling connection; and


ii)
 The GPRS attach procedure was not due to timer T3310 expiry; and


iii)
No SECURITY MODE COMMAND message and no Non-Access Startum (NAS) messages relating to the PS signalling connection (e.g. PS authentication procedure, see subclause 4.7.7) were received after the ATTACH REQUEST message was transmitted.

b.2)
RR release in Iu mode (i.e. RRC connection release) with, for example, cause "Normal", or "User inactivity" (see 3GPP TS 25.331 [23c] and 3GPP TS 44.118 [111])


The GPRS attach procedure shall be initiated again, if the following conditions apply:


i)
The original GPRS attach procedure was initiated over an existing RRC connection; and


ii)
 The GPRS attach procedure was not due to timer T3310 expiry; and


iii)
No SECURITY MODE COMMAND message and no Non-Access Stratum (NAS) messages relating to the PS signalling connection (e.g. PS authentication procedure, see subclause 4.7.7) were received after the ATTACH REQUEST message was transmitted.

NOTE 1: 
The RRC connection release cause that triggers the re-initiation of the GPRS attach procedure is implementation specific.

c)
T3310 time-out


On the first expiry of the timer, the MS shall reset and restart timer T3310 and shall retransmit the ATTACH REQUEST message. This retransmission is repeated four times, i.e. on the fifth expiry of timer T3310, the MS shall abort the GPRS attach procedure and, in Iu mode, release the PS signalling connection (see 3GPP TS 25.331 [23c]). The MS shall proceed as described below.

d)
ATTACH REJECT, other causes than those treated in subclause 4.7.3.1.4, and cases of GMM cause #22, if considered as abnormal cases according to subclause 4.7.3.1.4

Upon reception of the cause codes # 95, # 96, # 97, # 99 and # 111 the MS should set the GPRS attach attempt counter to 5. The MS shall proceed as described below.

e)
Change of cell within the same RA (A/Gb mode only)


If a cell change occurs within the same RA when the MS is in state GMM-REGISTERED-INITIATED, then the cell update procedure shall be performed before completion of the attach procedure.

f)
Change of cell into a new routing area 


If a cell change into a new routing area occurs before an ATTACH ACCEPT or ATTACH REJECT message has been received, the GPRS attach procedure shall be aborted and re-initiated immediately. If a routing area border is crossed when the ATTACH ACCEPT message is received but before an ATTACH COMPLETE message is sent, the GPRS attach procedure shall be aborted and the routing area updating procedure shall be initiated. If a P-TMSI was allocated during the GPRS attach procedure, this P-TMSI shall be used in the routing area updating procedure. If a P-TMSI signature was allocated together with the P-TMSI during the GPRS attach procedure, this P-TMSI signature shall be used in the routing area updating procedure. 

g)
Mobile originated detach required


If the MS is in state GMM-REGISTERED-INITIATED, the GPRS attach procedure shall be aborted and the GPRS detach procedure shall be performed (see subclause 4.7.4.1).

h)
Procedure collision


If the MS receives a DETACH REQUEST message from the network in state GMM-REGISTERED-INITIATED with type of detach 're-attach not required, the GPRS detach procedure shall be progressed and the GPRS attach procedure shall be aborted. Otherwise the GPRS attach procedure shall be progressed and the DETACH REQUEST message shall be ignored.
i)
"Extended wait time" for PS domain from the lower layers


The MS shall stop timer T3346 if it is running.


Timer T3346 is started with the value provided by lower layers in the "Extended wait time" and the state is changed to GMM-DEREGISTERED.ATTEMPTING-TO-ATTACH.


The MS shall abort the attach procedure, reset the attach attempt counter, stay in the current serving cell and apply the normal cell reselection process.


The GPRS attach procedure is started, if still necessary, when timer T3346 expires or is stopped.

j)
Timer T3346 is running


The MS shall not start the GPRS attach procedure unless the MS needs to attach for emergency bearer services. The MS stays in the current serving cell and applies normal cell reselection process. The GPRS attach procedure is started, if still necessary, when timer T3346 expires or is stopped.

NOTE 2:
It is considered an abnormal case if the MS needs to initiate an attach procedure while timer T3346 is running independent on whether timer T3346 was started due to an abnormal case or a non successful case.

In cases b, c and d the MS shall proceed as follows. Timer T3310 shall be stopped if still running. The GPRS attach attempt counter shall be incremented. 

If the GPRS attach attempt counter is less than 5:

-
timer T3311 is started and the state is changed to GMM-DEREGISTERED.ATTEMPTING-TO-ATTACH.

If the GPRS attach attempt counter is greater than or equal to 5:

-
the MS shall delete any RAI, P-TMSI, P-TMSI signature, list of equivalent PLMNs, and GPRS ciphering key sequence number, shall set the GPRS update status to GU2 NOT UPDATED, shall start timer T3302. The state is changed to GMM-DEREGISTERED. ATTEMPTING-TO-ATTACH or optionally to GMM-DEREGISTERED.PLMN-SEARCH (see subclause 4.2.4.1.2) in order to perform a PLMN selection according to 3GPP TS 23.122 [14].

-
If S1 mode is supported by the MS, the MS shall in addition handle the EMM parameters EMM state, EPS update status, GUTI, last visited registered TAI, TAI list and KSI as specified in 3GPP TS 24.301 [120] for the abnormal case when a normal attach procedure fails and the attach attempt counter is equal to 5.
**************** Next change *****************
4.7.5.1.5
Abnormal cases in the MS

The following abnormal cases can be identified:

a)
Access barred because of access class control


The routing area updating procedure shall not be started. The MS stays in the current serving cell and applies the normal cell reselection process. The procedure is started as soon as possible and if still necessary, i.e. when the barred state is removed or because of a cell change.

b)
Lower layer failure before the ROUTING AREA UPDATE ACCEPT or ROUTING AREA UPDATE REJECT message is received


The procedure shall be aborted and the MS shall proceed as described below, except in the following implementation option cases b.1 and b.2.

b.1)
Release of PS signalling connection before the completion of the routing area updating procedure


The routing area updating procedure shall be initiated again, if the following conditions apply:


i)
The original routing area update procedure was initiated over an existing PS signalling connection; and


ii)
 The routing area update procedure was not due to timer T3330 expiry; and


iii)
No SECURITY MODE COMMAND message and no Non-Access Stratum (NAS) messages relating to the PS signalling connection were (e.g. PS authentication procedure, see subclause 4.7.7) received after the ROUTING AREA UPDATE REQUEST message was transmitted.

b.2)
RR release in Iu mode (i.e. RRC connection release) with, for example, cause "Normal", or "User inactivity" or "Direct signalling connection re-establishment" (see 3GPP TS 25.331 [23c] and 3GPP TS 44.118 [111])


The routing area updating procedure shall be initiated again, if the following conditions apply:


i)
The original routing area update procedure was initiated over an existing RRC connection; and


ii)
 The routing area update procedure was not due to timer T3330 expiry; and


iii)
No SECURITY MODE COMMAND message and no Non-Access Stratum (NAS) messages relating to the PS signalling connection (e.g. PS authentication procedure, see subclause 4.7.7) were received after the ROUTING AREA UPDATE REQUEST message was transmitted.

NOTE 1: 
The RRC connection release cause that triggers the re-initiation of the routing area update procedure is implementation specific. 

c)
T3330 time-out


The procedure is restarted four times, i.e. on the fifth expiry of timer T3330, the MS shall abort the procedure and, in Iu mode, release the PS signalling connection (see 3GPP TS 25.331 [23c]). The MS shall proceed as described below.

d)
ROUTING AREA UPDATE REJECT, other causes than those treated in subclause 4.7.5.1.4, and cases of GMM cause #22, if considered as abnormal cases according to subclause 4.7.5.1.4


Upon reception of the cause codes # 95, # 96, # 97, # 99 and # 111 the MS should set the routing area updating attempt counter to 5. The MS shall proceed as described below.

e)
If a routing area border is crossed, when the MS is in state GMM-ROUTING-AREA-UPDATE-INITIATED, the routing area updating procedure shall be aborted and re-initiated immediately. The MS shall set the GPRS update status to GU2 NOT UPDATED.

f)
In A/Gb mode, if a cell change occurs within the same RA, when the MS is in state GMM-ROUTING-AREA-UPDATE-INITIATED, the cell update procedure is performed, before completion of the routing area updating procedure.

g)
Routing area updating and detach procedure collision


GPRS detach containing detach type"re-attach required" or "re-attach not required":


If the MS receives a DETACH REQUEST message before the routing area updating procedure has been completed, the routing area updating procedure shall be aborted and the GPRS detach procedure shall be progressed. If the DETACH REQUEST message contains detach type "re-attach not required" and GMM cause #2 "IMSI unknown in HLR", the MS will follow the procedure as described below for the detach type "IMSI detach".

GPRS detach containing detach type "IMSI detach":


If the MS receives a DETACH REQUEST message before the routing area updating procedure has been completed, the routing area updating procedure shall be progressed, i.e. the DETACH REQUEST message shall be ignored.

h)
Routing area updating and P-TMSI reallocation procedure collision


If the MS receives a P-TMSI REALLOCATION C0MMAND message before the routing area updating procedure has been completed, the P-TMSI reallocation procedure shall be aborted and the routing area updating procedure shall be progressed.
i)
"Extended wait time" for PS domain from the lower layers

The MS shall stop timer T3346 if it is running.


Timer T3346 is started with the value provided by lower layers in the "Extended wait time", set the GPRS update status to GU2 NOT UPDATED and change to state GMM-REGISTERED.ATTEMPTING-TO-UPDATE.


The MS shall abort the routing area updating procedure, reset the routing area updating attempt counter, stay in the current serving cell and apply the normal cell reselection process.


The routing area updating procedure is started, if still necessary, when timer T3346 expires or is stopped.

j)
Timer T3346 is running


The MS shall not start the routing area updating procedure unless the MS has a PDN connection for emergency bearer services established or is establishing a PDN connection for emergency bearer services. The MS stays in the current serving cell and applies the normal cell reselection process.

The routing area updating procedure is started, if still necessary, when timer T3346 expires or is stopped.

NOTE 2:
It is considered an abnormal case if the MS needs to initiate an routing area updating procedure while timer T3346 is running independent on whether timer T3346 was started due to an abnormal case or a non successful case.

In cases b, c, d, e, and g with detach type "re-attach required" or "re-attach not required", the MS shall stop any ongoing transmission of user data.

In cases b, c and d the MS shall proceed as follows:


Timer T3330 shall be stopped if still running. The routing area updating attempt counter shall be incremented.


If the routing area updating attempt counter is less than 5, and the stored RAI is equal to the RAI of the current serving cell and the GPRS update status is equal to GU1 UPDATED and the TIN does not indicate "GUTI":

-
the MS shall keep the GPRS update status to GU1 UPDATED and changes state to GMM-REGISTERED.NORMAL-SERVICE. The MS shall start timer T3311.

If in addition the ROUTING AREA UPDATE REQUEST message indicated "periodic updating", 

-
in Iu mode, the timer T3311 may be stopped when the MS enters PMM-CONNECTED mode;

-
in A/Gb mode, the timer T3311 may be stopped when the READY timer is started.


If timer T3311 expires the routing area updating procedure is triggered again.


If the routing area updating attempt counter is less than 5, and the stored RAI is different to the RAI of the current serving cell or the GPRS update status is different to GU1 UPDATED or the TIN indicates "GUTI":

-
the MS shall start timer T3311, shall set the GPRS update status to GU2 NOT UPDATED and changes state to GMM-REGISTERED.ATTEMPTING-TO-UPDATE.
-
If S1 mode is supported by the MS, the MS shall in addition handle the EPS update status as specified in 3GPP TS 24.301 [120] for the abnormal case when a normal or periodic tracking area updating procedure fails and the tracking area updating attempt counter is less than 5 and the EPS update status is different from EU1 UPDATED.

If the routing area updating attempt counter is greater than or equal to 5:

-
the MS shall start timer T3302, shall delete the list of equivalent PLMNs, shall set the GPRS update status to GU2 NOT UPDATED and shall change to state GMM-REGISTERED.ATTEMPTING-TO-UPDATE or optionally to GMM-REGISTERED.PLMN-SEARCH(see subclause 4.2.5.1.8) in order to perform a PLMN selection according to 3GPP TS 23.122 [14].
-

If S1 mode is supported by the MS, the MS shall in addition handle the EPS update status as specified in 3GPP TS 24.301 [120] for the abnormal case when a normal or periodic tracking area updating procedure fails and the tracking area updating attempt counter is equal to 5.
**************** Next change *****************
4.7.13.5
Abnormal cases in the MS

The following abnormal cases can be identified:

a)
Access barred because of access class control


The Service request procedure shall not be started. The MS stays in the current serving cell and applies normal cell reselection process. The Service request procedure may be started by CM layer if it is still necessary, i.e. when access is granted or because of a cell change.

b)
Lower layer failure before the security mode control procedure is completed, SERVICE ACCEPT or SERVICE REJECT message is received


The procedure shall be aborted except in the following implementation option cases b.1, b.2 and b.3.

b.1)
Release of PS signalling connection in Iu mode (i.e. RRC connection release) before the completion of the service request procedure


The service request procedure shall be initiated again, if the following conditions apply:


i)
The original service request procedure was initiated over an existing PS signalling connection; and


ii)
No SECURITY MODE COMMAND message and no Non-Access Stratum (NAS) messages relating to the PS signalling connection were received after the SERVICE REQUEST message was transmitted.

b.2)
RR release in Iu mode (i.e. RRC connection release) with cause different than "Directed signalling connection re-establishment", for example, "Normal", or "User inactivity" (see 3GPP TS 25.331 [32c] and 3GPP TS 44.118 [111])


The service request procedure shall be initiated again, if the following conditions apply:


i)
The original service request procedure was initiated over an existing RRC connection and,


ii)
No SECURITY MODE COMMAND message and no Non-Access Stratum (NAS) messages relating to the PS signalling connection were received after the SERVICE REQUEST messge was transmitted.

NOTE: 
The RRC connection release cause different than "Directed signalling connection re-establishment" that triggers the re-initiation of the service request procedure is implementation specific. 

b.3)
RR release in Iu mode (i.e. RRC connection release) with cause "Directed signalling connection re-establishment" (see 3GPP TS 25.331 [32c] and 3GPP TS 44.118 [111])


The routing area updating procedure shall be initiated followed by a rerun of the service request procedure if the following condition applies:


i)
The service request procedure was not due to a rerun of the procedure due to "Directed signalling connection re-establishment".

c)
T3317 expired


The MS shall enter GMM-REGISTERED state.

If the MS is in PMM-IDLE mode then the procedure shall be aborted and the MS shall release locally any resources allocated for the service request procedure. 

If the MS is in PMM-CONNECTED mode, then the procedure shall be aborted.

d)
SERVICE REJECT received, other causes than those treated in subclause 4.7.13.4, and cases of GMM cause #22, if considered as abnormal cases according to subclause 4.7.13.4


The procedure shall be aborted.

e)
Routing area update procedure is triggered 


If a cell change into a new routing area occurs and the necessity of routing area update procedure is determined before the security mode control procedure is completed, a SERVICE ACCEPT or SERVICE REJECT message has been received, the Service request procedure shall be aborted and the routing area updating procedure is started immediately. Follow-on request pending may be indicated in the ROUTING AREA UPDATE REQUEST for the service, which was the trigger of the aborted Service request procedure, to restart the pending service itself or the Service request procedure after the completion of the routing area updating procedure. If the Service type of the aborted SERVICE REQUEST was indicating "data", then the routing area update procedure may be followed by a re-initiated Service request procedure indicating "data", if it is still necessary. If the Service type was indicating "MBMS multicast service reception", or "MBMS broadcast service reception" the Service request procedure shall be aborted.

f)
Power off


If the MS is in state GMM-SERVICE-REQUEST-INITIATED at power off, the GPRS detach procedure shall be performed. 

g)
Procedure collision

GPRS detach containing detach type "re-attach required" or "re-attach not required":


If the MS receives a DETACH REQUEST message from the network in state GMM-SERVICE-REQUEST-INITIATED, the GPRS detach procedure shall be progressed and the Service request procedure shall be aborted. If the cause IE, in the DETACH REQUEST message, indicated a "re-attach required", the GPRS attach procedure shall be performed. If the GPRS Detach Request message contains detach type "re-attach not required" and GMM cause #2 "IMSI unknown in HLR", the MS will follow the procedure as described below for the detach type "IMSI detach".

GPRS detach containing detach type "IMSI detach":

If the MS receives a DETACH REQUEST message from the network in state GMM-SERVICE-REQUEST-INITIATED, the network and the MS shall progress both procedures.
h)
"Extended wait time" for PS domain from the lower layers


The MS shall abort the service request procedure, enter state GMM-REGISTERED, and stop timer T3317 if still running.


The MS shall stop timer T3346 if it is running.


The MS shall start timer T3346 with the "Extended wait time" value provided by the lower layer.

The service request procedure is started, if still necessary, when timer T3346 expires or is stopped.
m)
Timer T3346 is running

The MS shall not start the service request procedure unless the MS has a PDN connection for emergency bearer services established or is establishing a PDN connection for emergency bearer services. The MS stays in the current serving cell and applies normal cell reselection process. The service request procedure is started, if still necessary, when timer T3346 expires or is stopped.
**************** Next change *****************
11.2
Timers of mobility management

Table 11.1/3GPP TS 24.008: Mobility management timers - MS-side

	TIMER

NUM.
	MM
STATE

	TIME
OUT
VAL.
	CAUSE FOR START
	NORMAL STOP
	AT THE EXPIRY

	T3210
	LOCATION UPDATING INITIATED
	20s
	-
LOC_UPD_REQ sent
	-
LOC_UPD_ACC

-
LOC_UPD_REJ

-
AUTH_REJ

-
Lower layer failure
	

Start T3211

	T3211
	MM IDLE, 
	15s
	-
LOC_UPD_REJ with cause#17 netw. failure

-
lower layer failure or RR conn. released after RR conn. abort during loc. updating
	-
cell change

-
request for MM connection establishment

-
change of LA


	Restart the Location update proc.

	T3212
	MM IDLE
	Note 1
	-
termination of MM service or MM signalling
	-
initiation of MM service or MM signalling
	initiate periodic updating

	T3213
	LOCATION UPDATING INITIATED
	4s
	-
location updating failure
	-
change of BCCH parameter
	new random attempt

	T3214
	LOCATION UPDATING INITIATED

WAIT FOR OUTGOING MM CONNECTION

IMSI DETACH INITIATED
	20s
	AUTHENT FAILURE

Cause = ‘MAC failure’ or ‘GSM authentication unacceptable’ sent

	AUTHENT REQ received
	Consider the network as ’false’ (see 4.3.2.6.1)

	T3216
	LOCATION UPDATING INITIATED

WAIT FOR OUTGOING MM CONNECTION

IMSI DETACH INITIATED
	15s
	AUTHENT FAILURE

Cause = Synch failure sent


	AUTHENT REQ received
	Consider the network as ’false’ (see 4.3.2.6.1)

	T3218
	LOCATION UPDATING INITIATED

WAIT FOR OUTGOING MM CONNECTION

IMSI DETACH INITIATED
	20s
	RAND and RES stored as a result of of a UMTS authentication challenge

	-
Cipher mode setting (A/Gb mode only)

· Security mode setting (Iu mode only) 

· CM_SERV_ACCEPT received 
· CM SERVICE REJECT received
-
LOCATION UPDATING ACCEPT received
-
AUTHENT REJ received

-
AUTHENT FAIL sent

-
enter MM IDLE or NULL
	Delete the stored RAND and RES

	T3220
	IMSI DETACH INITIATED
	5s
	-
IMSI DETACH

	-
release from RM-sublayer
	enter Null or Idle, ATTEMPTING TO UPDATE

	T3230
	WAIT FOR OUTGOING MM CONNECTION

WAIT FOR ADDITIONAL OUTGOING MM CONNECTION

WAIT FOR REESTABLISH
	15s
	-
CM SERV REQ

CM RE-EST REQ


	-
Cipher mode setting

-
CM SERV REJ

-
CM SERV ACC
	provide release ind.

	T3240
	WAIT FOR NETWORK COMMAND

LOCATION UPDATE REJECTED
	10s
	see subclause 11.2.1

	see subclause 11.2.1
	abort the RR connection

	T3241
	RR CONNECTION RELEASE NOT ALLOWED
	300s
	see subclause 11.2.1

	see subclause 11.2.1
	abort the RR connection

	T3242
	All except NULL
	12 hours
	eCall only MS enters MM IDLE state after an emergency call
	-
Removal of eCall only restriction
	Perform eCall Inactivity procedure in subclause 4.4.7

	T3243
	All except NULL
	12 hours
	eCall only MS enters MM IDLE state after a test/reconfiguration call
	-
Removal of eCall only restriction
	Perform eCall Inactivity procedure in subclause 4.4.7

	T3245
	All except NULL
	Note 2
	PLMN ID identity added to "forbidden PLMN list" or "forbidden PLMNs for GPRS service" list or "forbidden PLMNs for attach in S1 mode" or SIM/USIM is set to invalid for non-GPRS services or GPRS services or both, and timer T3245 not running
	- SIM/USIM is removed


	Erase the 

"forbidden PLMN list", "forbidden PLMNs for GPRS service" list, "forbidden PLMNs for attach in S1 mode" list and set the SIM/USIM to valid for non-GPRS and GPRS services.

	T3246
	LOCATION UPDATING INITIATED 

WAIT FOR OUTGOING MM CONNECTION

WAIT FOR ADDITIONAL OUTGOING MM CONNECTION

WAIT FOR REESTABLISH
	Note 3
	LOC_UPD_REJ or CM SERV REJ received with a timer value for T3246; "Extended wait time" for CS domain from the lower layers
	-
paging

	Restart the Location update procedure or CM service request procedure, dependent on MM state and update status



	NOTE 1:
The timeout value is broadcasted in a SYSTEM INFORMATION message.

NOTE 2: 
The MS starts the timer with a random value, uniformly drawn from the range between 24h and 48h.

NOTE 3: 
The timer value is provided by the network in an LOCATION UPDATE REJECT or CM SERVICE REJECT message or as a "Extended wait time" value by the lower layers, or chosen randomly from a default value range of 15 – 30 minutes.


Table 11.2/3GPP TS 24.008: Mobility management timers - network-side

	TIMER

NUM.
	MM
STATE
	TIME
OUT
VAL.
	CAUSE FOR START
	NORMAL STOP
	AT THE EXPIRY
	AT THE SECOND EXPIRY

	T3250
	TMSI REALLOCATION INITIATED
	12s
	TMSI-REAL-CMD or LOC UPD ACC with new TMSI sent
	TMSI-REALL-COM received
	Optionally Release RR connection
	

	T3255
	
	Note 2
	LOC UPD ACC sent with"Follow on Proceed"
	CM SERVICE REQUEST
	Release RR Connection or use for mobile station terminating call
	

	T3260
	AUTHENTICATION INITIATED
	12s
	AUTHENT-REQUEST sent
	AUTHENT-RESPONSE received

AUTHENT-FAILURE received
	Optionally Release RR connection


	

	T3270
	IDENTIFICATION INITIATED
	12s
	IDENTITY REQUEST sent
	IDENTITY RESPONSE received
	Optionally Release RR connection
	


NOTE 2:
The value of this timer is not specified by this recommendation.

**************** Next change *****************
11.2.2
Timers of GPRS mobility management

Table 11.3/3GPP TS 24.008: GPRS Mobility management timers - MS side

	TIMER NUM.
	TIMER VALUE
	STATE 
	CAUSE OF START
	NORMAL STOP
	ON THE
 1st, 2nd, 3rd, 4th EXPIRY Note 3

	T3310
	15s
	GMM-
REG-INIT
	ATTACH REQUEST sent
	ATTACH ACCEPT received

ATTACH REJECT received
	Retransmission of ATTACH REQUEST

	T3311
	15s
	GMM-DEREG ATTEMPTING TO ATTACH or

GMM-REG ATTEMPTING TO UPDATE
GMM-REG NORMAL SERVICE
	ATTACH REJECT with other cause values as described in chapter 'GPRS Attach' 

ROUTING AREA UPDATE REJECT with other cause values as described in chapter 'Routing Area Update' 

Low layer failure
	Change of the routing area
GPRS attach procedure initiated

RAU procedure initiated

Iu mode - PMM CONNECTED mode entered (Note 1)

A/Gb mode - READY timer is started (Note 1)
	Restart of the Attach or the RAU procedure with updating of the relevant attempt counter

	T3316
	30s
	GMM-
REG-INIT

GMM-REG

GMM-DEREG-INIT

GMM-RA-UPDATING-INT

GMM-SERV-REQ-INIT
(Iu mode only)
	RAND and RES stored as a result of a UMTS authentication challenge
	Security mode setting
(Iu mode only)

SERVICE ACCEPT received. (Iu mode only)

SERVICE REJECT
received
(Iu mode only)

ROUTING AREA UPDATE ACCEPT received

AUTHENTICATION AND CIPHERING REJECT received

AUTHENTICATION_AND_CIPHERING FAILURE sent

Enter GMM-DEREG or 
GMM-NULL
	Delete the stored RAND and RES

	T3318
	20s
	GMM-
REG-INIT

GMM-REG

GMM-DEREG-INIT

GMM-RA-UPDATING-INT

GMM-SERV-REQ-INIT (Iu mode only)
	AUTHENTICATION & CIPHERING FAILURE (cause=’MAC failure’ or ‘GSM authentication unacceptable’) sent
	AUTHENTICATION & CIPHERING REQUEST received
	On first expiry, the MS should consider the network as false and will follow subclause 4.7.7.6.1, if the MS is not attached for emergency bearer services.

On the first expiry, the MS will follow subclause 4.7.7.6, under "for items f and g", if the MS is attached for emergency bearer services.

	T3320
	15s
	GMM-
REG-INIT

GMM-REG

GMM-DEREG-INIT

GMM-RA-UPDATING-INT

GMM-SERV-REQ-INIT (Iu mode only)
	AUTHENTICATION & CIPHERING FAILURE (cause=synch failure) sent
	AUTHENTICATION & CIPHERING REQUEST received
	On first expiry, the MS should consider the network as false and will follow the subclause 4.7.7.6.1, if the MS is not attached for emergency bearer services.

On the first expiry, the MS will follow subclause 4.7.7.6, under "for items f and g", if the MS is attached for emergency bearer services.

	T3321
	15s
	GMM-

DEREG-INIT
	DETACH REQUEST sent
	DETACH ACCEPT received
	Retransmission of the DETACH REQUEST

	T3330
	15s
	GMM-ROUTING-UPDATING-INITIATED
	ROUTING AREA UPDATE REQUEST sent
	ROUTING AREA UPDATE ACCEPT received

ROUTING AREA UPDATE REJECT received
	Retransmission of the ROUTING AREA UPDATE REQUEST
message

	T3340

(Iu mode only)
	10s
	GMM-
REG-INIT

GMM-DEREG-INIT

GMM-RA-UPDATING-INT

GMM-SERV-REQ-INIT (Iu mode only)

GMM-ATTEMPTING-TO-UPDATE-MM

GMM-REG-NORMAL-SERVICE

	ATTACH REJECT, DETACH REQUEST, ROUTING AREA UPDATE REJECT or SERVICE REJECT with any of the causes #11, #12, #13, #15, or #25.

ATTACH ACCEPT or ROUTING AREA UPDATE ACCEPT is received with “no follow-on proceed“ indication.


	PS signalling connection released
	Release the PS signalling connection and proceed as described in subclause 4.7.1.9

	NOTE 1:
The conditions for which this applies are described in subclause 4.7.5.1.5.


Table 11.3a/3GPP TS 24.008: GPRS Mobility management timers – MS side

	TIMER NUM.
	TIMER VALUE
	STATE 
	CAUSE OF START
	NORMAL STOP
	ON 
EXPIRY

	T3302
	Default 12 min

Note 5
	GMM-DEREG

or

GMM-REG
	At attach failure and the attempt counter is greater than or equal
to 5.

At routing area updating failure and the attempt counter is greater than or equal to 5.
	GPRS attach procedure initiated

RAU procedure initiated
	On every expiry, initiation of the

GPRS attach procedure

or

RAU procedure

	T3312
	Default 
54 min

Note 8
	GMM-REG
	In A/Gb mode, when READY state is left.

In Iu mode, when PMM-CONNECTED mode is left.
	When entering state GMM-DEREG 
	Initiation of the Periodic RAU procedure if the MS is not attached for emergency bearer services.

Implicit detach from network if the MS is attached for emergency bearer services.

	T3314

READY

(A/Gb mode only)
	Default 
44 sec
Note 2
	All except GMM-DEREG
	Transmission of a PTP PDU
	Forced to Standby
	No cell-updates are performed

	T3317

(Iu mode only)
	15s
	GMM-SERVICE-REQUEST-INITIATED
	SERVICE REQUEST sent
	Security mode control procedure is completed,

SERVICE ACCEPT received, or

SERVICE REJECT received
	Abort the procedure

	T3319

(Iu mode only)
	Default 30s

Note 1

Note 4
	GMM-REG
	Completion of the Security Mode Control procedure after sending a SERVICE REQUEST with service type "data".

Reception of a SERVICE ACCEPT message.
	When entering PMM-IDLE mode.

When the radio access bearer is released for any active PDP context.

When entering state GMM-DEREG
	SERVICE REQUEST with service type “data” may be invoked again, if required.

	T3323
	NOTE 6
	GMM-REGISTERED
	T3312 expires while the MS is in GMM-REGISTERED.NO-CELL-AVAILABLE or GMM-REGISTERED.PLMN-SEARCH or GMM-REGISTERED.UPDATE-NEEDED and ISR is activated.
	When entering state GMM-DEREGISTERED or when entering GMM-CONNECTED mode.
	Deactivation of ISR by setting TIN to "GUTI"


	T3346
	NOTE 7
	GMM-DEREGISTERED. ATTEMPTING-TO-ATTACH
GMM-REGISTERED. ATTEMPTING-TO-UPDATE

GMM-REGISTERED

EMM-DEREGISTERED. ATTEMPTING-TO-ATTACH
EMM-REGISTERED. ATTEMPTING-TO-UPDATE

EMM-REGISTERED (defined in 3GPP TS 24.301 [120])
	ATTACH REJECT, ROUTING AREA UPDATE REJECT or SERVICE REJECT received with a timer value for T3346; "Extended wait time" for PS domain from the lower layers (defined in 3GPP TS 25.331 [23c]).

ATTACH REJECT, TRACKING AREA UPDATE REJECT or SERVICE REJECT (defined in 3GPP TS 24.301 [120]) received with a timer value for T3346; "Extended wait time" for PS domain from the lower layers. (defined in 3GPP TS 36.331 [22])
	Paging received
	Initiation of attach procedure, routing area updating procedure or service request procedure, dependent on GMM state and GPRS update status.

Initiation of attach procedure, tracking area updating procedure or service request procedure, dependent on EMM state and EPS update status. (defined in 3GPP TS 24.301 [120])


NOTE 1:
The default value of this timer is used if the network does not indicate another value in a GMM signalling procedure.

NOTE 2:
The default value of this timer is used if neither the MS nor the Network send another value, or if the Network sends this value, in a signalling procedure.

NOTE 3:
Typically, the procedures are aborted on the fifth expiry of the relevant timer. Exceptions are described in the corresponding procedure description.

NOTE 4: 
The purpose of this timer is to prevent the MS from repeating the SERVICE REQUEST message with service type "data" too early in case the request to setup the radio access bearer is queued by the radio access network.

NOTE 5:
The cases in which the default value of this timer is used are described in subclause 4.7.2.7.
NOTE 6:
The value of this timer may be provided by the network to the MS in the ATTACH ACCEPT message and ROUTING AREA UPDATE ACCEPT message. The default value of this timer is identical to the value of timer T3312.

NOTE 7:
The timer value is provided by the network in an ATTACH REJECT, ROUTING AREA UPDATE REJECT, TRACKING AREA UPDATE REJECT or SERVICE REJECT message or as a "Extended wait time" value by the lower layers, or chosen randomly from a default value range of 15 – 30 minutes.
NOTE 8:
The cases in which the default value of this timer is used are described in subclause 4.7.2.2.
Table 11.4/3GPP TS 24.008: GPRS Mobility management timers - network side

	TIMER NUM.
	TIMER VALUE
	STATE 
	CAUSE OF START
	NORMAL STOP
	ON THE
 1st, 2nd, 3rd, 4th EXPIRY Note 3

	T3322
	6s
	GMM-
DEREG-INIT
	DETACH REQUEST sent
	DETACH ACCEPT received
	Retransmission of DETACH REQUEST

	T3350
	6s
	GMM-COMMON-PROC-INIT
	ATTACH ACCEPT
sent with P-TMSI and/or TMSI


RAU ACCEPT sent with P-TMSI and/or TMSI

P-TMSI REALLOCATION COMMAND
sent
	ATTACH COMPLETE received

RAU COMPLETE received

P-TMSI REALLOCATION COMPLETE received
	Retransmission of the same message type, i.e. ATTACH ACCEPT, RAU ACCEPT or REALLOCATION COMMAND

	T3360
	6s
	GMM- COMMON-PROC-INIT
	AUTHENTICATION AND CIPHERING REQUEST
sent
	AUTHENTICATION AND CIPHERING RESPONSE received
AUTHENTICATION-AND CIPHERING-FAILURE received
	Retransmission of AUTHENTICATION AND CIPHERING REQUEST

	T3370
	6s
	GMM-COMMON-PROC-INIT
	IDENTITY REQUEST sent
	IDENTITY RESPONSE received
	Retransmission of IDENTITY REQUEST


Table 11.4a/3GPP TS 24.008: GPRS Mobility management timers - network side

	TIMER NUM.
	TIMER VALUE
	STATE 
	CAUSE OF START
	NORMAL STOP
	ON 
EXPIRY

	T3313
	Note 1
	GMM_REG
	Paging procedure initiated
	Paging procedure completed
	Network dependent

	T3314

READY

(A/Gb mode only)
	Default 
44 sec
Note 2
	All except GMM-DEREG
	Receipt of a PTP PDU
	Forced to Standby
	The network shall page the MS if a PTP PDU has to be sent to the MS

	Mobile Reachable
	Note 4
	All except GMM-DEREG
	In A/Gb mode, change from READY to STANDBY state 

In Iu mode, change from PMM-CONNECTED mode to PMM-IDLE mode.
	PTP PDU received
	Network dependent but typically paging is halted on 1st expiry if the MS is not attached for emergency bearer services.
Implicitly detach the MS which is attached for the emergency bearer services.

	Implicit Detach timer
	Note 5
	All except GMM-DEREG
	The Mobile Reachable timer expires while the network is in PMM-IDLE mode or STANDBY state.
	PTP PDU received
	Implicitly detach the MS on 1st expiry


NOTE 1:
The value of this timer is network dependent.

NOTE 2:
The default value of this timer is used if neither the MS nor the Network send another value, or if the Network sends this value, in a signalling procedure. The value of this timer should be slightly shorter in the network than in the MS, this is a network implementation issue.

NOTE 3:
Typically, the procedures are aborted on the fifth expiry of the relevant timer. Exceptions are described in the corresponding procedure description.
NOTE 4:
The default value of this timer is 4 minutes greater than T3312. If T3346 is larger than T3312 and the SGSN includes timer T3346 in the ROUTING AREA UPDATE REJECT message or the SERVICE REJECT message, the value of the Mobile Reachable timer is 4 minutes greater than T3346. If the MS is attached for emergency bearer services, the value of this timer is set equal to T3312.
NOTE 5:
The value of this timer is network dependent. If ISR is activated, the default value of this timer is 4 minutes greater than T3323.
**************** End of changes *****************
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