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	Reason for change:
(

	When a Attach, Detach or Tracking Area Update are rejected with cause code #14 is returned "EPS services not allowed in this PLMN", then the UE stores the PLMN identity in the "forbidden PLMNs for GPRS service" list. Since the UE only contains one forbidden PLMN list for packet services, the "forbidden PLMNs for GPRS service" list is updated when the UE is in S1-mode, i.e. there is no "forbidden PLMNs for EPS service" list.

In TS 24.008 subclause 4.7.1.8, there is a general description of the list of forbidden PLMNs for GPRS service. In TS 24.301 subclause 5.3.3, there is a general description of the list of forbidden PLMNs for attach in S101 mode. Although there is no list defined for the forbidden PLMNs for EPS service, the general sections in TS 24.301 should have some description to explain that the "forbidden PLMNs for GPRS service" is updated.
Currently TS 24.301 only describes the reasoning in a NOTE in Annex A.2:
Cause #14 – EPS services not allowed in this PLMN


This EMM cause is sent to the UE which requests EPS service in a PLMN which does not offer roaming for EPS services to that UE.

NOTE 2:
Since only one list of forbidden PLMNs for packet services is maintained in the UE, then the "forbidden PLMNs for GPRS service" is the maintained list and the forbidden PLMNs for EPS service is equivalent to it.

The intention here is NOT to duplicate the text in the Attach, Tracking Area Update and Detach sections which is more descriptive to talk about the case of non-shared and shared networks.
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	Create a general section to describe which forbidden PLMN list is updated by the UE when cause #14 is returned during Attach, Detach and Tracking Area Update.
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not approved:
	Unlike the "forbidden PLMNs for GPRS service" list and the "forbidden PLMNs for attach in S101 mode" list, there is no general section on forbidden PLMNs for EPS services. It is important to highlight to the reader early in the TS that in fact the UE updates the "forbidden PLMNs for GPRS service" during EPS attach, tracking area updating and network initiated EPS detach procedures. This descriptive text will lead the reader to find the normative requirements. 
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* * * 1st change * * *

5.3.3a
Forbidden PLMNs for EPS services

The forbidden PLMNs for EPS services are contained in the "forbidden PLMNs for GPRS service" list, as defined in 3GPP TS 24.008 [13]. The UE updates this list as part of the attach procedure, tracking area updating procedure and network initiated detach procedure as described respectively in subclauses 5.5.1, 5.5.3 and 5.5.2.3.2.
* * * End of changes * * *
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