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	Reason for change:
(

	UE attaches to UTRAN/GERAN, and GnGp SGSN accesses to PGW, the EPC access type will be used when the PCEF interacts with the PCRF. The PCEF need perform the bearer binding and map each of the PCC rules received from the PCRF to the filters of the TFT received from the UE. 

(1) If the PCRF can change the filter content, then the IP 5 tuple in the PCC rule can not match any of the filters, in this case, the match will be failure;
(2) If the PCRF allocate different QCI and ARP for all these PCC rules of the same PDP context, the PCEF will bind some of the rules to one bearer and other rules to another bearer, this will cause the failure of the PDP activation;  
SA2#88e meeting has reached agreement on above problems (refer to S2-120370), this should be aligned to stage3.  

	
	

	Summary of change:
(

	Adding description that for GERAN and UTRAN accesses, the PCRF shall provide packet filters in the PCC rule as received in the Packet-Filter-Information AVP for each packet filter requested by the UE. And the PCRF shall QCI and ARP of the existing PCC rule for the new service data flow(s).
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not approved:
	For GERAN and UTRAN accesses, the PCRF may change the filter content, and allocate different QCI and ARP for all these PCC rules of the same PDP context, which will cause the failure of the PDP activation.
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*** 1st Change ***

B.3.1
Request for PCC and/or QoS rules

This procedure is defined in clauses 4.5.1 and 4a.5.1 with some additions.

If information about the support of network-initiated bearer procedures is available in the PCEF, the Network-Request-Support AVP shall be provided via the Gx reference point.
For GERAN and UTRAN accesses, if the UE request includes modified QoS information, the QoS-Information AVP provided by the PCEF within the CC-Request may indicate the updated QCI and/or GBR change for the affected packet filters.
For GERAN and UTRAN accesses, the PCRF shall provide packet filters in the PCC rule as received in the Packet-Filter-Information AVP for each packet filter requested by the UE. 
For GERAN and UTRAN accesses, if the PCRF receives a request for addition of service data flow(s) with a reference to existing packet filter identifiers (and by that to existing PCC rule(s)), the PCRF shall update the existing PCC rule for the new service data flow(s) without changing the QCI and ARP.

NOTE: 
The reference to an existing packet filter identifiers informs the PCRF that the request is confined to an existing bearer, having bearer bindings with PCC rules that have the same QCI/ARP combination. Assigning a different QCI or ARP to the new service data flows would cause the procedure to fail, since the PCEF cannot map the new service data flows to another bearer.
* End of Changes ***
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