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	About the user plane transport of the II-NNI, the available protocols are listed in Table 7.2.1 of TS 29.165.

However, that is not clear specification. Because, accodring to subclause 4.2 of 3GPP TS 24.173, further protocols can be used depending on operator's services. The protocols need to be used over the II-NNI when operators agree to interoperate the services. 
NOTE: The following is an extract from 3GPP TS 24.173 (V10.0.0): "IMS Multimedia telephony communication service and supplementary services; Stage 3", corresponding to this CR.

4.2 Overview of basic communication part

(...) In accordance with the service definition in 3GPP TS 22.173 [2], media capabilities include RTP-based transfer of voice, real-time video, text and data, and UDPTL-based transfer of fax (IETF RFC 3362 [28]), as well as TCP/MSRP-based transfer of text, arbitrary files and sharing of media files with predefined formats. (...)
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1st change
7.2
User Plane Transport
The user plane transport of the II-NNI may use the protocols listed in table 7.2.1. Protocols that use UDP, RTP or TCP as the underlying transport protocol may be used based on agreements between operators. The used protocols to transport media are negotiated by means of SDP offer/answer.
Table 7.2.1: Supported transport-level RFCs to be described in SIP/SDP messages
	Item
	RFC
	Title
	Support

	1
	IETF RFC 3550 [151]
	RTP: A Transport Protocol for Real-Time Applications
	Mandatory

	2
	IETF RFC 768 [152]
	User Datagram Protocol
	Mandatory

	3
	IETF RFC 3551 [153]
	RTP Profile for Audio and Video Conferences with Minimal Control
	Mandatory

	4
	IETF RFC 3556 [154]
	Session Description Protocol (SDP) Bandwidth Modifiers for RTP Control Protocol (RTCP) Bandwidth
	Mandatory 

	5
	IETF RFC 4585 [155]
	Extended RTP Profile for Real-time Transport Control Protocol (RTCP) - Based Feedback (RTP/AVPF)
	Optional

(NOTE 1)

	6
	IETF RFC 793 [156]
	Transmission Control Protocol
	Optional

(NOTE 2)

	NOTE 1: used by MTSI, as indicated in 3GPP TS 26.114 [11]
NOTE 2: used for MSRP service
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