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	Reason for change:
(

	At 3GPP TSG-CT WG3 Meeting #63 (Tallinn), CRs 0605, 0607 were agreed and subsequently approved. CRs mirroring the changes into Rel-8 and Rel-9 of TS 29.212 were postponed. “Identical” CRs are resubmitted.

TS 23.401 (subclause 4.7.3) has the following w.r.t. the pre-amption fields of the ARP 

The pre-emption capability information of the ARP defines whether a bearer with a lower ARP priority level should be dropped to free up the required resources. The pre-emption vulnerability information of the ARP defines whether a bearer is applicable for such dropping by a pre-emption capable bearer with a higher ARP priority value.
And 

The ARP pre-emption vulnerability of the default bearer should be set appropriately to minimize the risk of unnecessary release of the default bearer.
The stage 2 specification on setting ARP pre-emption vulnerability for individual bearers (e.g. default/dedicated bearers) has further stage 3 impacts. 
Review comments received: not to mandate default bearer ARP setting. Append the NOTE on ARP priority for default bearer with pre-emption vulnerability spec.  

Offline to agree to remove NOTE to make normative and append the stage 2 spec on pre-emption vulnerability spec for default bearer. 

	
	

	Summary of change:
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	Changed the NOTE into a recommendation, recommend a value for ARP pre-emption vulnerability.

	
	

	Consequences if 
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not approved:
	The stage 2 requirement on pre-emption valunerability setting for default bearer is not carried over in stage 3.  
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5.3.32
Allocation-Retention-Priority AVP (All access types)

The Allocation-Retention-Priority AVP (AVP code 1034) is of type Grouped, and it is used to indicate the priority of allocation and retention, the pre-emption capability and pre-emption vulnerability for the SDF if provided within the QoS-Information-AVP or for the EPS default bearer if provided within the Default-EPS-Bearer-QoS AVP.

The Priority-Level AVP of the default bearer should be set to a sufficiently high level of priority and the ARP pre-emption vulnerability of the default bearer should be set appropriately to minimize the risk for unexpected PDN disconnection or UE detach from the network according to operator specific policies.
AVP Format:

Allocation-Retention-Priority ::= < AVP Header: 1034 >






{ Priority-Level }






[ Pre-emption-Capability ]
                               [ Pre-emption-Vulnerability ]
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