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1. Overall Description:

CT1 is currently working on the issue of indicating the support of MSC server assisted mid-call feature for SCC AS. 
Summary of the issue: Currently in TS 24.237, both UE and SCC AS indicate the support of MSC server assisted mid-call feature by including the g.3gpp.mid-call media feature tag in the Contact header field. When the originating UE supports the MSC server assisted mid-call feature, it will include the g.3gpp.mid-call media feature tag in the Contact header field of SIP INVITE, and if both the originating SCC AS and terminating SCC AS do not support the MSC server assisted mid-call feature, the feature tag in the Contact header field is not be removed, the terminating UE will receive a SIP INVITE request with the feature tag in the Contact header field, it will take it as the indication that the terminating SCC AS supports the MSC server assisted mid-call feature. The problem also applies to the case that the terminating UE supports the MSC server assisted mid-call feature. 

CT1 discussed the proposal of using the Feature-Caps header (as described in draft-ietf-sipcore-proxy-feature) to indicate SCC AS's support of the MSC server assisted mid-call feature instead of the Contact header. Currently, this is the only solution that is acceptable in CT1. However, there is concern that since the MSC server assisted mid-call feature starts from Rel-9, but the Feature-Caps header is now only used from Rel-10, using the Feature-Caps header would add a dependency on an IETF internet draft in a frozen release 9. 
To address the issue, CT1 propose to move the MSC server assisted mid-call feature from Rel-9 to Rel-10. CT1 believe the removal of the capability from release 9 would have no impact on stage 1 specifications.
2. Actions:

To SA2 group.

ACTION: 
CT1 kindly asks SA2 if there is any concern if the MSC server assisted mid-call feature is moved from Rel-9 to Rel-10.
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