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*** FIRST CHANGE ***
D.4.2
XML schema

<?xml version="1.0"?>

<xs:schema

  xmlns:xs="http://www.w3.org/2001/XMLSchema"

  elementFormDefault="qualified"

  attributeFormDefault="unqualified">

  <xs:element name="srvcc-ext" type="srvcc-extType"/>

  <xs:complexType name="srvcc-extType">

    <xs:sequence>

      <xs:any namespace="##any" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>

    </xs:sequence>

    <xs:anyAttribute namespace="##any" processContents="lax"/>

  </xs:complexType>

  <xs:element name="PS-reg-info" type="PS-reg-infoType"/>

  <xs:complexType name="PS-reg-infoType">

    <xs:sequence>

      <xs:element name="ATCF-Management-URI" type="xs:anyURI" minOccurs="0"/>

      <xs:element name="C-MSISDN" type="xs:anyURI" minOccurs="0"/>
      <xs:element name="cs2ps-srvcc-alerting" type="xs:boolean" minOccurs="0"/>
      <xs:element name="anyExt" type="anyExtType" minOccurs="0"/>

      <xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>

    </xs:sequence>

    <xs:attribute name="Path" type="xs:anyURI"/>

    <xs:anyAttribute namespace="##any" processContents="lax"/>

  </xs:complexType>

  <xs:element name="Setup-info" type="Setup-infoType"/>

  <xs:complexType name="Setup-infoType">

    <xs:sequence>

      <xs:element name="C-MSISDN" type="xs:anyURI"/>

      <xs:element name="direction" type="directionType"/>

      <xs:any namespace="##any" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>

    </xs:sequence>

    <xs:anyAttribute namespace="##any" processContents="lax"/>

  </xs:complexType>

  <xs:simpleType name="directionType">

     <xs:restriction base="xs:string">

        <xs:enumeration value="initiator"/>

        <xs:enumeration value="receiver"/>

     </xs:restriction>

  </xs:simpleType>

  <xs:complexType name="anyExtType">

    <xs:sequence>

      <xs:any namespace="##any" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>

    </xs:sequence>

  </xs:complexType>

</xs:schema>

*** SECOND CHANGE ***
D.4.3.1
General
The <srvcc-ext> element is the root element of the XML document. The <srvcc-ext> element can contain subelements.

NOTE:
The subelements of the <srvcc-ext> are validated by the <xs:any namespace="##any" processContents="lax" minOccurs="0" maxOccurs="unbounded"/> particle of the <srvcc-ext> element.

When the <srvcc-ext> element contains the <PS-reg-info> element, then the <PS-reg-info> element contains:

-
the "Path" attribute identifying the MSC URI for terminating calls used by MSC server when registering the UE; 

-
optionally the <ATCF-Management-URI> element containing the ATCF management URI of the ATCF used in the registration path of the UE over a PS domain. Absence of this element indicates that the CS to PS SRVCC is disabled;
-
optionally the <C-MSISDN> element containing the C-MSISDN of the served SC UE. Absence of this element indicates that the CS to PS SRVCC is disabled; 
-
the <cs2ps-srvcc-alerting> element indicates whether the CS to PS SRVCC in alerting phase is supported by both the served SC UE and the SCC AS; and
-
optionally, <anyExt> element containing elements defined by future version of this document. 

When the <srvcc-ext> element contains the <Setup-info> element, then the <Setup-info> element contains:

-
the <C-MSISDN> element containing the C-MSISDN of the served SC UE; 
-
the <direction> element indicating the role of the MSC server in the session set up.

Recipient of the XML ignores any unknown element and any unknown attribute.
*** END OF CHANGE ***
