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· "b=" line is described in the format as "b=<bwtype>:<bandwidth>".
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1st change
C.3
Option item table
C.3.1
Option item table common to roaming and non-roaming II-NNI
This subclause describes the option item tables common to roaming II-NNI and non-roaming II-NNI for operators.
Table C.3.1.1: SIP method (Common)

	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	1
	INFO method
	Table 6.1/5A

Table 6.1/5B
	Yes
	Info package name to use.

	
	
	
	No
	

	2
	MESSAGE method
	Table 6.1/9A

Table 6.1/9B
	Yes
	Inside or outside existing dialog, and content of MESSAGE request.

	
	
	
	No
	

	3
	REFER method
	Table 6.1/16

Table 6.1/17
	Yes
	Inside or outside existing dialog.

	
	
	
	No
	


Table C.3.1.2: Negotiation of resource reservation
	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	1
	Negotiation of resource reservation
(precondition)
	Table 6.1.3.1/20
	Yes
	

	
	
	
	No
	


Table C.3.1.2A: Periodic refresh of SIP sessions
	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	1
	SIP session timer

(timer)
	Table 6.1.3.1/45
	Yes
	Use conditions. (Possible restriction on range of times and whether SIP session timer is applied in all sessions.)


Table C.3.1.3: Replacing of SIP dialogs
	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	1
	Replacing of SIP dialogs
(replaces)
	Table 6.1.3.1/47
	Yes
	

	
	
	
	No
	


Table C.3.1.4: Session participation

	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	1
	Session participation
(join)
	Table 6.1.3.1/48
	Yes
	

	
	
	
	No
	


Table C.3.1.5: Conveying capabilities of UE

	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	1
	Conveying capabilities of UE
	Table 6.1.3.1/49
	Yes
	

	
	
	
	No
	


Table C.3.1.6: Asserting the service of authenticated users
	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	1
	Managing the indication of the asserted service
(P-Asserted-Service header field)
	Table 6.1.3.1/77
	Yes
	Service identifier values to use.

	
	
	
	No
	


Table C.3.1.7: Mode of signalling
	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	1
	Overlap signalling
	In-dialog method
	subclause 6.1.1.5
	Yes
	

	
	
	
	
	No
	

	
	
	Multiple-INVITE method
	
	Yes
	

	
	
	
	
	No
	


Table C.3.1.8: Control Plane Transport
	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	
	
	
	
	

	
	
	
	
	


Editor's note:
This option item table will be extended based on future work.
Table C.3.1.9: User Plane Transport, Media, and codec
	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	1
	Speech media (m=audio)
	subclause 7.1
	Yes
	Names of speech codecs to use.

	2
	Video media (m=video)
	subclause 7.1
	Yes
	Names of video codecs to use.

	
	
	
	No
	

	3
	Other media
	subclause 7.1
	Yes
	Media type (m=line of SDP) to use. (e.g. application, image, message)

	
	
	
	No
	

	4
	RTP/AVPF
	subclause 7.2
	Yes
	Media type (m=line of SDP) that uses the protocol.

	
	
	
	No
	

	5
	Transmission Control Protocol
	subclause 7.2
	Yes
	Media type (m=line of SDP) that uses the protocol.

	
	
	
	No
	

	6
	Other user plane protocols
	subclause 7.2
	Yes
	Protocols to use (e.g. udptl, TCP/MSRP) and media types (m=line of SDP) that describe the protocols.

	
	
	
	No
	


Table C.3.1.10: Dual Tone Multi Frequency (DTMF)
	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	1
	DTMF transport
	"telephone-event" based DTMF transport 
	clause 7.1

Table 6.1/5A

Table 6.1/5B
subclause 12.14
subclause 12.15
	Yes
	

	
	
	
	
	No
	

	
	
	The SIP INFO mechanism
	
	Yes
	

	
	
	
	
	No
	


Table C.3.1.11: IP Version
	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	1
	IPv4
	clause 9
	Yes
	Use conditions. (e.g. for control plane, for user plane)

	
	
	
	No
	

	2
	IPv6
	clause 9
	Yes
	Use conditions. (e.g. for control plane, for user plane)

	
	
	
	No
	


Table C.3.1.12: Supplementary services (Common)

	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	1
	Malicious Communication IDentification (MCID)
	subclause 12.2

	Yes
	Minimum information exchanged over the II-NNI.

	
	
	
	No
	

	2
	Originating Identification Presentation (OIP) and Originating Identification Restriction (OIR)
	subclause 12.3

	Yes
	

	
	
	
	No
	

	3
	Terminating Identification Presentation (TIP) and Terminating Identification Restriction (TIR)
	subclause 12.4
	Yes
	

	
	
	
	No
	

	4
	Anonymous Communication Rejection (ACR)
	subclause 12.5
	Yes
	

	
	
	
	No
	

	5
	Communication DIVersion (CDIV) excluding Communication Diversion Notification (CDIVN)
	subclause 12.6
	Yes
	

	
	
	
	No
	

	6
	Communication Waiting (CW)
	subclause 12.7
	Yes
	

	
	
	
	No
	

	7
	Communication HOLD (HOLD)
	subclause 12.8
	Yes
	

	
	
	
	No
	

	8
	Message Waiting Indication (MWI)
	subclause 12.9
	Yes
	

	
	
	
	No
	

	9
	Incoming Communication Barring (ICB)
	subclause 12.10.1
	Yes
	

	
	
	
	No
	

	9A
	Outgoing Communication Barring (OCB)
	subclause 12.10.2
	Yes
	

	
	
	
	No
	

	10
	Completion of Communications to Busy Subscriber (CCBS)
	subclause 12.11
	Yes
	

	
	
	
	No
	

	11
	Completion of Communications by No Reply (CCNR)
	subclause 12.12
	Yes
	

	
	
	
	No
	

	12
	Explicit Communication Transfer (ECT)
	subclause 12.13
	Yes
	

	
	
	
	No
	

	13
	Customized Alerting Tone (CAT)
	subclause 12.14
	Yes
	

	
	
	
	No
	

	14
	Customized Ringing Signal (CRS)
	subclause 12.15
	Yes
	

	
	
	
	No
	

	15
	Closed User Group (CUG)
	subclause 12.16
	Yes
	

	
	
	
	No
	

	16
	Personal Network Management (PNM)
	subclause 12.17
	Yes
	

	
	
	
	No
	

	17
	Three-Party (3PTY)
	subclause 12.18
	Yes
	

	
	
	
	No
	

	18
	Conference (CONF)
	subclause 12.19
	Yes
	

	
	
	
	No
	

	19
	Flexible Alerting (FA)
	subclause 12.20
	Yes
	

	
	
	
	No
	

	20
	Announcements
	During the establishment of a session
	subclause 12.21.2
	Yes
	Methods for sending announcement

	
	
	
	
	No
	

	
	
	During an established communication session
	subclause 12.21.3
	Yes
	Methods for sending announcement

	
	
	
	
	No
	

	
	
	Providing announcements when communication request is rejected
	subclause 12.21.4
	Yes
	Methods for sending announcement

	
	
	
	
	No
	

	21
	Advice of Charge (AOC)
	subclause 12.22
	Yes
	

	
	
	
	No
	

	22
	Completion of Communications on Not Logged-in (CCNL)
	subclause 12.23
	Yes
	

	
	
	
	No
	

	23
	Presence service
	subclause 15
	Yes
	Presence services to use (3GPP TS 24.141 [132], OMA 1.1 [142] or OMA 2.0 [138])

	
	
	
	No
	

	24
	Messaging service

	Page-mode messaging 
	subclause 16.2
	Yes
	

	
	
	
	
	No
	

	
	
	Session-mode messaging
	subclause 16.4
	Yes
	

	
	
	
	
	No
	

	
	
	Session-mode messaging conferences
	subclause 16.5
	Yes
	

	
	
	
	
	No
	

	25
	Other additional service using other SIP extensions
	subclause 6.1.1.3.2

subclause 12.6
	Yes
	The SIP extensions to use and the service that uses the extensions.

	
	
	
	No
	


Table C.3.1.13: Additional functions (Common)
	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	1
	Optimal Media Routeing
	subclause 17
	Yes
	

	
	
	
	No
	


Table C.3.1.X: SDP lines
	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	1
	m= line
	subclause 6.1.2
	Yes
	Used static RTP payload type numbers.

	2
	b= line
	subclause 6.1.2
	Yes
	Used bandwidth modifier types.

	3
	a= line
	subclause 6.1.2
	Yes
	Used attributes.
For the "rtpmap" attribute, used "encoding names".


End of changes
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