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* * * 1st Change * * *
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 23.203: "Policy and Charging Control Architecture"

[3]
3GPP TS 29.212: "Policy and charging control over Gx reference point" 

[4]
3GPP TS 29.213: "Policy and charging control signalling flows and Quality of Service (QoS) parameter mapping"

[5]
3GPP TS 29.214: "Policy and charging control over Rx reference point"

[6]

IETF RFC 3588: "Diameter Base Protocol".

[7]
3GPP TS 29.229: "Cx and Dx interfaces based on the Diameter protocol; Protocol details"
[8]
IETF RFC 4960: "Stream Control Transmission Protocol".
[9]
3GPP TS23.003:
"Numbering, addressing and identification".
[10]
3GPP TS 23.261: "IP flow mobility and seamless Wireless Local Area Network (WLAN) offload; Stage 2".
[11]
3GPP TS 23.335: "User Data Convergence (UDC); Technical realization and information flows; Stage 2".

[12]
3GPP TS 29.335: "User Data Convergence (UDC); User Data Repository Access Protocol over the Ud interface; Stage 3".
[13]
3GPP TS 23.216: "Single Radio Voice Call Continuity (SRVCC); Stage 2".
[14]
Broadband Forum WT-203: "Interworking between Next Generation Fixed and 3GPP Wireless Access" (work in progress).

[15]
Broadband Forum WT-134: "Policy Control Framework " (work in progress).

[16]
Broadband Forum WT-146: "Subscriber Sessions" (work in progress)

[17]
DSL Forum TR-059: "DSL Evolution – Architecture. Requirements for the Support of QoS-Enabled IP Services", September 2003
[xx]
3GPP TS 23.402: "Architecture Enhancements for non-3GPP accesses".
* * * 2nd Change * * *
A.2.1 

Definitions
UE local IP address is defined as: either the public IPv4 address and/or IPv6 address/IPv6 network prefix assigned to the UE by the BBF domain in the no-NAT case, or the public IPv4 address assigned by the BBF domain to the NATed RG that is used for this UE.

H(e)NB local IP address is defined as: either the public IPv4 address and/or IPv6 address/IPv6 network prefix assigned to the H(e)NB by the BBF domain in the no-NAT case, or the public IPv4 address assigned by the BBF domain to the NATed RG that is used for this H(e)NB.
Non-seamless WLAN offload (NSWO) is defined as: a capability of routing specific IP flows over the WLAN access without traversing the EPC as defined in subclause 4.1.5 of 3GPP TS 23.402 [xx].
Non-seamless WLAN offload APN (NSWO-APN) is defined as: an APN allowing the BPCF to indicate to PCRF that for subscribers of a certain HPLMN the IP-CAN session is related to NSWO traffic.
EPC-routed traffic is defined as: User plane traffic that is routed via a PDN GW in EPC as part of a PDN Connection. EPC-routed traffic applies to non-roaming, roaming with home routed and roaming with visited access cases.

* * * 3rd Change * * *
A.2.2 
Abbreviations

The following abbreviations are relevant for this annex only:

BBF
Broadband Forum

BPCF
Broadband Policy Control Function
NA(P)T
Network Address (Port) Translation
NSWO
Non-Seamless WLAN offload

NSWO-APN
Non-Seamless WLAN offload APN
RG
Residential Gateway
* * * End of Change * * *
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