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	Reason for change:
(

	During implementation of PCC into DT’s network it showed up that an additional number of multiple failure Codes may be of use. Instances of Charging-Rule-Report AVPs shall be used in the case it is required to report different PCC-Rule-Status or Rule-Failure-Code values for different groups of rules within the same Diameter command.

TS29.212 defines in section 5.3.38 that the Rule-Failure-Code AVP is sent by the PCEF to the PCRF within a Charging-Rule-Report AVP to identify the reason a PCC Rule is being reported.

The proposal is that in addition to the values already defined in 3GPP TS 29.212 the following failure Codes are added or extended:
FILTER_RESTRICTIONS

This value is used to indicate that the Flow-Description AVP(s) cannot be handled by the PCEF because one of the following restrictions was not met.
-
Only the Action "permit" shall be used.

-
No "options" shall be used.

-
The invert modifier "!" for addresses shall not be used.

-
The keyword "assigned" shall not be used.

UNSUCCESSFUL_QOS_VALIDATION (11)

This value is used to:

-          indicate that the QoS validation has failed or,

-          Indicate when Guaranteed Bandwidth > Max-Requested-Bandwidth.

Therefore it is proposed to define this new rules within TS 29.212
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**************************************** 1st Change **********************************************
5.3.38
Rule-Failure-Code AVP (All access types)

The Rule-Failure-Code AVP (AVP code 1031) is of type Enumerated. It is sent by the PCEF to the PCRF within a Charging-Rule-Report AVP to identify the reason a PCC Rule is being reported.

The following values are defined:

UNKNOWN_RULE_NAME (1)


This value is used to indicate that the pre-provisioned PCC rule could not be successfully activated because the Charging-Rule-Name or Charging-Rule-Base-Name is unknown to the PCEF.

RATING_GROUP_ERROR (2)


This value is used to indicate that the PCC rule could not be successfully installed or enforced because the Rating-Group specified within the Charging-Rule-Definition AVP by the PCRF is unknown or, invalid.

SERVICE_IDENTIFIER_ERROR (3)


This value is used to indicate that the PCC rule could not be successfully installed or enforced because the Service-Identifier specified within the Charging-Rule-Definition AVP by the PCRF is invalid, unknown, or not applicable to the service being charged.

GW/PCEF_MALFUNCTION (4)


This value is used to indicate that the PCC rule could not be successfully installed (for those provisioned from the PCRF) or activated (for those pre-provisioned in PCEF) or enforced (for those already successfully installed) due to GW/PCEF malfunction.

RESOURCES_LIMITATION (5)


This value is used to indicate that the PCC rule could not be successfully installed (for those provisioned from PCRF) or activated (for those pre-provisioned in PCEF) or enforced (for those already successfully installed) due to a limitation of resources at the PCEF.

MAX_NR_BEARERS_REACHED (6)


This value is used to indicate that the PCC rule could not be successfully installed (for those provisioned from PCRF) or activated (for those pre-provisioned in PCEF) or enforced (for those already successfully installed) due to the fact that the maximum number of bearers has been reached for the IP-CAN session.
UNKNOWN_BEARER_ID (7)


This value is used to indicate that the PCC rule could not be successfully installed or enforced at the PCEF because the Bearer-Id specified within the Charging-Rule-Install AVP by the PCRF is unknown or invalid. Applicable only for GPRS in the case the PCRF performs the bearer binding.

MISSING_BEARER_ID (8)


This value is used to indicate that the PCC rule could not be successfully installed or enforced at the PCEF because the Bearer-Id is not specified within the Charging-Rule-Install AVP by the PCRF. Applicable only for GPRS in the case the PCRF performs the bearer binding. 

MISSING_FLOW_INFORMATION (9)


This value is used to indicate that the PCC rule could not be successfully installed or enforced because the Flow-Information AVP is not specified within the Charging-Rule-Definition AVP by the PCRF during the first install request of the PCC rule.
RESOURCE_ALLOCATION_FAILURE (10)

This value is used to indicate that the PCC rule could not be successfully installed or maintained since the bearer establishment/modification failed, or the bearer was released.

UNSUCCESSFUL_QOS_VALIDATION (11)


This value is used to:

· indicate that the QoS validation has failed or,
· Indicate when Guaranteed Bandwidth > Max-Requested-Bandwidth.
INCORRECT_FLOW_INFORMATION (12)


This value is used to indicate that the PCC rule could not be successfully installed or modified at the PCEF because the provided flow information is not supported by the network (e.g. the provided IP address(es) or IPv6 prefix(es) do not correspond to an IP version applicable for the IP-CAN session).
PS_TO_CS_HANDOVER (13)


This value is used to indicate that the PCC rule could not be maintained because of PS to CS handover. This value is only applicable for 3GPP-GPRS and 3GPP-EPS. Applicable to functionality introduced with the Rel9 feature as described in clause 5.4.1
NO_BEARER_BOUND (15)


This value is used to indicate that there is no IP-CAN bearer without traffic mapping information which the PCEF can bind the PCC rule(s) including Rule-Activation-Time AVP to.
FILTER_RESTRICTIONS (XX)
This value is used to indicate that the Flow-Description AVP(s) cannot be handled by the PCEF because one of the following restrictions was not met.
-
Only the Action "permit" shall be used.

-
No "options" shall be used.

-
The invert modifier "!" for addresses shall not be used.

-
The keyword "assigned" shall not be used.
****************************** *******End of Changes *********************************************
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