3_New_lines_in_Work_plan_3gpp_GP#54_TSG#56
Release 12 Studies

	UID
	Name
	Resource
	Hyperlink
	WI_rapporteur
	Notes
	TSs_and_TRs

	560000
	Study on Optimized Offloading to WLAN in 3GPP-RAT mobility
	S2
	SP-120261
	RIM
	Linked to UID_350027 SAE for support for non-3GPP accesses (SAES-SA-FP_n3GPP), UID_410043 MAPIM, UID_450041 IFOM, UID_530046 SaMOG
	new TR 23.8ab Study on Optimized Offloading to WLAN in 3GPP RAT mobility

	560000
	Study on Application Based Charging
	S2
	SP-120271
	Allot Communications
	Linked to Rel-11 Feature UID_500032 Service Awareness and Privacy Policies (SAPP)
	23.8xy

	560000
	Study on IP Flow Mobility support for S2a and S2b Interfaces
	S2
	SP-120270
	ZTE
	TR 23.861 (Network based IP flow mobility) ??? Work item which gave rise to this spec:  FS_MAPIM
	23.861 ??

	560000
	Study on UMTS/LTE FDD in 2GHz Band
	R4
	RP-120754
	KT
	-
	UTRA, LTE 37.8xy


Release 12 Features

	UID
	Name
	Acronym
	Resource
	Hyperlink
	WI_rapporteur
	Notes
	TSs_and_TRs

	560000
	Explicit Communication Transfer Blind (ECT Blind) service interactions
	ECTB
	S1
	SP-120301
	Orange
	SP#56 WID approved & Stage 1 completed. Clarify service interactions between ECT Blind with OIP (Originating Identification Presentation) and ICB (Incoming Communication Barring) in TS 22.173 (Multimedia Telephony Service and supplementary services)
	-

	560000
	Stage 1 for Explicit Communication Transfer Blind (ECT Blind) service interactions
	ECTB
	S1
	SP-120301
	Orange
	SP#56 new WID approved & work completed. Clarify the service interactions between ECT Blind and other MMTEL Supplementary Services
	22.173

	560000
	Group Communication System Enablers for LTE
	GCSE_LTE
	S1
	SP-120302
	Nokia Siemens Networks
	Linked to Rel-12 FS_ProSe TR 22.803 Study on Proximity-based Services. External requirements: NIST, MESA, APCO Global Alliance, TCCA. Specify 3GPP system enablers to support group communication over LTE for Public Safety.
	-

	560000
	Stage 1 for Group Communication System Enablers for LTE
	GCSE_LTE
	S1
	SP-120302
	Nokia Siemens Networks
	SA#56 to reply LS from ETSI TETRA (S1-121247/TETRA(12)000036r1) to infor Approval of this WID
	new TS 22.abc (Group Communication System Enablers for LTE)

	560000
	Policy and Charging Control for supporting fixed broadband access networks
	P4C
	S2,S5
	SP-120274
	Huawei
	Stage 2. Linked to BBF, IETF work.
	Stage 2

	560000
	TR on Stage 2 on Support for fixed broadband access networks convergence
	P4C
	S2,S5
	SP-120274
	Huawei
	-
	new TR 23.8ab

	560000
	BB1: Policy and Charging Control for supporting traffic from fixed terminals and NSWO traffic from 3GPP UEs in fixed broadband access networks (P4C_F)
	P4C_F
	S2,S5
	SP-120275
	Huawei
	-
	23.139, 23.203, new TR 23.8ab

	560000
	BB2: Policy and Charging Control for 3GPP UEs connected to BroadBand Forum access network as Trusted network in Interworking scenario (P4C_TI)
	P4C_TI
	S2,S5
	SP-120276
	Alcatel-Lucent
	-
	23.139, 23.203, new TR 23.839

	560000
	BB3: Policy and Charging Control for 3GPP UEs connected to fixed broadband access network  via S2b and S2c reference points for EPC routed traffic (P4C_S2bc)
	P4C_S2bc
	S2
	SP-120277
	ZTE
	-
	23.139, 23.203, new TR 23.8ab

	560000
	BB4: Policy and Charging Control for EPC routed traffic over fixed broadband access networks of 3GPP UEs connected via H(e)NB in convergent scenarios (P4C_HeNB)
	P4C_HeNB
	S2
	SP-120278
	NEC
	-
	23.139, 23.203, new TR 23.8ab

	560000
	BB5: Policy and Charging Control for supporting Layer 2 traffic in fixed broadband access network (P4C_FL2)
	P4C_FL2
	S2,S5
	SP-120279
	Huawei
	-
	23.139, 23.203, new TR 23.8ab

	560000
	BB6: Policy and Charging Control for 3GPP UEs connected to fixed broadband access networks via S2a reference point for EPC routed traffic in convergence (P4C_TC)
	P4C_TC
	S2,S5
	SP-120280
	ZTE
	-
	23.139, 23.203, new TR 23.8ab

	560000
	Machine-Type and other mobile data applications Communications enhancements
	MTCe
	S2,S1,S5
	SP-120263
	Intel
	Study and provide Stage 2 specification for the requirements in SA1 TSs 22.368, 22.101
	

	560000
	Support for Interworking with M2M Service Enablement (Stage 1)
	MTCe-SIMSE
	S1
	SP-120300
	KPN
	Stage 1. Define requirements for interworking with M2M service enablement layer specified by ETSI TC M2M
	22.368

	560000
	Stage 1 for Support for Interworking with M2M Service Enablement
	MTCe-SIMSE
	S1
	SP-120300
	KPN
	External requirements : ETSI TC M2M TS 102 689 (Source of specifications for Service Enablement layer)
	22.368

	560000
	TR on Stage 2 for Machine-Type and other mobile data applications Communications enhancements
	MTCe-TR
	S2
	SP-120263
	Intel
	Study capturing solution alternatives and evaluations for Stage 2 meeting requirements in 22.368, 22.101
	new TR 23.8xy

	560000
	Small Data and Device Triggering Enhancements (SDDTE)
	MTCe-SDDTE
	S2
	SP-120264
	Intel
	-
	23.682

	560000
	Monitoring Enhancements (MONTE)
	MTCe-MONTE
	S2
	SP-120265
	Intel
	-
	23.682

	560000
	UE Power Consumptions Optimizations (UEPCOP)
	MTCe-UEPCOP
	S2
	SP-120266
	Ericsson
	-
	23.060, 23.401, 23.682

	560000
	Group based MTC feature (GROUP)
	MTCe-GROUP
	S2,S5
	SP-120267
	KPN
	Fulfil the group based Rel-11 Stage 1 for System Improvements to Machine Type UID_480130 requirements in TS 22.368 on policing (cl. 7.2.14.2), addressing (cl. 7.2.14.3), charging (cl. 7.1.5)
	23.682

	560000
	Security and Privacy aspects for Machine-Type and other mobile data applications Communications enhancements (Stage 2)
	MTCe
	S3
	SP-120333
	Samsung
	Stage 2
	new Stage 2 TS 33.xyz

	560000
	IMS Business Trunking for IP-PBX in Static Mode of Operation
	BusTI
	S2,S1
	SP-120272
	Deutsche Telekom
	Stage 2. Linked to Rel-11 IPXS Feature UID_470051 Advanced IP Interconnection of Services. This WI defines a generic framework for interconnecting with any type of IMS based network including IP-PBXs.
	-

	560000
	TR on IMS Business Trunking for IP-PBX in Static Mode of Operation
	BusTI
	S2,S1
	SP-120272
	Deutsche Telekom
	Feasibility study on IMS Business Trunking for IP-PBX in Static Mode of Operation
	new TR 23.8ab Feasibility study on IMS Business Trunking for IP-PBX in Static Mode of Operation

	560000
	Stage 2 for IMS Business Trunking for IP-PBX in Static Mode of Operation
	BusTI
	S2
	SP-120272
	Deutsche Telekom
	-
	23.228

	560000
	WLAN Network Selection for 3GPP Terminals
	WLAN_ NSUE
	S2,S1
	SP-120259
	Intel
	Linked to Rel-11 IPXS Feature UID_470051 Advanced IP Interconnection of Services. This WI defines a generic framework for interconnecting with any type of IMS based network including IP-PBXs.
	-

	560000
	TR on WLAN Network Selection for 3GPP Terminals
	WLAN_ NSUE
	S2,S1
	SP-120259
	Intel
	-
	new TR 23.8yz on WLAN network selection for 3GPP terminals

	560000
	IMS Overload Control
	IOC
	S2
	SP-120273
	Orange, China Mobile
	Linked to UID_410041 Study on IMS Evolution (TR 23.812 studied candidate solutions for IOC). Solutions from IETF SOC WG and existing 3GPP procedures should be re-used if possible, and backward compatibility ensured.
	Stage 2

	560000
	Stage 2 for IMS Overload Control
	IOC
	S2
	SP-120273
	Orange, China Mobile
	-
	23.228

	560000
	Rel-12 Security small Enhancements
	SEC12
	S3
	not applicable
	-
	
	-

	560000
	Stage 1 for Protection against false PWS Warning Notifications
	PWS_Sec
	S1
	SP-120299
	Vodafone
	Specify requirements to offer protection against false PWS Warning Notifications (Optional as not all regions/countries require this functionality)
	22.268

	560000
	Specification of IMS media plane security extensions
	eMEDIASEC
	S3
	SP-120332
	Vodafone
	Stage 2. Triggered by Rel-11 TR 33.829 Study on Extended IMS media plane security features (FS_eMEDIASEC)
	33.328

	560000
	Rel-12 Operations, Administration, Maintenance and Provisioning (OAM&P)
	OAM12
	S5
	not applicable
	-
	-
	-

	560000
	Rel-12 Self-Organizing Networks (SON) - OAM aspects
	OAM12-SON
	S5
	not applicable
	-
	-
	-

	560000
	Enhanced Network Management (NM) Centralized Coverage and Capacity Optimization
	SON-NM-3CO
	S5
	SP-120347
	Ericsson
	-
	32.103, 32.425, 32.521, 32.522, 32.762, 32.766, new TR 32.8xy

	560000
	Multi-vendor Plug and Play eNB connection to the network
	SON-NM-MUPPET
	S5
	SP-120348
	Nokia Siemens Networks
	-
	32.501, new TS [nm.ij2 (Messages for multi-vendor plug and play, stage 2), nm.ij6 (Messages for multi-vendor plug and play , stage 3)]

	560000
	Compliance of 3GPP SA5 specifications to the NGMN Top Operational Efficiency (OPE) Recommendations
	OAM-NGMN_OPE
	S5
	SP-120349
	Huawei
	Stage 1/2/3. Source of external requirements: NGMN Top OPE Recommendations 1.0
	32.101,32.102,32.103,32.111-1,32.111-2,32.111-6,32.15x,32.401,32.411,32.412,32.421,32.422,32.423,32.431,32.432,32.436,32.441,32.442,32.446,32.500,32.501,32.502,32.506,32.521,32.522,32.526,32.531,32.532,32.536,32.551,32.691,32.692,32.696,32.762,New TR 32.8

	560000
	Compliance of 3GPP SA5 specifications to the NGMN Next Generation Converged Operations Requirements (NGCOR)
	OAM-NGMN_NGCOR
	S5
	SP-120350
	Huawei
	Stage 1/2/3. Source of external requirements: NGMN NGCOR v1.3
	-

	560000
	TR on Compliance of 3GPP SA5 specifications to the NGMN Next Generation Converged Operations Requirements (NGCOR)
	OAM-NGMN_NGCOR
	S5
	SP-120350
	Huawei
	-
	new TR 32.8vw

	560000
	Converged management Model Alignment (Phase 2)
	OAM-MODAL
	S5
	SP-120351
	Nokia Siemens Networks
	Stage 1/2/3. 
	32.101, 32.103, new TS 32.xxx/28.xxx (FMC FNIM Umbrella Operations Model (OIM), new TR (32.8ab [Management Specification Tooling Environment], 32.8cd [Management Specification Testing Recommendations])

	560000
	Converged management Performance Management (PM) Interface Definitions
	OAM-PMID
	S5
	SP-120352
	China Mobile
	Stage 1/2/3. 
	New TSs (32.PM1 to 32.PM7)

	560000
	3GPP Fault Management (FM) Solution Profile for NGMN Next Generation Converged Operations Requirements (NGCOR)
	OAM-FMSP
	S5
	SP-120353
	Ericsson
	Stage 1/2/3. 
	32.103 or New TS 28.abc

	560000
	WLAN Management
	WLAN-OAM
	S5
	SP-120354
	Intel
	-
	-

	560000
	TR on WLAN impacts to Type-2 management interface to the 3GPP Network Manager
	WLAN-OAM
	S5
	SP-120354
	Intel
	new TR 32.8xy

	560000
	WLAN Network Resource Model for Type-2 interface (Fault and Performance monitoring support only)
	WLAN-OAM
	S5
	SP-120354
	Intel
	new TSs ab.xy1/2/6 WLAN NRM Requirements/Information Service/Solution Set

	560000
	WLAN measurements defined in IEEE and IETF WLAN performance measurements for use on Type-2 interface (SA5 shall not define new WLAN performance measurements)
	WLAN-OAM
	S5
	SP-120354
	Intel
	new TSs ab.xyz (Performance Management; performance measurements for WLAN)

	560000
	Further enhancements to H(e)NB mobility
	HNB_mob_enh2
	R3,R2
	RP-120853
	Alcatel-Lucent
	Stage 2/3. Triggered by FS_EHNB_enh (UTRA, LTE TR 37.803)  for UTRA only. compare also REL-10 WI HNB_HENB_mob_enh RP-110183
	UTRA

	560000
	Core part: Further enhancements to H(e)NB mobility
	HNB_mob_enh2-Core
	R3,R2
	RP-120853
	Alcatel-Lucent
	-
	25.331, 25.413, 25.423, 25.467, 25.469, 25.471, 36.300, 36.331, 36.413, 36.423

	560000
	Further enhancements for HNB and HeNB
	EHNB_enh
	R3,R2
	RP-120852
	Alcatel-Lucent
	Stage 2/3. Triggered by FS_EHNB_enh (UTRA, LTE TR 37.803)
	UTRA, LTE

	560000
	Core part: Further enhancements for HNB and HeNB
	EHNB_enh-Core
	R3,R2
	RP-120852
	Alcatel-Lucent
	-
	25.331, 25.413, 25.423, 25.467, 25.469, 25.471, 36.300, 36.331, 36.413, 36.423

	560000
	LTE Advanced Intra-band Contiguous Carrier Aggregation in Band 1
	LTE_CA_C_B1
	R4
	RP-120826
	KDDI
	Stage 3
	LTE

	560000
	Core part: LTE Advanced Intra-band Contiguous Carrier Aggregation in Band 1
	LTE_CA_C_B1-Core
	R4
	RP-120826
	KDDI
	-
	36.101, 36.104, 36.133, 36.141, 36.307, new TR 36.8xy

	560000
	Perf. part: LTE Advanced Intra-band Contiguous Carrier Aggregation in Band 1
	LTE_CA_C_B1-Perf
	R4
	RP-120826
	KDDI
	36.101, 36.104, 36.133, 36.141, 36.307

	560000
	LTE Advanced Intra-band Non-Contiguous Carrier Aggregation in Band 4
	LTE_CA_NC_B4
	R4
	RP-120593
	T-Mobile USA
	Stage 3
	LTE

	560000
	Core part: LTE Advanced Intra-band Non-Contiguous Carrier Aggregation in Band 4
	LTE_CA_NC_B4-Core
	R4
	RP-120593
	T-Mobile USA
	-
	36.101, 36.104, 36.133, 36.141, 36.307, new TR 36.8xy (Intra-band Non-contiguous CA for Band 4 for LTE)

	560000
	Perf. part: LTE Advanced Intra-band Non-Contiguous Carrier Aggregation in Band 4
	LTE_CA_NC_B4-Perf
	R4
	RP-120593
	T-Mobile USA
	36.101, 36.104, 36.133, 36.141, 36.307

	560000
	LTE Advanced Inter-band Carrier Aggregation of Band 2 and Band 4
	LTE_CA_B2_B4
	R4
	RP-120594
	T-Mobile USA
	Stage 3
	LTE

	560000
	Core part: LTE Advanced Inter-band Carrier Aggregation of Band 2 and Band 4
	LTE_CA_B2_B4-Core
	R4
	RP-120594
	T-Mobile USA
	-
	36.101, 36.104, 36.133, 36.141, 36.307, TR 36.850

	560000
	Perf. part: LTE Advanced Inter-band Carrier Aggregation of Band 2 and Band 4
	LTE_CA_B2_B4-Perf
	R4
	RP-120594
	T-Mobile USA
	36.101, 36.104, 36.133, 36.141, 36.307


Release 11 Features
	UID
	Name
	Acronym
	Resource
	Hyperlink
	WI_rapporteur
	Notes
	TSs_and_TRs

	560002
	Stage 2/3 for SMS in MME architecture option and related PS-only service subscription
	SIMTC-PS_Only
	C1,C4
	CP-120418
	Ericsson
	New Stage 2 i/f btw MME & SMS central functions requires a Diameter based protocol as it applies to MME. LTE operators with SMS in MME architecture but w/o 3GPP 2G/3G services (CDMA), need not deploy Diameter based solution & MAP if only SMS via PS req.
	Stage 2/3

	560102
	CT1 part of Stage 2/3 for SMS in MME architecture option and related PS-only service subscription
	SIMTC-PS_Only
	C1
	CP-120418
	Ericsson
	CP#56 updated WID CP-110756=>CP-120276
	23.040, 24.008, 24.011, 24.301, 29.118

	560202
	CT4 part of Stage 2/3 for SMS in MME architecture option and related PS-only service subscription
	SIMTC-PS_Only
	C4
	CP-120418
	Ericsson
	CP#56 updated WID CP-110756=>CP-120276
	23.003, 23.008, 23.012, 29.002, 29.272, 29.305, new TS 29.338 

	560003
	CT3 part of Stage 3 for Inclusion of Media Resource Broker
	MRB
	C3
	CP-120277
	AT&T
	CP#56 updated WID CP-110642=>C1-121669 (added CT3 part)
	29.165

	560000
	Coordination of Video Orientation
	CVO
	S4
	SP-120228
	Ericsson
	resolve backward compatible video orientation mis-alignment issues in MTSI real-time video communication via interaction between MTSI video clients at call setup & during mid-call of the video orientation for correct local rendering
	26.114, 26.141, 26.234, 26.346

	560000
	Mobile 3D Video Coding
	M3DV
	S4
	SP-120229
	Orange
	Triggered by UID_520036 Rel-11 Study on Mobile 3D Video Coding (FS_M3DVC) TR 26.905.
	26.140, 26.234, 26.244, 26.245, 26.247, 26.346, 26.430, 26.905

	560004
	CT4 part of CN Stage 3 for Full Support of Multi-Operator Core Network by GERAN
	Full_MOCN-GERAN
	C4
	GP-120737
	Alcatel-Lucent
	GP#54 updated WID GP-111459=>GP-120737 (added CT4 part 23.003 Numbering, addressing and identification)
	23.003

	560000
	Stage 2 for Gateway Core Network Sharing for GERAN
	Full_MOCN-GERAN-GWCN
	S2
	SP-120268
	Vodafone
	Stage 2. TS 23.251 specifies both MOCN and GWCN for E-UTRAN and UTRAN, but GWCN is not yet supported on GERAN. Extend Full_MOCN-GERAN to also cover GWCN GERAN
	23.251

	560005
	AT commands for Universal Resource Identifier (URI) support
	ATURI
	C1
	CP-120275
	Intel
	Define new AT comds for URI addresses for IMS services (e.g. VoLTE). 27.007 (AT comds to control MT functions and GSM/UMTS/LTE network services from TE. 27.005 (AT commands for SMS). Currently address types for AT comds based on dialling #
	27.005, 27.007

	560006
	PS Additional Number (Stage 3)
	PSAN
	C4
	CP-120253
	Deutsche Telekom
	Stage 1 in Rel-11 SA1 TS 22.101 clause 17.7.3 (No Stage 2 needed since no architecture impact)
	23.003, 23.008, 29.002, 29.272, 29.230

	560007
	Generic IMS User Group Over Sh
	GenUG_Sh
	C4
	CP-120254
	Alcatel-Lucent
	-
	29.364


Release 11 Testing
	UID
	Name
	Resource
	Hyperlink
	WI_rapporteur
	Notes
	TSs_and_TRs

	560000
	Conformance Test Aspects – ZUC (EEA3 and EIA3 Encryption & Integrity EPS security Algorithms
	R5
	RP-120631
	CATR
	Testing for SA3 TSs 33.401, new (35.221, 35.222, 35.223)
	36.523-1, 36.523-2, 36.523-3

	560000
	Test part: LTE E850 - Lower Band for Region 2 (non-US), Band 27
	R5
	RP-120600
	NII Holdings
	-
	36.508, 36.521-1, 36.521-2, 36.521-3, 36.523-2, 36.523-3, 37.571-1

	560000
	Test part: LTE for 700 MHz Digital Dividend
	R5
	RP-120600
	Ericsson
	-
	36.508, 36.521-1, 36.521-2, 36.521-3, 36.523-2, 36.523-3, 37.571-1


Release 11 IETF
	UID
	Name
	Acronym
	Resource
	Hyperlink
	WI_rapporteur
	Notes
	TSs_and_TRs

	561010
	(IETF) CT4 part of CN aspects of Mobility based On GTP & PMIPv6 for WLAN access to EPC
	SaMOG_WLAN-CN
	C4-IETF
	CP-110802
	Mark Jones
	CP#56 added IETF dependency. Work in progress (Introduced with C4-120828)
	IETF Draft draft-ietf-radext-ieee802ext-01 (RADIUS Attributes for 802 Networks)


Release 10 Testing
	UID
	Name
	Resource
	Hyperlink
	WI_rapporteur
	Notes
	TSs_and_TRs

	560000
	Test part: Enhanced Downlink Multiple Antenna Transmission for LTE
	R5
	RP-120612
	ZTE
	Testing for 36.101, 36.133
	36.508, 36.521-1, 36.521-2


Release 10  IETF dependency

	UID
	Name
	Acronym
	Resource
	Notes
	TSs_and_TRs

	561001
	(IETF) Further improvements of II-NNI Stage 3 based on operational feedback and evolution of other specifications
	II-NNI2
	C3-IETF
	RFC editors queue, miss reference
	draft-ietf-sip-session-policy-framework

	561002
	(IETF) Further improvements of II-NNI Stage 3 based on operational feedback and evolution of other specifications
	II-NNI2
	C3-IETF
	Not completed internet-draft,  (29.165)
	draft-ietf-sipcore-proxy-feature


Release 9  IETF dependency

	UID
	Name
	Acronym
	Resource
	WI_rapporteur
	Notes
	TSs_and_TRs

	561003
	(IETF) CT3 aspects of SRVCC support for IMS Emergency Calls
	IMS_EMER_GPRS_EPS_SRVCC
	C3-IETF
	Andrew Allen
	Not completed internet-draft, (29.163)
	draft-montemurro-gsma-imei-urn

	561004
	(IETF) Operational description of the Inter-IMS Network to Network Interface (II-NNI)
	II-NNI
	C3-IETF
	Expired, (29.165)
	draft-kaplan-dispatch-session-id

	561005
	(IETF) Operational description of the Inter-IMS Network to Network Interface (II-NNI)
	II-NNI
	C3-IETF
	Keith Drage
	Expired,  (29.165)
	draft-vanelburg-dispatch-private-network-ind

	561006
	(IETF) Operational description of the Inter-IMS Network to Network Interface (II-NNI)
	II-NNI
	C3-IETF
	Not completed internet-draft, (29.165)
	draft-ietf-salud-alert-info-urns

	561007
	(IETF) Operational description of the Inter-IMS Network to Network Interface (II-NNI)
	II-NNI
	C3-IETF
	In WGLC
	draft-ietf-cuss-sip-uui

	561008
	(IETF) Operational description of the Inter-IMS Network to Network Interface (II-NNI)
	II-NNI
	C3-IETF
	Keith Drage
	In WGLC
	draft-ietf-cuss-sip-uui-isdn

	561009
	(IETF) Operational description of the Inter-IMS Network to Network Interface (II-NNI)
	II-NNI
	C3-IETF
	-
	Not completed internet-draft, (29.165)
	draft-dawes-sipping-debug


