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	3GPP TS 23.167 IMS Emergency Sessions is updated to clarify some requirements on emergency registration:
The emergency registration shall be handled separately from the normal IMS registrations, and not affect the registration status of the user.

Emergency registrations shall not affect registration status of the user, what changes previous behaviour in HSS in relation with following aspects:
a) IMS restoration procedures

S-CSCF stores S-CSCF restoration data in HSS with SAR (REGISTRATION or RE-REGISTRATION), in this case, for emergency sessions the S-CSCF sets Multiple-Registration-Indication, avoiding to overwrite S-CSCF restoration data already stored in HSS.

For this reason, Multiple-Registration-Indication applies to emergency sessions.

However, taking into account 3GPP TS 23.167 requirement modification, the S-CSCF will not register (neither REGISTRATION nor RE-REGISTRATION) emergency sessions, therefore S-CSCF restoration data is not updated with data for emergency sessions, i.e. restoration data is not kept for emergency sessions.

This implies that Multiple-Registration-Indication will never apply to emergency sessions.
b) RTR/RTA procedure

Emergency sessions are only de-registered when their timer expires in S-CSCF, therefore they can not be administrative de-registered with RTR. 

In RTA the IE Identities with Emergency Registration indicates what pairs of private and public user identities are still involved in emergency sessions in S-CSCF. Now, this IE element includes as well S-CSCF restoration data, but this data is not any longer needed since restoration data is not kept for emergency sessions.

Apart from that, now when only emergency sessions remain active in S-CSCF, the user registration status in HSS is not modified, but this shall be corrected since the 3GPP TS 23.167 requires the emergency sessions shall not affect user registration status.

Apart from that, S-CSCF detailed behaviour shall be modified.
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In these cases, when S-CSCF name is kept, the registration state is set to Unregistered. 

A new annex is added to cover S-CSCF detailed behaviour specific for emergency registrations.
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* * * First Change * * * *

6.1.2
S-CSCF registration/deregistration notification

This procedure is used between the S-CSCF and the HSS. The procedure is invoked by the S-CSCF, corresponds to the combination of the operations Cx-Put and Cx-Pull (see 3GPP TS 23.228 [1]) and is used:

-
To assign an S-CSCF to a Public Identity, or to clear the name of the S-CSCF assigned to one or more Public Identities.

-
To download from HSS the relevant user information for the S-CSCF.

-
To backup and retrieve the S-CSCF Restoration Information (see 3GPP TS 23.380 [19]) in the HSS.
This procedure is mapped to the commands Server-Assignment-Request/Answer in the Diameter application specified in 3GPP TS 29.229 [5]. Tables 6.1.2.1 and 6.1.2.2 describe the involved information elements.

Table 6.1.2.1: S-CSCF registration/deregistration notification request

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	Public User Identity / Public Service Identity

(See 7.2 and 7.2a)
	Public-Identity
	C
	Public Identity or list of Public Identities.

One and only one Public Identity shall be present if the Server-Assignment-Type is any value other than TIMEOUT_DEREGISTRATION, USER_DEREGISTRATION, DEREGISTRATION_TOO_MUCH_DATA, TIMEOUT_DEREGISTRATION_STORE_SERVER_NAME, USER_DEREGISTRATION_STORE_SERVER_NAME or ADMINISTRATIVE_DEREGISTRATION.

If Server-Assignment-Type indicates deregistration of some type and Private Identity is not present in the request, at least one Public Identity shall be present.

	S-CSCF Name

(See 7.4)
	Server-Name
	M
	Name of the S-CSCF.

	Private User Identity / Private Service Identity

(See 7.3 and 7.3a)
	User-Name
	C
	Private Identity.

It shall be present if it is available when the S-CSCF issues the request.

It may be absent during the initiation of a session to an unregistered Public Identity. In such situation, Server-Assignment-Type shall contain the value UNREGISTERED_USER.

In case of de-registration, Server-Assignment-Type equal to TIMEOUT_DEREGISTRATION,  ADMINISTRATIVE_DEREGISTRATION, DEREGISTRATION_TOO_MUCH_DATA or TIMEOUT_DEREGISTRATION_STORE_SERVER_NAME if no Public-Identity AVPs are present then User-Name AVP shall be present. 

	Server Assignment Type

(See 7.8)
	Server-Assignment-Type
	M
	Type of update that the S-CSCF requests in the HSS (e.g: de-registration). See 3GPP TS 29.229 [5] for all the possible values.

	User Data Already Available

(See 7.16)
	User-Data-Already-Available
	M
	This indicates if the user profile is already available in the S-CSCF.

In the case where Server-Assignment-Type is not equal to NO_ASSIGNMENT, REGISTRATION, RE_REGISTRATION or UNREGISTERED_USER, the HSS shall not use User Data Already Available when processing the request.

	Routing Information (See 7.13)
	Destination-Host 
	C
	If the S-CSCF knows the HSS name, the Destination-Host AVP shall be present in the command. 

This information is available if the request belongs to an already existing registration, e.g. in case of the re-registration, where the HSS name is stored in the S-CSCF. The HSS name is obtained from the Origin-Host AVP, which is received from the HSS, e.g. included in the MAA command.

This information may not be available if the command is sent as a consequence of a session termination for an unregistered Public Identity. In this case the Destination-Host AVP is not present and the command is routed to the next Diameter node, e.g. SLF, based on the Diameter routing table in the S-CSCF. 

	Wildcarded Public Identity (See 7.2b)
	Wildcarded-Public-Identity
	O
	If the request refers to a Wildcarded PSI or Wildcarded Public User Identity, and the Server-Asignment-Type is set to UNREGISTERED_USER, NO_ASSIGNMENT, TIMEOUT_DEREGISTRATION_STORE_SERVER_NAME, ADMINISTRATIVE_DEREGISTRATION, DEREGISTRATION_TOO_MUCH_DATA or TIMEOUT_DEREGISTRATION, the S-CSCF may include the corresponding Wildcarded PSI or Wildcarded Public User Identity in this information element.

If this element is present, it shall be used by the HSS to identify the identity affected by the request.  The terms Public Identity or Public Service Identity in the detailed behaviour refer then to the Wildcarded Public Identity.

	S-CSCF Restoration Information (See 7.21)
	SCSCF-Restoration-Info
	C
	When the S-CSCF supports IMS Restoration Procedures, if Server-Assignment-Type is REGISTRATION or RE_REGISTRATION, and any of the related restoration information changed compared to the previous one, the S-CSCF shall send this information element to the HSS. This information allows a later retrieval in case of an S-CSCF service interruption.

	Multiple-Registration-Indication

(See 7.23)
	Multiple-Registration-Indication
	C
	When the S-CSCF supports IMS Restoration Procedures, if Server-Assignment-Type is REGISTRATION and the registration is a multiple registration and the Public User Identity is not stored as registered with the Private User Identity as in the request in the S-CSCF, the S-CSCF shall send this information element to the HSS.

	Session-Priority

(See 7.24)
	Session-Priority
	O
	This information element shall indicate the session's priority to the HSS. If it is not included, the request shall be treated as normal.


Table 6.1.2.2: S-CSCF registration/deregistration notification response

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	Private User Identity / Private Service Identity

(See 7.3 and 7.3a)
	User-Name
	C
	Private Identity. 

It shall be present if it is available when the HSS sends the response.

It may be absent in the following error case: when the Server-Assignment-Type of the request is UNREGISTERED_USER and the received Public Identity is not known by the HSS.

	Registration result

(See 7.6)
	Result-Code / Experimental-Result
	M
	Result of registration.

Result-Code AVP shall be used for errors defined in the Diameter Base Protocol.

Experimental-Result AVP shall be used for Cx/Dx errors. This is a grouped AVP which contains the 3GPP Vendor ID in the Vendor-Id AVP, and the error code in the Experimental-Result-Code AVP.

	User Profile

(See 7.7)
	User-Data
	C
	Relevant user profile.

It shall be present when Server-Assignment-Type in the request is equal to NO_ASSIGNMENT, REGISTRATION, RE_REGISTRATION or UNREGISTERED_USER according to the rules defined in section 6.6.

If the S-CSCF receives more data than it is prepared to accept, it shall perform the de-registration of the Private Identity with Server-Assignment-Type set to DEREGISTRATION_TOO_MUCH_DATA and send back a SIP 3xx or 480 (Temporarily Unavailable) response, which shall trigger the selection of a new S-CSCF by the I-CSCF, as specified in 3GPP TS 24.229 [8].

	Charging Information (See 7.12)
	Charging-Information
	C
	Addresses of the charging functions.

It shall be present when the User-Data AVP is sent to the S-CSCF.

When this parameter is included, either the Primary-Charging-Collection-Function-Name AVP or the Primary-Event-Charging-Function-Name AVP shall be included. All other elements shall be included if they are available.

	Associated Private Identities
	Associated-Identities
	O
	This AVP contains all Private Identities, which belong to the same IMS subscription as the Private Identity or Public Identity received in the SAR command.

If the IMS subscription contains only single Private Identity this AVP shall not be present.

	Loose-Route Indication
	Loose-Route-Indication
	C
	This AVP indicates to the S-CSCF that loose-route mechanism shall be applied to the public identities contained in the user profile received from the HSS.

If the loose-route mechanim is required, this AVP shall be present and set to LOOSE_ROUTE_REQUIRED. 

If the Loose-Route mechanism is not required, this AVP may be either absent or present. If present, it shall be set to LOOSE_ROUTE_NOT_REQUIRED.

	S-CSCF Restoration Information (See 7.21)
	SCSCF-Restoration-Info
	C
	This information shall be present if it was stored by the S-CSCF in the HSS and Server-Assignment-Type is either UNREGISTERED_USER or NO_ASSIGNMENT. 
This information shall also be present if it was stored by the S-CSCF in the HSS and the SAR indicates it is related to a multiple registration and Server-Assignment-Type is REGISTRATION.

	Associated Registered Private Identities

(See 7.22)
	Associated-Registered-Identities
	C
	This AVP contains all Private Identities that were registered with the Public Identity received in the SAR command.

The HSS shall send this information element if the IMS Restoration Procedures are supported and the value of Server-Assignment-Type in the request is REGISTRATION or RE_REGISTRATION and there are other Private Identities different from the Private Identity received in the SAR command being registered with the Public Identity received in the SAR command. 
Otherwise, this AVP shall not be present.

	S-CSCF Name

(See 7.4)
	Server-Name
	C
	Name of the assigned S-CSCF. 

This AVP shall be present, if the requesting S-CSCF name is different from the previously assigned S-CSCF name stored in the HSS.

	Wildcarded Public Identity (See 7.2b)
	Wildcarded-Public-Identity
	C
	This AVP shall be present if:

· the value of Server-Assignment-Type in the request was UNREGISTERED_USER and 

· the Wildcarded-Public-Identity AVP in the request was not present and 

· the Public Identity in the request fell within the range of a Wildcarded Public User Identity in the HSS whose state is registered.
If this element is present, it shall be used by the S-CSCF to identify the identity affected by the request.


* * * Next Change * * * *

6.1.3
Network initiated de-registration by the HSS, administrative

In case of network initiated de-registration of by the HSS, the HSS change the state of the Public Identities to Not Registered and send a notification to the S-CSCF indicating the identities that shall be de-registered. The procedure is invoked by the HSS, corresponds to the functional level operation Cx-Deregister (see 3GPP TS 23.228 [1]).

This procedure is mapped to the commands Registration-Termination-Request/Answer in the Diameter application specified in 3GPP TS 29.229 [5]. Tables 6.1.3.1 and 6.1.3.2 describe the involved information elements.

Table 6.1.3.1: Network Initiated Deregistration by HSS request

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	Public User Identity / Public Service Identity

(See 7.2 and 7.2a)
	Public-Identity
	C
	It contains the list of Public Identities that are de-registered, in the form of SIP URL or TEL URL.

Public-Identity AVP shall be present if the de-registration reason code is NEW_SERVER_ASSIGNED. It may be present with the other reason codes.

	Private User Identity / Private Service Identity

(See 7.3 and 7.3a)
	User-Name
	M
	It contains the Private Identity in the form of a NAI. The HSS shall always send a Private Identity that is known to the S-CSCF based on an earlier SAR/SAA procedure.

	Reason for de-registration

(See 7.11)
	Deregistration-Reason
	M
	The HSS shall send to the S-CSCF a reason for the de-registration. The de-registration reason is composed of two parts: one textual message (if available) that is intended to be forwarded to the user that is de-registered, and one reason code (see 3GPP TS 29.229 [5]) that determines the behaviour of the S-CSCF.

	Routing Information (See 7.13)
	Destination-Host
	M
	It contains the name of the S-CSCF which originated the last update of the name of the multimedia server stored in the HSS for a given IMS Subscription. The address of the S-CSCF is the same as the Origin-Host AVP in the message sent from the S-CSCF.

	Associated Private Identities
	Associated-Identities
	O
	This AVP contains Private Identities, which belong to the same IMS subscription as the Private Identity in the User-Name AVP and should be de-registered together with that one.

If the IMS subscription contains only a single Private Identity, this AVP shall not be present.


Table 6.1.3.2: Network Initiated Deregistration by HSS response

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	Result

(See 7.6)
	Result-Code / Experimental-Result
	M
	This information element indicates the result of de-registration. 

Result-Code AVP shall be used for errors defined in the Diameter Base Protocol.

Experimental-Result AVP shall be used for Cx/Dx errors. This is a grouped AVP which contains the 3GPP Vendor ID in the Vendor-Id AVP, and the error code in the Experimental-Result-Code AVP.

	Associated Private Identities
	Associated-Identities
	C
	This AVP shall be present if the S-CSCF de-registered more than one Private Identity with the request.  It contains all Private Identities that have been deregistered together with the one in the User-Name AVP of the request.

	Identities with Emergency Registration

(See 7.25)
	Identity-with-Emergency-Registration
	C
	This information element indicates a list of pairs of private and public user identities which have not been de-registered due to emergency registration. 


6.1.3.1
Detailed behaviour

The HSS shall de-register the affected identities and invoke this procedure to inform the S-CSCF. The S-CSCF shall remove all the information stored in the S-CSCF for the affected identities. 

The HSS may de-register:

-
One Public Identity or a list of Public Identities. HSS may include all Public User Identities associated with the User-Name AVP to the request. This option is applicable with all reason codes.

-
One or more Private Identities of the IMS Subscription with all associated Public Identities. No Public-Identity AVPs shall be present in this case. This option is applicable with reason codes PERMANENT_TERMINATION, SERVER_CHANGE, and REMOVE_S-CSCF.

-
All Public Service Identities that match a Wildcarded Public Service Identity.  In this case the HSS may send one of the Public Service Identities that was received in the Server Assignment Request for that Wildcarded Public Service Identity and the associated Private Service Identity.

-
A Wildcarded Public User Identity.  In this case the HSS shall send a distinct Public User Identity that belongs to the same implicit registration set as the Wildcarded Public User Identity and the associated Private User Identity.

The HSS shall send in the Deregistration-Reason AVP the reason for the de-registration, composed by a textual message (if available) aimed for the user and a reason code that determines the action the S-CSCF has to perform. The possible reason codes are:

-
PERMANENT_TERMINATION: The HSS indicates to the S-CSCF that the S-CSCF will no longer be assigned to the Public Identity and associated implicitly registered Public Identities for the Private Identity(ies) indicated in the request (e.g. due to an IMS subscription modification or a removal of IP-address secure binding information when GIBA is used). 

The HSS shall check the registration state of the Public Identities. If no Public Identities are involved, the HSS shall check the registration state of the Public Identities associated with the Private User Identity identified. For each Public Identity:

-
If the registration state of the Public Identity is Registered, the HSS shall check if the Public User Identity is currently registered with one or more Private User Identities. 

-
If the Public User Identity is currently registered with only one Private User Identity, the HSS shall check whether the S-CSCF returns Identities with Emergency Registrations in the response.

 -
If returned, the HSS shall keep the S-CSCF name associated with the Public User Identity and set the registration state of the Public User Identity to Unregistered.

-
If not returned, the HSS shall clear the S-CSCF name associated with the Public User Identity, and set the registration state of the Public User Identity to Not Registered. The S-CSCF initiates the de-registration of the Public User Identity unless it is emergency registered.

-
If the Public User Identity is currently registered with more than one Private User Identity, the HSS shall keep the registration state of the Public User Identity as Registered and retain the S-CSCF name associated with the Public User Identity. The S-CSCF initiates the de-registration of the Public User Identity unless it is emergency registered.

-
If the registration state of the Public Identity is Unregistered, the HSS shall check whether the S-CSCF returns Identities with Emergency Registrations in the response.

-
If returned, the HSS shall keep the S-CSCF name associated with the Public User Identity.

-
If not returned, the HSS shall set the registration state of the Public Identity to Not Registered and clear the S-CSCF name associated with the Public Identity.

-
NEW_SERVER_ASSIGNED: The HSS indicates to the S-CSCF that a new S-CSCF has been allocated to the IMS Subscription e.g. because the previous assigned S-CSCF was unavailable during a registration procedure. The S-CSCF shall remove all information for all of the Public Identities indicated in the request.

-
SERVER_CHANGE: The HSS indicates to the S-CSCF that the de-registration is requested to force the selection of new S-CSCF to assign to the IMS Subscription (e.g. when the S-CSCF capabilities are changed in the HSS or when the S-CSCF indicates that it has not enough memory for the updated User Profile). The HSS shall set the registration state to "Not Registered" and clear the S-CSCF name for all of the Public Identities affected by the request. If the S-CSCF does not indicate in the response all the Private Identities that were in the request, the HSS shall repeat this request for each of the remaining Private Identities in the IMS Subscription that are known to the S-CSCF. The S-CSCF should start the network initiated de-registration towards the user, i.e. all registrations within the IMS Subscription are de-registered and the user is asked to re-register to all existing registrations.

-
REMOVE_S-CSCF: The HSS indicates to the S-CSCF that the S-CSCF will no longer be assigned to an unregistered Public Identity(ies) (i.e registered as a consequence of an originating or terminating request or there is a S-CSCF keeping the user profile stored) for a given IMS Subscription. For each Public Identity contained within the request the HSS shall set the registration state of the Public Identity to Not Registered and clear the S-CSCF name associated with the Public Identity. The S-CSCF shall remove all information related to the Public User Identity contained within the request. 

Public Identities which are emergency registered in the S-CSCF shall not be de-registered when a Cx-Deregistration request with a Deregistration-Reason of "PERMANENT_TERMINATION (0)" is received from the HSS. In this case

-
if all to be de-registered identities are emergency registered, a result code of DIAMETER_UNABLE_TO_COMPLY and a list of Private / Public Identity pairs which are emergency registered shall be returned to the HSS

-
if a proper subset of the to be de-registered entities are emergency registered, a result code of DIAMETER_LIMITED_SUCCESS and a list of Private Identity / Public Identity pairs which are emergency registered shall be returned to the HSS.


NOTE 1:
If the Public Identity that is emergency registered has normal registration as well, then for the normal registration the S-CSCF will perform the detailed de-registration procedures towards the UE for each reason code as described in the 3GPP TS 24.229 [8].

NOTE 2:
It is assumed that Public Identities which are implicitly registered along with an emergency registration are also emergency registered.

The detailed de-registration procedures performed by the S-CSCF for each reason code are described in the 3GPP TS 24.229 [8].
* * * Next Change * * * *

7.23
Multiple Registration Indication
This information element indicates to the HSS that this is related to a multiple registration. See 3GPP TS 29.229 [5]. 

* * * Next Change * * * *

Annex X (normative):
Emergency registrations

S-CSCF and HSS shall handle emergency registrations as normal registrations with the following considerations:

-
Upon emergency registration, following cases apply:

-
If a normal registration for the same user does not exist, the S-CSCF shall download corresponding user profile from HSS, ensure that the HSS allocates S-CSCF name to this subscriber and the registration status is set to UNREGISTERED.

-
Otherwise, the S-CSCF shall ensure that the registration status of the user is not changed in the HSS.

-
Upon deregistration or expiration of the last normal session, if an emergency registration is still active for this subscriber, the S-CSCF shall ensure that the HSS keeps S-CSCF name allocated to this subscriber and the registration status is set to UNREGISTERED. 

-
Upon expiration of an emergency registration, the S-CSCF shall ensure the registration status of the user is not changed in the HSS.

- 
IMS Restoration procedures do not apply for IMS emergency sessions.

* * * End of Changes * * * 
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