
3GPP TSG CT WG4 Meeting #58
C4-121649
Chicago, US; 6th – 10th August 2012 
Revision of C4-121380
	CR-Form-v10

	CHANGE REQUEST

	

	(

	23.012
	CR
	0041
	(

rev
	1
	(

Current version:
	11.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Cancel VCSG Location

	
	

	Source to WG:
(

	ZTE

	Source to TSG:
(

	CT4

	
	

	Work item code:
(

	VCSG-St3
	
	Date: (

	2012-07-11

	
	
	
	
	

	Category:
(

	C
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(
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*******
* * * First Change * * * *
3.8.1.X
VCSG Location cancellation procedure
The procedure is used by the CSS to remove a MS from a CSS. The procedure will normally be used when there is a removal of the CSG subscription data in CSS and of the MS registration including the case where a MS was registered in CSS but without CSG data.

* * * Next Change * * * *
4.2A
VCSG Location Cancellation

4.2A.1
Detailed procedure in the VLR
4.2A.1.1
Process Cancel_VCSG Location_VLR

The procedure Check_Parameters is specified in 3GPP TS 23.018 [5a]. 

[image: image1]
Figure 4.2A.1.1 (Sheet 1 of 1): Process Cancel_VCSG_Location_VLR 
4.2A.2
Detailed procedure in the CSS

4.2A.2.1
Process Cancel_VCSG Location
If the CSS determines to delete the registration of the MS which does not have the valid CSG subscription data, the CSS shall send the Cancel VCSG Location to the VLR.
NOTE:
How the CSS determines when to remove the registration of the MS is implementation dependent.

[image: image2]
Figure 4.2A.2.1: Process Cancel_Location_CSS
* * * End of Changes * * * *
Process in the CSS application to initiate 
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