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1st Change

14.4
MSC server assisted mid-call feature
Service specific requirements in accordance with 3GPP TS 24.237 [131] shall be supported over the II-NNI.
The Contact header field of the REGISTER request and the 200 (OK) response containing "g.3gpp.mid-call" media feature tag as described in annex C of 3GPP 24.237 [131] shall be supported at the roaming II-NNI.
The P-Visited-Network-Id header field and the P-Access-Network-Info header field of the REGISTER request shall be supported at the roaming II-NNI.

NOTE 1:
The P-Visited-Network-Id header field and the P-Access-Network-Info header field of the REGISTER request is used by the Home IMS network to identify the network where a UE is registered.

The media feature tag "g.3gpp.accesstype" in the Contact header field of the REGISTER request shall be supported at roaming II-NNI.
A Contact header field of the INVITE request and the 200 (OK) response containing "g.3gpp.mid-call" media feature tag as described in annex C of 3GPP 24.237 [131] shall be supported at the roaming II-NNI.
The Recv-Info header field containing the g.3gpp.mid-call package name in the INVITE request as specified in annex D of 3GPP 24.237 [131] shall be supported at the roaming II-NNI.
An Accept header field in the INVITE request containing the MIME type "vnd.3gpp.mid-call+xml" as specified in annex D.1 of 3GPP TS 24.237 [131] shall be supported at the roaming II-NNI.

The "vnd.3gpp.mid-call+xml" MIME body described in annex D.1.3 of 3GPP TS 24.237 [131] in the INVITE request shall be supported at the roaming II-NNI.
The SUBSCRIBE request containing a "g.3gpp.mid-call" media feature tag in the Contact header field shall be supported at the roaming II-NNI. 

NOTE 2:
The "g.3gpp.mid-call" media feature tag in the Contact header field of the SUBSCRIBE request may appear if the CONF supplementary service is supported at roaming II-NNI as described in subclause 12.9.
An INFO request containing the Info-Package header field as specified in  IETF RFC 6086 [39] with 3gpp.state-and-event info package name and an "application/vnd.3gpp.state-and-event-info +xml" XML body shall be supported at the roaming II-NNI.
A REFER request sent inside an existing SIP dialog containing: 
-
the "vnd.3gpp.mid-call+xml" body specified in the annex D.1.3 of 3GPP TS 24.237 [131] ;
-
the Refer-Sub header field; and

-
the Supported header field containing "norefersub" value.

shall be supported at the roaming II-NNI.
The Refer-To header field in the REFER request containing:

-
a Target-Dialog URI header field;

-
a Require URI header field populated with the option tag value "tdialog";

-
a To URI header field;

-
a From URI header field;

-
a Content-Type header field with "application/sdp"; and

-
a "body" URI header field populated with an SDP MIME body

shall be supported at the roaming II-NNI.

The Contact header field of the REFER request and 2xx response to the request containing "g.3gpp.mid-call" media feature tag as described in annex C of 3GPP 24.237 [131] shall be supported at the roaming II-NNI.
The Target-Dialog header field in the INVITE request shall be supported at the roaming II-NNI.
The communication HOLD supplementary service as specified in subclause 12.8 for the roaming II-NNI shall be supported.
2nd Change

15.6.2
OMA subscription of presence information

The requirements for the OMA subscription of presence information are the same as subclause 15. 5.2 with the following additional requirement:
-
A Policy-Contact header field in the 488 (Not Acceptable Here) response in PUBLISH request shall be supported at the II-NNI.
-
An Allow header field containing the value "REFER" in a PUBLISH request shall be supported at the II-NNI.
-
A Policy-Contact header field in a 488 (Not Acceptable Here) response to a PUBLISH request shall be supported at the II-NNI.
-
A Suppress-If- Match header field in a SUBSCRIBE request shall be supported at the II-NNI.
-
An Accept-Encoding header field containing the value "gzip" in a SUBSCRIBE request shall be supported at the II-NNI.
-
An "application/vnd.oma.suppnot+xml" MIME body in a SUBSCRIBE request shall be supported at the II-NNI.
-
A Content-Encoding header field containing the value "gzip" in a NOTIFY request shall be supported at the II-NNI.
-
A "multipart/mixed" content type in a SUBSCRIBE request shall be supported at the II-NNI. 

-
A Refer-To header field with the value "method=PUBLISH?event=presence", a Refer-Sub header field and a SIP-If-Match header field in a REFER request shall be supported at the II-NNI.
3rd Change

15.6.3
OMA watcher subscribing to Presence List
The requirements for the OMA watcher subscribing to Presence List are the same as subclause 15.5.3 with the following additional requirements;
-
A Suppress-If- Match header field in a SUBSCRIBE request shall be supported at the II-NNI.

-
An Accept-Encoding header field containing the value "gzip" in a SUBSCRIBE request shall be supported at the II-NNI.

-
A body containing an "application/vnd.oma.suppnot+xml" content type in a SUBSCRIBE request shall be supported at the II-NNI.

-
A body containing an "application/resource-list+xml" content type in a SUBSCRIBE request shall be supported at the II-NNI.

-
A "multipart/mixed" content type in a SUBSCRIBE request shall be supported at the II-NNI.

-
A NOTIFY request with a Content-Encoding header field containing the value "gzip" shall be supported at the II-NNI.
4th Change

15.6.4
OMA subscription to Watcher Information
The requirements for the OMA subscription to Watcher Information are the same as subclause 15.5.4 with the following additional requirement:
-
Indicating support for "multipart/mixed" and "application/simple-filter+xml" in the Accept header field of the SUBSCRIBE request shall be supported at the II-NNI
-
Multiple "application/simple-filter+xml” MIME bodies in the NOTIFY request shall be supported at the II-NNI.
-
A Suppress-If-Match header field in a SUBSCRIBE request shall be supported at the II-NNI.
-
An Accept-Encoding header field containing the value ‘gzip’ in the SUBSCRIBE request shall be supported at the II-NNI.
-
A body with multiple content of the multipart/mixed content type in a NOTIFY request shall be supported at the II-NNI.
-
A Content-Encoding header field with the value "gzip" in a NOTIFY request shall be supported at the II-NNI.
-
A Refer-To header field with the value "method=SUBSCRIBE?Event=presence.winfo" and a Refer-Sub header field in a REFER request sent to a Watcher Information Subscriber shall be supported at the II-NNI.
5th Change

15.6.5
Subscription to state changes in XML documents

The requirements for the OMA watcher subscribing to Presence List are the same as subclause 15.4 with the following additional requirements
-
An Accept header field indicating the support for "application/xcap-diff+xml", "application/rlmi+xml" and "multipart/related" in a SUBSCRIBE request shall be supported at the II-NNI.
-
An Accept-Encoding header field with the value "gzip" in a SUBSCRIBE request shall be supported at the II-NNI.
-
A Content-Encoding header field containing the value "gzip" in a NOTIFY request shall be supported at the II-NNI.
-
Multiple "multipart/related" MIME bodies in a NOTIFY request shall be supported at the II-NNI.
-
An "application/rlmi+xml" MIME bodies in a NOTIFY request shall be supported at the II-NNI.
6th Change

16.2
Page-mode messaging

Service specific requirements in accordance with clause 5 of 3GPP TS 24.247 [139] shall be supported over the II-NNI.
A MESSAGE request containing the "application/recipient-list" MIME body specified in IETF RFC 5365 [67], a Required header field with the 'recipient-list-message' option-tag; and a body carrying payload shall be supported at the roaming II-NNI.

A MESSAGE request containing:
-
a body that carrying payload; or

- 
the "application/im-iscomposing" MIME body.

shall be supported at the II-NNI.
The response code 415 (Unsupported Media Type) and the response code 202 (Accepted) shall be supported at the II-NNI.
7th Change

16.4
Session-mode messaging

Service specific requirements in accordance with clause 6 of 3GPP TS 24.247 [139] shall be supported over the II-NNI.
No restrictions at the II-NNI identified.
8th Change

18.4.1
Pull mode

Service specific requirements in accordance with 3GPP TS 24.237 [131] shall be supported over the II-NNI.
The Target-Dialog header field and the Accept-Contact header field containing the "g.3gpp.iut-focus" media feature tag of the INVITE request shall be supported at the roaming II-NNI.

A REFER request including:
- 
the method parameter set to "MESSAGE" in the Refer-To header field;

-
the In-Reply-To header field;

-
the Target-Dialog header field;

-
the Require header field populated with the option tag value "tdialog"; and

-
the "application/vnd.3gpp.replication+xml" MIME body,

shall be supported at the roaming II-NNI.

A MESSAGE request the In-Reply-To header field and the "application/vnd.3gpp.replication+xml" MIME body shall be supported at the roaming II-NNI.

9th Change

18.4.2
Push mode

Service specific requirements in accordance with 3GPP TS 24.237 [131] shall be supported over the II-NNI.
A REFER request including:
-
the Accept-Contact header field containing the "g.3gpp.iut-focus" media feature tag with explicit and require tags;
-
the Target-Dialog header field; and
-
the Refer-To header field containing the Accept-Contact header field, the P-Preferred-Service header field and the "application/sdp" body,
shall be supported at the roaming II-NNI.

The "application/vnd.3gpp.replication+xml" MIME body of the SIP REFER request shall be supported at the roaming II-NNI.
End of Changes
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