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	Reason for change:
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	The UE-Local-IPv6-Prefix AVP is defined to carry the UE local IPv6 prefix, but it is not described in S9a* session establishment procedure.

	
	

	Summary of change:
(

	The BPCF shall include the local UE IP address within UE-Local-IP-Address AVP or UE-Local-IPv6-Prefix AVP during the S9a* session establishment procedure.
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*** 1st Change ***

A.5.1.2.1
S9a* Session Establishment
For NSWO scenario, when the BPCF receives the trigger that a UE is accessing over Fixed Broadband access network and policy interworking with PCRF is supported, the BPCF shall send a CCR command with the CC-Request-Type AVP set to the value "INITIAL_REQUEST", the CCR command shall include the type of IP-CAN within the IP-CAN-Type AVP.

The BPCF shall include the local UE IP address within UE-Local-IP-Address AVP or UE-Local-IPv6-Prefix AVP, the NSWO-APN within Called-Station-Id AVP and the IMSI within the Subscription-Id AVP. 
For the roaming case, the V-PCRF shall initiate the S9 Session Establishment procedure according to clause A.6.1.2. 
The PCRF shall check if the policy control is performed for NSWO traffic for that UE based on operator policies (e.g. network where the UE is offloading). The PCRF shall provide the result in a CCA command within Result-Code AVP. If policy control is not performed, then the PCRF shall indicate DIAMETER_AUTHORIZATION_REJECTED in the CCA command.
*** End of Changes ***
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