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	Reason for change:
(

	According to the description in subclause 6.5.3 in TS 24.302:

“When using the S2b interface to establish additional PDN connections, the UE shall establish an IPSec tunnel with the same ePDG for each PDN connection. For each tunnel establishment procedure, the UE shall indicate to the ePDG an APN to the desired PDN and an attach type indication as specified in subclause 7.2.2.

When using the S2c interface, the UE shall follow the procedures described in 3GPP TS 24.303 [11] when establishing multiple PDN connections. For multiple PDN connections over the S2c interface, the UE shall establish only one IPsec tunnel to the ePDG.”
When using the S2b interface to establish additional PDN connections, the basis to establish the IPSec tunnel between the UE and the ePDG is per PDN connection. When using the S2c interface, the basis to establish the IPSec tunnel between the UE and the ePDG is per access.But the basis to establish the IPSec tunnel described in subclause 4.1 in TS 24.302 does not include the scenario of using the S2b interface to establish additonal PDN connections. 
Therefore,  it is proposed to add the related description in subclause 4.1 in TS 24.302.

	
	

	Summary of change:
(

	Clarify the basis to establish the IPSec tunnel between the UE and the ePDG when different interface is used to establish additional PDN connection.

	
	

	Consequences if 
(

not approved:
	The basis to establish the IPSec tunnel between the UE and the ePDG is not clear when different interface is used to establish additional PDN connection.
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* * * First Change * * * *
4.1
Trusted and untrusted accesses

The HPLMN operator of the EPC selects whether a connected non-3GPP IP access network is a trusted or untrusted IP access network.
For a trusted non-3GPP IP access network the communication between the UE and the EPC is secure. For an untrusted non-3GPP IP access network the communication between the UE and the EPC is not trusted to be secure.

For a trusted non-3GPP IP access network, all communication between the access network and the EPC is transferred over pre-established secure links. For an untrusted non-3GPP IP access network, to secure communication between the UE and the EPC:

· A single IPSec tunnel needs to be established to the ePDG for all PDN connections when S2c interface is used; or
-
An IPSec tunnel needs to be established with the same ePDG for each PDN connection when S2b interface is used.
* * * End of Change * * * *
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