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****************** change 1 ******************
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

ADS
Access Domain Selection

AS
Application Server

BICC
Bearer Independent Call Control

CAMEL
Customised Applications for Mobile network Enhanced Logic
CB
Communication Barring

CCBS
Completion of Communication to Busy Subscriber
CCNL
Completion of Communications on Not Logged In

CCNR
Completion of Communications on No Reply
CD
Communication Deflection

CDIV
Communication DIVersion

CDIVN
Communication DIVersion Notification

CFNL
Communication Forwarding on Not Logged-in

CFNR
Communication Forwarding No Reply

CFNRc
Communication Forwarding on subscriber Not Reachable

CFU
Communication Forwarding Unconditional
CGI
Cell Global Identifier
CN
Core Network
CSFB
CS Fall Back

CSRN
CS domain Routing Number

CW
Communication Waiting

DN
Directory Number

ECT
Explicit Communication Transfer

ICS
IMS Centralized Services

IMSVoPS
IMS Voice over PS Session

IUA
ICS User Agent

HLR
Home Location Register

HSS
Home Subscriber Server

IM
IP Multimedia
IMRN
IP Multimedia Routeing Number
MSC
Mobile Switching Center

NAS
Non Access Stratum

OIP
Originating Identification Presentation

OIR
Originating Identification Restriction
SCC AS
Service Centralization and Continuity Application Server

T-ADS
Terminating ADS
TA
Tracking Area

TIP
Terminating Identification Presentation

TIR
Terminating Identification Restriction
UA
User Agent

UE
User Equipment

URI
Universal Resource Identifier

****************** next change ******************
7.3
MSC Server enhanced for ICS

The MSC Server enhanced for ICS shall implement call origination towards the SCC AS as specified in 3GPP TS 29.292 [24] with the following addition:

-
the Contact header of the SIP INVITE request shall include the g.3gpp.ics media feature tag set to "server"; and
-
include the P-Access-Network-Info header field with the cgi and/or UE-time-zone parameter, including a "network-provided" parameter in the SIP INVITE request.
******************Next change  ******************
10.3
MSC Server enhanced for ICS

When the MSC Server enhanced for ICS receives an initial SIP INVITE request from the IM CN subsystem, the MSC Server enhanced for ICS shall:

· return a 488 (Not Acceptable Here) response as described in 3GPP TS 24.229 [11] if the SIP INVITE request includes an SDP offer which does not contain an acceptable audio codec; and
· include the P-Access-Network-Info header field with the cgi and/or UE-time-zone parameter, including a "network-provided" parameter in the SIP respose to the initial SIP INVITE request.
The MSC Server enhanced for ICS shall implement call termination as specified in 3GPP TS 29.292 [24].

