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Annex B (normative):
Details of terminal profile support
Table E.1: TERMINAL PROFILE support
	Item
	Byte.bit
	Terminal Profile
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	1.1
	Profile Download
	TS 31.111 §5.2
	R99
	M
	
	PD_Pro_Dvnl

	[..]

	238
	30.6
	Proactive UICC: Geographical Location Request (if class "n" is supported)
	TS 31.111 §5.2
	Rel-8
	C265
	
	PD_Geo_Loaction_Request

	239
	30.7
	Reserved by ETSI
	TS 31.111 §5.2
	Rel-8
	O
	
	PD_Reserved

	240
	30.8
	"Steering of Roaming for I-WLAN" REFRESH support
	TS 31.111 §5.2
	Rel-8
	C260
	
	PD_Steering_Of_Roaming _I-WLAN

	a) 241
	31.1
	Reserved by ETSI
	TS 31.111 §5.2
	Rel-9
	O
	
	PD_Reserved

	242
	31.2
	Support of CSG cell discovery (if class "q" is supported)
	TS 31.111 §5.2
	Rel-9
	C282
	
	PS_CSG_Cell_Discovery

	243
	31.3
	Confirmation parameters supported for OPEN CHANNEL

in Terminal Server Mode
	TS 31.111 §5.2
	Rel-9
	C285
	
	PD_Open_Channel_Conf_Parameters

	244
	31.4
	Communication Control for IMS
	TS 31.111 §5.2
	Rel-10
	C286
	
	PD_IMS_COMMUNICATION_CONTROL

	245
	31.5
	Support of CAT over the modem interface (if class

"s" is supported)
	TS 31.111 §5.2
	Rel-10
	C287
	
	PD_CAT_Modem_Interface

	246
	31.6
	Support for Incoming IMS Data event (if classes "e" and "t" are supported)
	TS 31.111 §5.2
	Rel-10
	C288
	
	PD_Incoming_IMS_Data_Event

	247
	31.7
	Support for IMS Registration event (if classes "e" and "t" are supported)
	TS 31.111 §5.2
	Rel-10
	C289
	
	PD_IMS_Reg_Event

	248
	31.8
	Reserved by ETSI
	TS 31.111 §5.2
	Rel-10
	O
	
	PD_Reserved

	249
	32.1
	IMS support (if class "e" and "t" are supported)
	TS 31.111 §5.2
	Rel-10
	C290
	
	PD_UICC_ACCESS_IMS

	250
	32.2
	RFU
	TS 31.111 §5.2
	Rel-10
	X
	
	PD_RFU_250

	251
	32.3
	RFU
	TS 31.111 §5.2
	Rel-10
	X
	
	PD_RFU_251

	252
	32.4
	RFU
	TS 31.111 §5.2
	Rel-10
	X
	
	PD_RFU_252

	253
	32.5
	RFU
	TS 31.111 §5.2
	Rel-10
	X
	
	PD_RFU_253

	254
	32.6
	RFU
	TS 31.111 §5.2
	Rel-10
	X
	
	PD_RFU_254

	255
	32.7
	RFU
	TS 31.111 §5.2
	Rel-10
	X
	
	PD_RFU_255

	256
	32.8
	RFU
	TS 31.111 §5.2
	Rel-10
	X
	
	PD_RFU_256
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