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* * * First Change * * * *

7.7.66
MBMS 2G/3G Indicator

The MBMS 2G/3G Indicator information element is provided by the BM-SC. It informs the SGSN to perform the session start procedure towards 2G or 3G radio networks, or both.

The possible values are:

0 – 2G only.

1 – 3G only.

2 – both 2G and 3G.
NOTE: All other values are reserved.
	· 
	
	Bits
	· 

	· 
	Octets
	· 8
	· 7
	· 6
	· 5
	· 4
	· 3
	· 2
	· 1
	· 

	
	1 
	Type = 166 (Decimal)
	

	
	2-3
	Length = 1
	

	
	4
	MBMS 2G/3G Indicator
	

	
	
	
	

	
	
	
	


Figure 7.7.66.1: MBMS 2G/3G Indicator
* * * Next Change * * * *

7.7.73
Cell Identification

The Cell Identification information element contains 

· for PS handover from A/Gb mode, the identification of a target cell (Target Cell ID) and the identification of the source cell (Source Cell ID) as defined in 3GPP TS 48.018 [20].

· for PS handover from Iu mode, the identification of a target cell (Target Cell ID) and the identification of the source RNC (Source RNC-ID) as defined in 3GPP TS 48.018 [20].

	Bits

	Octets
	8
	7
	6
	5
	4
	3
	2
	1

	1
	Type = 174 (Decimal)

	2-3
	Length = 17 (Decimal)

	4-11
	Target Cell ID

	12
	Source Type

	13-20
	Source Cell ID / Source RNC-ID


Figure 7.7.73.1: Cell Identification Information Element
Source Type indicates whether the source is identified by a Cell ID (A/Gb) or by a RNC-ID (Iu).

Table 7.7.73.1: Source Type Values

	Source Type
	Value

	Source Cell ID
	0 

	Source RNC-ID
	1

	<spare>
	2-255


* * * End of Changes * * * *
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