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	Reason for change:
(
	RFC3840 states:
----------------------- 

5.  Computing Capabilities 

...

   If the filter is an equality over a quoted string, the output is a

   less than (<), followed by the quoted string, followed by a greater

   than (>). 

...

   As an example, this feature predicate:

   (& (sip.mobility=fixed)

      (| (! (sip.events=presence)) (sip.events=message-summary))

      (| (language=en) (language=de))

      (sip.description="PC")
      (sip.newparam=TRUE)

      (rangeparam=-4..5125/1000))

   would be converted into the following feature parameters:

   mobility="fixed";events="!presence,message-summary";language="en,de"

      ;description="<PC>";+sip.newparam;+rangeparam="#-4:+5.125"

   These feature tags would then appear as part of the Contact header

   field:

   Contact: <sip:user@pc.example.com>

             ;mobility="fixed";events="!presence,message-summary"

             ;language="en,de";description="<PC>"
             ;+sip.newparam;+rangeparam="#-4:+5.125"

...

----------------------- 

RFC3841 states:

----------------------- 

5.2.  Feature Set Preferences

   A UAC can indicate caller preferences for the capabilities of a UA

   that should be reached or not reached as a result of sending a SIP

   request.  To do that, it adds one or more Accept-Contact and Reject-

   Contact header field values.  Each header field value contains a set

   of feature parameters that define a feature set.  The syntax of the

   header field can be found in Section 10, and a discussion of their

   usage in Section 9.2.

   Each feature set is constructed as described in Section 5 of [3].

...

----------------------- 

As values of g.3gpp.accesstype media feature tag are strings, those values need to be encoded using "<" and ">" in Contact, Accept-Contact and Reject-Contact header fields.
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	When the values appropriate for use with a media feature tag are of string type, then when included in Contact, Accept-Contact or Reject-Contact header fields, the value of the media feature tag is preceded by "<" and followed by ">".
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4.4
Guidelines for use of media feature tags
NOTE:
When the values appropriate for use with a media feature tag are of string type, then when included in Contact, Accept-Contact or Reject-Contact header fields, the value of the media feature tag is preceded by "<" and followed by ">" according to IETF RFC 3840 [34] and IETF RFC 3841 [35A].
