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	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	27.007
	0371
	1
	Rel-11
	+CGCONTRDP: support providing more or less than 2 IP addresses
	F
	11.4.0
	C1-80
	C1-124037
	Research In Motion UK Ltd.
	TEI11
	7.6, 10.1.23
	 

	24.301
	1596
	1
	Rel-11
	Adding a term shared network
	F
	11.4.0
	C1-81
	C1-124888
	Huawei, HiSilicon
	TEI11
	3.1
	 

	24.008
	2235
	2
	Rel-11
	Addtion of a trigger condition of a MS to enter EMM-DEREGISTERED state
	F
	11.4.0
	C1-80
	C1-124083
	HTC,New Postcom
	TEI11
	4.2.4
	 

	24.008
	2301
	-
	Rel-11
	Bullet correction
	F
	11.4.0
	C1-81
	C1-124608
	Huawei, HiSilicon
	TEI11
	4.7.7.5.1, 4.7.7.6, 4.7.8.4
	 

	24.312
	105
	-
	Rel-11
	Clarification of the QoS leaf in ISRP
	F
	11.4.0
	C1-80
	C1-123828
	CATT
	TEI11
	5.7.17, 5.7.48
	 

	24.302
	0218
	1
	Rel-11
	Clarification of the usage of the APN in the IKEv2 signaling
	F
	11.4.0
	C1-81
	C1-124720
	CATT
	TEI11
	4.4.2
	 

	24.312
	0103
	5
	Rel-11
	Clarification of TimeStop and DateStop
	F
	11.4.0
	C1-81
	C1-125026
	Nokia Siemens Networks
	TEI11
	5.4.47, 5.4.48, 5.4.49, 5.4.50, 5.4.51
	 

	24.312
	0106
	1
	Rel-11
	Clarification of UE behaviour when the ISMP rule leaf is not provisioned
	F
	11.4.0
	C1-80
	C1-124045
	CATT
	TEI11
	5.4.52
	 

	24.302
	0199
	4
	Rel-11
	Clarification on DSMIP indication
	F
	11.4.0
	C1-80
	C1-124239
	Huawei, Hisilicon
	TEI11
	6.3.3.1.1
	 

	24.008
	2298
	-
	Rel-11
	Clean-up the confusion on term "network sharing"
	F
	11.4.0
	C1-81
	C1-124603
	Huawei, HiSilicon
	TEI11
	2.1.2, 4.3.4.1, 4.4.4.6, 4.5.1.1, 4.5.1.6.1, 4.7.3.1.3, 4.7.5.1.3, 10.3.1, Annex N
	 

	24.008
	2236
	2
	Rel-11
	Coordination between EMM and GMM parameters for MS receiving GMM cause #22
	F
	11.4.0
	C1-80
	C1-124035
	HTC
	TEI11
	4.7.3.1.4, 4.7.3.2.4, 4.7.5.1.4, 4.7.5.2.4, 4.7.1.3.4
	 

	24.301
	1514
	2
	Rel-11
	Coordination between EMM and GMM parameters for UE receiving EMM cause #22
	F
	11.4.0
	C1-80
	C1-124036
	HTC
	TEI11
	5.5.1.2.5, 5.5.1.3.5, 5.5.3.2.5, 5.5.3.3.5, 5.6.1.5
	 

	24.008
	2263
	-
	Rel-11
	Correcting description of MM update status U2
	F
	11.4.0
	C1-80
	C1-123770
	Ericsson, ST-Ericsson
	TEI11
	4.1.2.2, 4.1.3.2
	 

	23.041
	0095
	2
	Rel-11
	Correction for Repetition Rates
	F
	11.4.0
	C1-80
	C1-123955
	one2many
	TEI11
	9.3.8
	 

	23.041
	0107
	1
	Rel-11
	Correction of reference in Restart Indication Request
	F
	11.4.0
	C1-80
	C1-123956
	one2many
	TEI11
	9.2.10
	 

	23.122
	0218
	2
	Rel-11
	Correction on cause #2 in response to an LR
	F
	11.3.0
	C1-80
	C1-123464
	Huawei, HiSilicon
	TEI11
	3.5
	 

	24.008
	2300
	1
	Rel-11
	Correction on handling for attach and NW initiated detach procedure collision
	F
	11.4.0
	C1-81
	C1-124892
	Huawei, HiSilicon
	TEI11
	4.7.3.1.5
	 

	24.301
	1598
	1
	Rel-11
	Correction on misalignment of attach and NW initiated detach procedure collision
	F
	11.4.0
	C1-81
	C1-124891
	Huawei, HiSilicon
	TEI11
	5.5.1.2.6
	 

	24.008
	2246
	-
	Rel-11
	Correction on NRI container IE
	F
	11.4.0
	C1-80
	C1-123539
	Huawei, HiSilicon
	TEI11
	10.5.5.31
	 

	24.008
	2254
	2
	Rel-11
	Correction to Combined Attach/RAU Accept abnormal case handling
	F
	11.4.0
	C1-80
	C1-124242
	Qualcomm Incorporated, Ericsson, ST-Ericsson
	TEI11
	4.7.3.2.3.2, 4.7.3.2.5, 4.7.5.2.3.2, 4.7.5.2.5
	 

	24.301
	1535
	2
	Rel-11
	Correction to Combined Attach/TAU Accept abnormal case handling
	F
	11.4.0
	C1-80
	C1-124241
	Qualcomm Incorporated, Ericsson, ST-Ericsson, ATT
	TEI11
	5.5.1.3.4.3, 5.5.1.3.6, 5.5.3.3.4.3, 5.5.3.3.6
	 

	24.008
	2286
	1
	Rel-11
	Correction to the timer table 11.2.3
	F
	11.4.0
	C1-81
	C1-124790
	HTC
	TEI11
	11.2.3
	 

	24.301
	1568
	-
	Rel-11
	Corrections to reference errors
	F
	11.4.0
	C1-81
	C1-124324
	New Postcom
	TEI11
	3.1, 4.4.2.5, 5.5.3.2.4, 5.6.1.5, 6.4.1.6, 9.9.3.32
	 

	23.122
	0222
	-
	Rel-11
	Corrections to steps in subclause 5 related to CSG selection
	F
	11.3.0
	C1-80
	C1-123564
	Renesas Mobile Europe Ltd
	TEI11
	5
	 

	24.312
	0110
	-
	Rel-11
	DDF corrections
	F
	11.4.0
	C1-81
	C1-124374
	Motorola Mobility
	TEI11
	Annex A
	 

	24.008
	2225
	4
	Rel-11
	Detecting a request for emergency service
	F
	11.4.0
	C1-80
	C1-124184
	Research In Motion UK Ltd.
	TEI11
	5.2.1
	 

	27.007
	0376
	1
	Rel-11
	DTD corrections for +CPOS and +CPOSR
	F
	11.4.0
	C1-81
	C1-124879
	Intel Corporation
	TEI11
	8.55
	 

	24.302
	0211
	-
	Rel-11
	Editor's notes on attribute types for AT_SHORT_NAME_FOR_NETWORK and AT_FULL_NAME_FOR_NETWORK
	F
	11.4.0
	C1-80
	C1-123688
	Ericsson, ST-Ericsson
	TEI11, SAES2
	8.2.5.1, 8.2.5.2
	 

	24.008
	2244
	2
	Rel-11
	Emergency handling for abnormal cases
	F
	11.4.0
	C1-80
	C1-124188
	Huawei, HiSilicon, NTT DOCOMO
	TEI11
	4.7.3.1.4a, 4.7.3.1.4b, 4.7.3.1.5, 4.7.5.1.4a, 4.7.5.1.5, 4.7.13.4a
	 

	24.301
	1521
	2
	Rel-11
	Emergency handling for abnormal cases
	F
	11.4.0
	C1-80
	C1-124187
	Huawei, HiSilicon, NTT DOCOMO
	TEI11
	5.5.1.2.5A, 5.5.1.2.5B, 5.5.1.2.6, 5.5.3.2.5A, 5.5.3.2.6, 5.6.1.5A
	 

	24.301
	1522
	-
	Rel-11
	EMM state correction for network initiated EPS detach
	F
	11.4.0
	C1-80
	C1-123536
	Huawei, HiSilicon
	TEI11
	5.5.2.3.3, 5.5.2.3.5
	 

	24.008
	2241
	2
	Rel-11
	Fixes to P-CSCF addresses and DNS Server IP addresses included in the PCO
	F
	11.4.0
	C1-80
	C1-124238
	Research In Motion UK Ltd
	TEI11
	10.5.6.3
	 

	24.302
	0213
	3
	Rel-11
	GBA Push realization not using General Package #0 format
	F
	11.4.0
	C1-81
	C1-124960
	Nokia Siemens Networks
	TEI11
	2, 6.8.2.2.2, 8.1.x (new)
	TS 24.109, CR 0052 (same pack)

	24.008
	2245
	-
	Rel-11
	GMM state correction for network initiated GPRS detach
	F
	11.4.0
	C1-80
	C1-123537
	Huawei, HiSilicon
	TEI11
	4.7.4.2.3, 4.7.4.2.4
	 

	24.301
	1534
	2
	Rel-11
	Handling ESR Procedure Timeout for MO CSFB
	F
	11.4.0
	C1-80
	C1-124243
	Qualcomm Incorporated, Samsung, ATT
	TEI11
	5.6.1.6, 10.2
	 

	24.301
	1547
	7
	Rel-11
	Handling maximum number of active EPS contexts
	F
	11.4.0
	C1-81
	C1-124985
	Samsung, HTC, Research In Motion UK Ltd
	TEI11
	6.5.0, 6.5.1.4, 6.5.1.4A, 6.5.3.4, 6.5.3.4A
	 

	24.008
	2268
	7
	Rel-11
	Handling maximum number of active PDP contexts
	F
	11.4.0
	C1-81
	C1-124986
	Samsung, HTC, Research In Motion UK Ltd
	TEI11
	6.1.3.0, 6.1.3.1.3, 6.1.3.2.2
	 

	23.122
	0225
	3
	Rel-11
	HPLMN or RPLMN selection clarification
	F
	11.3.0
	C1-81
	C1-124916
	Renesas Mobile Europe Ltd., Nokia, Deutsche Telekom, Research in Motion, Vodafone
	TEI11
	4.4.3.1.
	 

	23.122
	0224
	1
	Rel-11
	Ignoring Forbidden Lists During Manual CSG Selection
	F
	11.3.0
	C1-80
	C1-124038
	Qualcomm Incorporated
	TEI11
	4.4.3.1.3.2, 4.4.3.1.3.3
	 

	27.007
	0368
	1
	Rel-11
	Inclusion of APN aggregate maximum bit rate in +CGEQOSRDP
	F
	11.4.0
	C1-80
	C1-124079
	Intel Corporation
	TEI11
	10.1.26, 10.1.27
	 

	23.041
	0116
	2
	Rel-11
	Message IDs for Operator specific services
	F
	11.4.0
	C1-81
	C1-124990
	NTT DOCOMO
	TEI11
	8.1, 9.4.1.2.2, 9.4.2.2.2
	 

	24.301
	1558
	1
	Rel-11
	MM state when EPS service only is accepted in combined procedure
	F
	11.4.0
	C1-80
	C1-124047
	Samsung
	TEI11
	5.5.1.3.4.3, 5.5.3.3.4.3
	 

	24.008
	2277
	1
	Rel-11
	MM state when GPRS service only is accepted in combined procedures
	F
	11.4.0
	C1-80
	C1-124046
	Samsung
	TEI11
	4.7.3.2.3.2, 4.7.5.2.3.2
	 

	24.008
	2296
	1
	Rel-11
	MS behaviour when receiving mobile identity during periodic RAU
	F
	11.4.0
	C1-81
	C1-124701
	Huawei, HiSilicon, NTT DOCOMO
	TEI11
	4.1.1.1.1, 4.7.5.1.3
	 

	24.301
	1543
	1
	Rel-11
	Network behavior in case of PDN connectivity procedure
	F
	11.4.0
	C1-80
	C1-124041
	Nokia Siemens Networks
	TEI11
	6.5.1.3
	 

	24.008
	2265
	6
	Rel-11
	Network behavior in case of PDP Context Activation Procedure
	F
	11.4.0
	C1-81
	C1-125025
	Nokia Siemens Networks
	TEI11
	6.1.3.1.1
	 

	27.007
	0370
	-
	Rel-11
	New method introduced for +CMOLRE
	B
	11.4.0
	C1-80
	C1-123638
	ST-Ericsson, Ericsson
	TEI11
	8.50
	 

	24.302
	0197
	5
	Rel-11
	Non-seamless WLAN offload
	F
	11.4.0
	C1-80
	C1-124240
	Huawei, HiSilicon, Ericsson, ST-Ericsson
	TEI11
	6.3.1, 6.3.3.1.2, 8.2.1.2
	 

	24.008
	2299
	2
	Rel-11
	NW-initiated detach with re-attach not required and no cause code
	F
	11.4.0
	C1-81
	C1-125021
	Huawei, HiSilicon
	TEI11
	4.7.4.2.2, 4.7.5.1.5, 4.7.13.5
	 

	24.301
	1597
	2
	Rel-11
	NW-initiated detach with re-attach not required and no cause code
	F
	11.4.0
	C1-81
	C1-125020
	Huawei, HiSilicon
	TEI11
	5.5.2.3.2, 5.5.3.2.6, 5.6.1.6
	 

	27.007
	0364
	1
	Rel-11
	Parameters missing for response to +CUSATE
	F
	11.4.0
	C1-80
	C1-124156
	ST-Ericsson, Ericsson
	TEI11
	12.2.6,
	 

	24.109
	0052
	2
	Rel-11
	Realization of GBA Push delivery
	F
	11.1.0
	C1-81
	C1-124961
	Nokia Siemens Networks
	TEI11
	2, 4A.2, Annex X (New)
	 

	24.301
	1523
	-
	Rel-11
	Reference correction
	F
	11.4.0
	C1-80
	C1-123538
	Huawei, HiSilicon
	TEI11
	4.2A
	 

	24.301
	1560
	1
	Rel-11
	Reference correction
	D
	11.4.0
	C1-80
	C1-124048
	Samsung
	TEI11
	3.1
	 

	24.008
	2297
	2
	Rel-11
	Reject cause #8 used for normal RAU and SR
	F
	11.4.0
	C1-81
	C1-124967
	Huawei, HiSilicon
	TEI11
	4.7.5.1.4, 4.7.13.4
	 

	24.301
	1595
	2
	Rel-11
	Reject cause #8 used for normal TAU and SR
	F
	11.4.0
	C1-81
	C1-124966
	Huawei, HiSilicon
	TEI11
	5.5.3.2.5, 5.6.1.5
	 

	24.301
	1458
	4
	Rel-11
	Restructure for cause #8 in normal attach and detach
	F
	11.4.0
	C1-80
	C1-124185
	Huawei, HiSilicon
	TEI11
	5.5.1.2.5, 5.5.2.3.2
	 

	27.007
	0374
	1
	Rel-11
	Time of day inclusion for +CPOS
	B
	11.4.0
	C1-81
	C1-124714
	Intel Corporation
	TEI11
	8.55
	 

	24.312
	0112
	3
	Rel-11
	UE location info in alert message
	F
	11.4.0
	C1-81
	C1-125027
	Huawei, HiSilicon
	TEI11
	2, 4.1.1
	 

	23.041
	0117
	2
	Rel-11
	USIM file usage for PWS message reception
	C
	11.4.0
	C1-81
	C1-125024
	Vodafone
	TEI11
	9.1.3.1, 9.1.3.2, 9.1.3.3, 9.1.3.4.2
	31.102 CR0517 (CT6)


