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	UE  behavior when receiving the RQSI is specified in 24.139. However, the Text is not very inline. 
In subclause 5.4.1, “When the UE explicit indication is received, the network provides the reflective QoS Indication to the UE which indicates that the UE reflective QoS function shall be enable or disabled.”

However, in subclause 5.4.2.2, “If the Reflective QoS Indication is received …, the UE may…”

The above statements are not inline with each other. If the UE support reflective QoS function, it shall send the RQSI. Then when the response is received from the network, the UE shall follow the network indications. 

Another issue is the condition of not sending RQSI is missing: the UE shall not send RQSI at DSMIP boot strapping procedure if the RQSI is received over IKEv2 with ePDG.
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	Change the “may” to “shall” 
Add a condition: if the RQSI is received over IKEv2 with ePDG:
- the UE shall not send RQSI at DSMIP boot strapping procedure;

- the UE shall ignore the Reflective QoS Indication if it is received during DSMIPv6 bootstrapping with PDN-GW/HA
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* * * First Change * * * *

5.4.2.2
Receiving the RQSI from 3GPP AAA server 
The UE shall only enable the UE reflective QoS function if enabled by the network.

If the Reflective QoS Indication is received at 3GPP based access authentication which indicates the UE reflective QoS function is enabled, the UE may: 

-
perform the UE reflective QoS function on all traffic for the attached fixed broadband access network that enabled the UE reflective QoS function; and

-
disable the UE reflective QoS function, when:

a)
the UE/network initiated detachment from the attached fixed broadband access network; or

b)
the UE moves away from the attached fixed broadband access network coverage.

If the Reflective QoS Indication is received at 3GPP based access authentication during the attachment of the fixed broadband access network:
- 
the UE need not provide an explicit indication during IKEv2 signalling for IPsec tunnel establishment with ePDG or DSMIPv6 bootstrapping with PDN-GW/HA; and 

-
the UE shall ignore the Reflective QoS Indication if it is received during IKEv2 signalling for IPsec tunnel establishment with ePDG or DSMIPv6 bootstrapping with PDN-GW/HA. 
If the Reflective QoS Indication is received during IKEv2 signalling for IPsec tunnel establishment with ePDG which indicates that the UE reflective QoS function is enabled, the UE shall: 
-
perform the UE reflective QoS function on all tunneled traffic for the attached ePDG that enabled the UE reflective QoS function; and

-
disable the UE reflective QoS function, when:

a)
the PDN connection over the attached ePDG is released or handover to another access network occurs; 

b)
the UE/network initiated detachment from the attached fixed broadband access network; or

c)
the UE moves away from the attached fixed broadband access network coverage; 

If the Reflective QoS Indication is received during IKEv2 signalling for IPsec tunnel establishment with ePDG and DSMIPv6 is used as selected mobility protocol (see subclause 6.3.3 of 3GPP TS 24.302 [3]):
- 
the UE need not provide an explicit indication during DSMIPv6 bootstrapping with PDN-GW/HA; and 

-
the UE shall ignore the Reflective QoS Indication if it is received during DSMIPv6 bootstrapping with PDN-GW/HA. 
For DSMIPv6 over a fixed broadband access network, if the Reflective QoS Indication is received during DSMIPv6 bootstrapping with PDN-GW/HA which indicates that the UE reflective QoS function is enabled, the UE shall: 
-
perform the UE reflective QoS function for all DSMIPv6 traffic for the attached PDN-GW/HA that enabled the UE reflective QoS function; and

-
disable the UE reflective QoS function, when:

a)
the PDN connection with the attached PDN-GW/HA is released or handover to another access occurrs; 

b)
the UE/network initiated detachment from the attached fixed broadband access network; or

c)
the UE moves away from the attached fixed broadband access network coverage; 

The UE shall not enable the UE reflective QoS function, if:

-
the received Reflective QoS Indication indicates that the UE reflective QoS function is disabled; or

-
the Reflective QoS Indication is not received from the 3GPP AAA. 

If the UE reflective QoS function is not enabled, the DSCP marking value of the outer IP header performed by the UE is implementation specific.

* * * End of Changes * * * *
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