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* * * First Change * * * *

5.2.1.1.1
General
The Update Location Procedure shall be used between the MME and the HSS and between the SGSN and the HSS to update location information in the HSS. The procedure shall be invoked by the MME or SGSN and is used:

-
to inform the HSS about the identity of the MME or SGSN currently serving the user, and optionally in addition;

-
to update MME or SGSN with user subscription data;

-
to provide the HSS with other user data, such as Terminal Information or UE SRVCC Capability.

This procedure is mapped to the commands Update-Location-Request/Answer (ULR/ULA) in the Diameter application specified in chapter 7. 

Table 5.2.1.1.1/1 specifies the involved information elements for the request.

Table 5.2.1.1.1/2 specifies the involved information elements for the answer.

Table 5.2.1.1.1/1: Update Location Request

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	IMSI


	User-Name (See IETF RFC 3588 [4])
	M
	This information element shall contain the user IMSI, formatted according to 3GPP TS 23.003 [3], clause 2.2.

	Supported Features

(See 3GPP TS 29.229 [9])
	Supported-Features
	O
	If present, this information element shall contain the list of features supported by the origin host.

	Terminal Information 

(See 7.3.3)
	Terminal-Information
	O
	This information element shall contain information about the user’s mobile equipment. Within this Information Element, only the IMEI and the Software-Version AVPs shall be used on the S6a/S6d interface.



	ULR Flags

(See 7.3.7)
	ULR-Flags
	M
	This Information Element contains a bit mask. See 7.3.7 for the meaning of the bits.

	Visited PLMN Id 
(See 7.3.9)
	Visited-PLMN-Id
	M
	This IE shall contain the MCC and the MNC, see 3GPP TS 23.003[3]. It may be used to apply roaming based features.



	Equivalent PLMN List

(See 7.3.151)
	Equivalent-PLMN-List
	O
	This Information Element shall contain the equivalent PLMN list of which the MME/SGSN requests the corresponding CSG Subscription data.



	RAT Type

(See 7.3.13)
	RAT-Type
	M
	This Information Element contains the radio access type the UE is using. See section 7.3.13 for details.

	SGSN number
(See 7.3.102)
	SGSN-Number
	C
	This Information Element contains the ISDN number of the SGSN, see 3GPP TS 23.003 [3]. It shall be present when the message is sent on the S6d interface and the SGSN supports LCS (using MAP based Lg interface) or SMS functionalities or the Gs interface. 

It may be present when the message is sent on the S6a interface and the requesting node is a combined MME/SGSN.

	Homogeneous Support of IMS Voice Over PS Sessions
	Homogeneous-Support-of-IMS-Voice-Over-PS-Sessions
	O
	This Information Element, if present, indicates whether or not "IMS Voice over PS Sessions" is supported homogeneously in all TAs or RAs in the serving node (MME or SGSN or combined MME/SGSN).

The value "SUPPORTED" indicates that there is support for "IMS Voice over PS Sessions" in all TAs or RAs.

The value "NOT_SUPPORTED" indicates that theres is not support for "IMS Voice over PS Sessions" in any of the TAs or RAs.

	V-GMLC address
	GMLC-Address
	C
	This Information Element shall contain, if available, the IPv4 or IPv6 address of the V-GMLC associated with the serving node.

	Active APN
	Active-APN
	O
	This Information Element, if present, contains the list of active APNs stored by the MME or SGSN, including the identity of the PDN GW assigned to each APN. For the case of explicitly subscribed APNs, the following information shall be present:

- Context-Identifier: context id of subscribed APN in use

- Service-Selection: name of subscribed APN in use

- MIP6-Agent-Info: including PDN GW identity in use for subscribed APN

- Visited-Network-Identifier: identifies the PLMN where the PDN GW was allocated

For the case of the Wildcard APN, the following information shall be present:

- Context-Identifier: context id of the Wildcard APN

- Specific-APN-Info: list of APN-in use and related PDN GW identity when the subscribed APN is the wildcard APN

It may be present when MME or SGSN needs to restore PDN GW data in HSS due to a Reset procedure.

	UE SRVCC Capability 
	UE-SRVCC-Capability
	C
	This information element shall indicate if the UE supports or does not support the SRVCC capability and shall be present if the MME or the SGSN supports SRVCC and this information is available to the MME or the SGSN. 

	MME Number for MT SMS
	MME-Number-for-MT-SMS
	C
	This Information Element contains the ISDN number of the MME to route SMS to the UE through the MME, see 3GPP TS 23.003 [3]. 
It shall be present when the MME supports SMS in MME and wishes to provide SMS in MME.

	SMS Register Request
	SMS-Register-Request
	C
	This information element is used to inform the HSS if the MME needs to be registered for SMS, prefers not to be registered for SMS or has no preference. It shall be present when the MME supports SMS in MME and requests to be registered for SMS. 


Table 5.2.1.1.1/2: Update Location Answer

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	Supported Features

(See 3GPP TS 29.229 [9])
	Supported-Features
	O
	If present, this information element shall contain the list of features supported by the origin host.

	Result

(See 7.4)
	Result-Code / Experimental-Result
	M
	This IE shall contain the result of the operation.

The Result-Code AVP shall be used to indicate success / errors as defined in the Diameter Base Protocol.

The Experimental-Result AVP shall be used for S6a/S6d errors. This is a grouped AVP which shall contain the 3GPP Vendor ID in the Vendor-Id AVP, and the error code in the Experimental-Result-Code AVP.

The following errors are applicable:

- User Unknown 

- Unknown EPS Subscription

- RAT Not Allowed

- Roaming Not Allowed

	Error-Diagnostic
	Error-Diagnostic
	O
	If  the Experimental Result indicates "Unknown EPS Subscription", Error Diagnostic may be present to indicate whether or not GPRS subscription data are subscribed (i.e. whether or not Network Access Mode stored in the HSS indicates that only circuit service is allowed).

If the Experimental Result indicates "Roaming Not Allowed", and the Update Location is rejected due to ODB, Error Diagnostic may be present to indicate the specific type of ODB.

	ULA-Flags

(See 7.3.8)
	ULA-Flags
	C
	This Information Element contains a bit mask. See 7.3.8 for the meaning of the bits. It shall be present only when the Result-Code AVP is DIAMETER_SUCCESS.

	Subscription Data

(See 7.3.2)
	Subscription-Data
	C
	This Information Element shall contain the complete subscription profile of the user. It shall be present if success is reported, unless an explicit "skip subscriber data" indication was present in the request.


* * * Next Change * * * *

7.3.10.1
Feature-List AVP for the S6a/S6d application

The syntax of this AVP is defined in 3GPP TS 29.229 [9].

For the S6a/S6d application, the meaning of the bits shall be as defined in table 7.3.10/1. 
Table 7.3.10/1: Features of Feature-List-ID 1 used in S6a/S6d

	Feature bit
	Feature
	M/O
	Description

	0
	ODB-all-APN
	O
	Operator Determined Barring of all Packet Oriented Services

This feature is applicable for the ULR/ULA and IDR/IDA command pairs.

If the MME or SGSN does not support this feature, the HSS shall not send this ODB barring category to the MME or SGSN within ULA. Instead the HSS may reject location update by sending DIAMETER_ERROR_ROAMING_NOT_ALLOWED and, optionally, including the type of ODB in the Error-Diagnostic AVP. 

If the MME or SGSN does not indicate support of this feature in IDA and the HSS has sent this ODB category within IDR, the HSS may apply barring of roaming and send CLR. 

	1
	ODB-HPLMN-APN
	O
	Operator Determined Barring of Packet Oriented Services from access points that are within the HPLMN whilst the subscriber is roaming in a VPLMN

This feature is applicable for the ULR/ULA and IDR/IDA command pairs.

If the MME or SGSN does not support this feature, the HSS shall not send this ODB barring category to the MME or SGSN within ULA. Instead the HSS may reject location update by sending DIAMETER_ERROR_ROAMING_NOT_ALLOWED and, optionally, including the type of ODB in the Error-Diagnostic AVP. 

If the MME or SGSN does not indicate support of this feature in IDA and the HSS has sent this ODB category within IDR, the HSS may apply barring of roaming and send CLR.

	2
	ODB-VPLMN-APN
	O
	Operator Determined Barring of Packet Oriented Services from access points that are within the roamed to VPLMN

This feature is applicable for the ULR/ULA and IDR/IDA command pairs.

If the MME or SGSN does not support this feature, the HSS shall not send this ODB barring category to the MME or SGSN within ULA. Instead the HSS may reject location update by sending DIAMETER_ERROR_ROAMING_NOT_ALLOWED and, optionally, including the type of ODB in the Error-Diagnostic AVP. 

If the MME or SGSN does not indicate support of this feature in IDA and the HSS has sent this ODB category within IDR, the HSS may apply barring of roaming and send CLR.

	3
	ODB-all-OG
	
	Operator Determined Barring of all outgoing calls

This feature is applicable for the ULR/ULA and IDR/IDA command pairs.

If the MME or SGSN does not support this feature, the HSS shall not send this ODB barring category to the MME or SGSN within ULA. Instead the HSS may reject location update. 

If the MME or SGSN does not indicate support of this feature in IDA and the HSS has sent this ODB category within IDR, the HSS may apply barring of roaming and send CLR.

	4
	ODB-all- InternationalOG
	O
	Operator Determined Barring of all outgoing international calls

This feature is applicable for the ULR/ULA and IDR/IDA command pairs.If the MME or SGSN does not support this feature, the HSS shall not send this ODB barring category to the MME or SGSN within ULA. Instead the HSS may reject location update. 

If the MME or SGSN does not indicate support of this feature in IDA and the HSS has sent this ODB category within IDR, the HSS may apply barring of roaming and send CLR.

	5
	ODB-all-InternationalOGNotToHPLMN-Country
	O
	Operator Determined Barring of all outgoing international calls except those directed to the home PLMN country

This feature is applicable for the ULR/ULA and IDR/IDA command pairs.

If the MME or SGSN does not support this feature, the HSS shall not send this ODB barring category to the MME or SGSN within ULA. Instead the HSS may reject location update. 

If the MME or SGSN does not indicate support of this feature in IDA and the HSS has sent this ODB category within IDR, the HSS may apply barring of roaming and send CLR.

	6
	ODB-all-InterzonalOG
	O
	Operator Determined Barring of all outgoing inter-zonal calls

This feature is applicable for the ULR/ULA and IDR/IDA command pairs.

If the MME or SGSN does not support this feature, the HSS shall not send this ODB barring category to the MME or SGSN within ULA. Instead the HSS may reject location update. 

If the MME or SGSN does not indicate support of this feature in IDA and the HSS has sent this ODB category within IDR, the HSS may apply barring of roaming and send CLR.

	7
	ODB-all-InterzonalOGNotToHPLMN-Country
	O
	Operator Determined Barring of all outgoing inter-zonal calls except those directed to the home PLMN country

This feature is applicable for the ULR/ULA and IDR/IDA command pairs.

If the MME or SGSN does not support this feature, the HSS shall not send this ODB barring category to the MME or SGSN within ULA. Instead the HSS may reject location update. 

If the MME or SGSN does not indicate support of this feature in IDA and the HSS has sent this ODB category within IDR, the HSS may apply barring of roaming and send CLR.

	8
	ODB-all-InterzonalOGAndInternationalOGNotToHPLMN-Country
	O
	Operator Determined Barring of all outgoing international calls except those directed to the home PLMN country and Barring of all outgoing inter-zonal calls

This feature is applicable for the ULR/ULA and IDR/IDA command pairs.

If the MME or SGSN does not support this feature, the HSS shall not send this ODB barring category to the MME or SGSN within ULA. Instead the HSS may reject location update. 

If the MME or SGSN does not indicate support of this feature in IDA and the HSS has sent this ODB category within IDR, the HSS may apply barring of roaming and send CLR.

	9
	RegSub
	O
	Regional Subscription

This feature is applicable for the ULR/ULA, IDR/IDA and DSR/DSA command pairs.

If the MME or SGSN does not support this feature, the HSS shall not send Regional Subscription Zone Codes to the MME or SGSN within ULA. Instead the HSS may reject location update. 

If the MME or SGSN does not indicate support of this feature in IDA and the HSS has sent Regional Subscription Zone Codes within IDR, the HSS may apply barring of roaming and send CLR.

	10
	Trace
	O
	Trace Function

This feature is applicable for the ULR/ULA, IDR/IDA and DSR/DSA command pairs.

If the MME or SGSN does not indicate support of this feature in ULR, the HSS shall not send Trace Data to the MME or SGSN within ULA.

If the MME or SGSN does not indicate support of this feature in IDA, and the HSS has sent Trace Data within IDR, the HSS may store this indication, and not send any further Trace Data to that MME or SGSN.
If the MME or SGSN does not indicate support of this feature in DSA, and the HSS has sent Trace Data within DSR, the HSS may store this indication, and not send any further Trace Data to that MME or SGSN

	11
	LCS-all-PrivExcep
	O
	All LCS Privacy Exception Classes
This feature is applicable for the ULR/ULA and IDR/IDA command pairs over the S6d interface, when the SGSN supports MAP based Lg interface.
If the SGSN does not support this feature, the HSS shall not send the related LCS information to the SGSN within ULA.
If the SGSN does not indicate support of this feature in IDA, and the HSS has sent the related LCS information within IDR, the HSS may store this indication, and not send any further LCS information to that SGSN.

	12
	LCS-Universal
	O
	Allow location by any LCS client
This feature is applicable for the ULR/ULA and IDR/IDA command pairs over the S6d interface, when the SGSN supports MAP based Lg interface.
If the SGSN does not support this feature, the HSS shall not send the related LCS information to the SGSN within ULA.
If the SGSN does not indicate support of this feature in IDA, and the HSS has sent the related LCS information within IDR, the HSS may store this indication, and not send any further LCS information to that SGSN.

	13
	LCS-CallSessionRelated
	O
	Allow location by any value added LCS client to which a call/session is established from the target UE
This feature is applicable for the ULR/ULA and IDR/IDA command pairs over the S6d interface, when the SGSN supports MAP based Lg interface.
If the SGSN does not support this feature, the HSS shall not send the related LCS information to the SGSN within ULA.
If the SGSN does not indicate support of this feature in IDA, and the HSS has sent the related LCS information within IDR, the HSS may store this indication, and not send any further LCS information to that SGSN.

	14
	LCS-CallSessionUnrelated
	O
	Allow location by designated external value added LCS clients
This feature is applicable for the ULR/ULA and IDR/IDA command pairs over the S6d interface, when the SGSN supports MAP based Lg interface.
If the SGSN does not support this feature, the HSS shall not send the related LCS information to the SGSN within ULA.
If the SGSN does not indicate support of this feature in IDA, and the HSS has sent the related LCS information within IDR, the HSS may store this indication, and not send any further LCS information to that SGSN.

	15
	LCS-PLMNOperator
	O
	Allow location by designated PLMN operator LCS clients
This feature is applicable for the ULR/ULA and IDR/IDA command pairs over the S6d interface, when the SGSN supports MAP based Lg interface.
If the SGSN does not support this feature, the HSS shall not send the related LCS information to the SGSN within ULA.
If the SGSN does not indicate support of this feature in IDA, and the HSS has sent the related LCS information within IDR, the HSS may store this indication, and not send any further LCS information to that SGSN.

	16
	LCS-ServiceType
	O
	Allow location by LCS clients of a designated LCS service type
This feature is applicable for the ULR/ULA and IDR/IDA command pairs over the S6d interface, when the SGSN supports MAP based Lg interface.
If the SGSN does not support this feature, the HSS shall not send the related LCS information to the SGSN within ULA.
If the SGSN does not indicate support of this feature in IDA, and the HSS has sent the related LCS information within IDR, the HSS may store this indication, and not send any further LCS information to that SGSN.

	17
	LCS-all-MOLR-SS
	O
	All Mobile Originating Location Request Classes
This feature is applicable for the ULR/ULA and IDR/IDA command pairs.
Over S6d interface, this feature is applicable when the SGSN supports MAP based Lg interface.
If the MME or SGSN does not support this feature, the HSS shall not send the related LCS information to the MME or SGSN within ULA.
If the MME or SGSN does not indicate support of this feature in IDA, and the HSS has sent the related LCS information within IDR, the HSS may store this indication, and not send any further LCS information to that MME or SGSN.

	18
	LCS- BasicSelfLocation
	O
	Allow an MS to request its own location
This feature is applicable for the ULR/ULA and IDR/IDA command pairs.
Over S6d interface, this feature is applicable when the SGSN supports MAP based Lg interface.
If the MME or SGSN does not support this feature, the HSS shall not send the related LCS information to the MME or SGSN within ULA.
If the MME or SGSN does not indicate support of this feature in IDA, and the HSS has sent the related LCS information within IDR, the HSS may store this indication, and not send any further LCS information to that MME or SGSN.

	19
	LCS- AutonomousSelfLocation
	O
	Allow an MS to perform self location without interaction with the PLMN
This feature is applicable for the ULR/ULA and IDR/IDA command pairs.
Over S6d interface, this feature is applicable when the SGSN supports MAP based Lg interface.
If the MME or SGSN does not support this feature, the HSS shall not send the related LCS information to the MME or SGSN within ULA.
If the MME or SGSN does not indicate support of this feature in IDA, and the HSS has sent the related LCS information within IDR, the HSS may store this indication, and not send any further LCS information to that MME or SGSN.

	20
	LCS- TransferToThirdParty
	O
	Allow an MS to request transfer of its location to another LCS client
This feature is applicable for the ULR/ULA and IDR/IDA command pairs.
Over S6d interface, this feature is applicable when the SGSN supports MAP based Lg interface.
If the MME or SGSN does not support this feature, the HSS shall not send the related LCS information to the MME or SGSN within ULA.
If the MME or SGSN does not indicate support of this feature in IDA, and the HSS has sent the related LCS information within IDR, the HSS may store this indication, and not send any further LCS information to that MME or SGSN.

	21
	SM-MO-PP
	O
	Short Message MO-PP
This feature is applicable for the ULR/ULA and IDR/IDA command pairs.

If the MME or SGSN does not support this feature, the HSS shall not send the related SMS information to the MME or SGSN within ULA.

If the MME or SGSN does not indicate support of this feature in IDA, and the HSS has sent the related SMS information within IDR, the HSS may store this indication, and not send any further SMS information to that MME or SGSN.

	22
	Barring-OutgoingCalls
	O
	Barring of Outgoing Calls
This feature is applicable for the ULR/ULA and IDR/IDA command pairs.

If the MME or SGSN does not support this feature, the HSS shall not send the related SMS information to the MME or SGSN within ULA.

If the MME or SGSN does not indicate support of this feature in IDA, and the HSS has sent the related SMS information within IDR, the HSS may store this indication, and not send any further SMS information to that MME or SGSN.

	23
	BAOC
	O
	Barring of all outgoing calls
This feature is applicable for the ULR/ULA and IDR/IDA command pairs.
If the MME or SGSN does not support this feature, the HSS shall not send the related SMS information to the MME or SGSN within ULA.

If the MME or SGSN does not indicate support of this feature in IDA, and the HSS has sent the related SMS information within IDR, the HSS may store this indication, and not send any further SMS information to that MME or SGSN.

	24
	BOIC
	O
	Barring of outgoing international calls
This feature is applicable for the ULR/ULA and IDR/IDA command pairs.
If the SGSN does not support this feature, the HSS shall not send the related SMS information to the MME or SGSN within ULA.

If the MME or SGSN does not indicate support of this feature in IDA, and the HSS has sent the related SMS information within IDR, the HSS may store this indication, and not send any further SMS information to that MME or SGSN.

	25
	BOICExHC
	O
	Barring of outgoing international calls except those directed to the home PLMN Country
This feature is applicable for the ULR/ULA and IDR/IDA command pairs.
If the MME or SGSN does not support this feature, the HSS shall not send the related SMS information to the MME or SGSN within ULA.

If the MME or SGSN does not indicate support of this feature in IDA, and the HSS has sent the related SMS information within IDR, the HSS may store this indication, and not send any further SMS information to that MME or SGSN.

	26
	UE-Reachability-Notification
	O
	UE Reachability Notifcation

This feature is applicable for the ULR/ULA and IDR/IDA command pairs, over S6a and S6d.

If the MME or SGSN indicates in the ULR command that it does not support the UE-Reachability-Notifications, the HSS shall not set the "UE-Reachability-Request" bit in IDR-Flags in subsequent IDR commands towards that MME or SGSN.

	27
	T-ADS Data Retrieval
	O
	Terminating Access Domain Selection Data Retrieval

This feature is applicable for the ULR/ULA and IDR/IDA command pairs, over S6a and S6d.

If the MME or SGSN indicates in the ULR command that it does not support the retrieval of T-ADS data via IDR/IDA commands, the HSS shall not set the "T-ADS Data Request" bit in IDR-Flags in subsequent IDR commands towards that MME or SGSN.

	28
	State/Location-Information-Retrieval
	O
	State/Location Information Retrieval

This feature is applicable for the ULR/ULA and IDR/IDA command pairs, over S6a and S6d.

If the MME or SGSN indicates in the ULR command that it does not support State/Location Information Retrieval, the HSS shall not set the "EPS User State Request", "EPS Location Information Request" or "Current Location Request" bits in IDR-Flags in subsequent IDR commands towards that MME or SGSN.

	29
	Partial Purge
	O
	Partial Purge from a Combined MME/SGSN

This feature is applicable for the ULR/ULA and PUR/PUA command pairs, over S6a and S6d.

If the HSS indicates in the ULA command that it does not support Partial Purge, the combined MME/SGSN shall not include in the PUR command the indication of the specific serving node where the Purge has been done.

	30
	Local Time Zone Retrieval
	O
	UE Time Zone Retrieval
This feature is applicable for the ULR/ULA and IDR/IDA command pairs, over S6a and S6d.

If the MME or SGSN indicates in the ULR command that it does not support the retrieval of Local Time Zone via IDR/IDA commands, the HSS shall not set the "Local Time Zone Request" bit in IDR-Flags in subsequent IDR commands towards that MME or SGSN.

	31
	Additional MSISDN
	O
	Additional MSISDN

This feature is applicable for the ULR/ULA, IDR/IDA and DSR/DSA command pairs, over S6a and S6d.

If the MME or SGSN indicates in the ULR command that it does not support A-MSISDN, the HSS shall populate the MSISDN AVP either with the subscribed MSISDN or the subscribed additional MSISDN based on operator policy and availability and the HSS shall not send IDR with the A-MSISDN AVP or DSR with the "A-MSISDN Withdrawal" bit to the serving nodes when the subscription data is changed. 


	32
	SMS in MME
	O
	SMS in MME
This feature is applicable for the ULR/ULA, IDR/IDA, DSR/DSA, NOR/NOA command pairs, over S6a. 

It is used by the MME to notify the HSS it is capable of SMS transfer without the need of establishing an SGs association with an MSC. 
If the MME does not support this feature, the HSS shall not send the related SMS information to the MME within ULA.
If the MME does not indicate support of this feature in IDA, and the HSS has sent the related SMS information within IDR, the HSS may store this indication, and not send any further SMS information to that MME.
If the HSS does not support this feature, the HSS shall ignore any request for a registration for MT SMS; the MME may store this feature indication, and not send any further request for a registration for MT SMS to the HSS.



	33
	SMS in SGSN
	O
	SMS in SGSN
This feature is applicable for the ULR/ULA command pair, over S6d. 

If the SGSN indicates in the ULR command that it does not support this feature, the HSS shall not indicate "SMS in SGSN Allowed" to the SGSN.

	X
	Dia-LCS-all-PrivExcep
	O
	All LCS Privacy Exception Classes
This feature is applicable for the ULR/ULA and IDR/IDA command pairs over the S6d interface, when the SGSN supports Diameter based Lgd interface.
If the SGSN does not support this feature, the HSS shall not send the related LCS information to the SGSN within ULA.
If the SGSN does not indicate support of this feature in IDA, and the HSS has sent the related LCS information within IDR, the HSS may store this indication, and not send any further LCS information to that SGSN.

	X+1
	Dia-LCS-Universal
	O
	Allow location by any LCS client
This feature is applicable for the ULR/ULA and IDR/IDA command pairs over the S6d interface, when the SGSN supports Diameter based Lgd interface.
If the SGSN does not support this feature, the HSS shall not send the related LCS information to the SGSN within ULA.
If the SGSN does not indicate support of this feature in IDA, and the HSS has sent the related LCS information within IDR, the HSS may store this indication, and not send any further LCS information to that SGSN.

	X+2
	Dia-LCS-CallSessionRelated
	O
	Allow location by any value added LCS client to which a call/session is established from the target UE
This feature is applicable for the ULR/ULA and IDR/IDA command pairs over the S6d interface, when the SGSN supports Diameter based Lgd interface.
If the SGSN does not support this feature, the HSS shall not send the related LCS information to the SGSN within ULA.
If the SGSN does not indicate support of this feature in IDA, and the HSS has sent the related LCS information within IDR, the HSS may store this indication, and not send any further LCS information to that SGSN.

	X+3
	Dia-LCS-CallSessionUnrelated
	O
	Allow location by designated external value added LCS clients
This feature is applicable for the ULR/ULA and IDR/IDA command pairs over the S6d interface, when the SGSN supports Diameter based Lgd interface.
If the SGSN does not support this feature, the HSS shall not send the related LCS information to the SGSN within ULA.
If the SGSN does not indicate support of this feature in IDA, and the HSS has sent the related LCS information within IDR, the HSS may store this indication, and not send any further LCS information to that SGSN.

	X+4
	Dia-LCS-PLMNOperator
	O
	Allow location by designated PLMN operator LCS clients
This feature is applicable for the ULR/ULA and IDR/IDA command pairs over the S6d interface, when the SGSN supports Diameter based Lgd interface.
If the SGSN does not support this feature, the HSS shall not send the related LCS information to the SGSN within ULA.
If the SGSN does not indicate support of this feature in IDA, and the HSS has sent the related LCS information within IDR, the HSS may store this indication, and not send any further LCS information to that SGSN.

	X+5
	Dia-LCS-ServiceType
	O
	Allow location by LCS clients of a designated LCS service type
This feature is applicable for the ULR/ULA and IDR/IDA command pairs over the S6d interface, when the SGSN supports Diameter based Lgd interface.
If the SGSN does not support this feature, the HSS shall not send the related LCS information to the SGSN within ULA.
If the SGSN does not indicate support of this feature in IDA, and the HSS has sent the related LCS information within IDR, the HSS may store this indication, and not send any further LCS information to that SGSN.

	X+6
	Dia-LCS-all-MOLR-SS
	O
	All Mobile Originating Location Request Classes
This feature is applicable for the ULR/ULA and IDR/IDA command pairs over the S6d interface, when the SGSN supports Diameter based Lgd interface.
If the SGSN does not support this feature, the HSS shall not send the related LCS information to the SGSN within ULA.
If the SGSN does not indicate support of this feature in IDA, and the HSS has sent the related LCS information within IDR, the HSS may store this indication, and not send any further LCS information to that SGSN.

	X+7
	Dia-LCS- BasicSelfLocation
	O
	Allow an MS to request its own location
This feature is applicable for the ULR/ULA and IDR/IDA command pairs over the S6d interface, when the SGSN supports Diameter based Lgd interface.
If the SGSN does not support this feature, the HSS shall not send the related LCS information to the SGSN within ULA.
If the SGSN does not indicate support of this feature in IDA, and the HSS has sent the related LCS information within IDR, the HSS may store this indication, and not send any further LCS information to that SGSN.

	X+8
	Dia-LCS- AutonomousSelfLocation
	O
	Allow an MS to perform self location without interaction with the PLMN
This feature is applicable for the ULR/ULA and IDR/IDA command pairs over the S6d interface, when the SGSN supports Diameter based Lgd interface.
If the SGSN does not support this feature, the HSS shall not send the related LCS information to the SGSN within ULA.
If the SGSN does not indicate support of this feature in IDA, and the HSS has sent the related LCS information within IDR, the HSS may store this indication, and not send any further LCS information to that SGSN.

	X+9
	Dia-LCS- TransferToThirdParty
	O
	Allow an MS to request transfer of its location to another LCS client
This feature is applicable for the ULR/ULA and IDR/IDA command pairs over the S6d interface, when the SGSN supports Diameter based Lgd interface.
If the SGSN does not support this feature, the HSS shall not send the related LCS information to the SGSN within ULA.
If the SGSN does not indicate support of this feature in IDA, and the HSS has sent the related LCS information within IDR, the HSS may store this indication, and not send any further LCS information to that SGSN.

	Feature bit: The order number of the bit within the Supported-Features AVP, e.g. "1".

Feature: A short name that can be used to refer to the bit and to the feature, e.g. "ODB-HPLMN-APN".

M/O: Defines if the implementation of the feature is mandatory ("M") or optional ("O"). 

Description: A clear textual description of the feature.


Features that are not indicated in the Supported-Features AVPs within a given application message shall not be used to construct that message.

* * * End of Changes * * * *
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