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***** First change *****
9.2.0
General

The operation of +CME ERROR: <err> final result code is similar to the regular ERROR result code: if +CME ERROR: <err> is the result code for any of the commands in a command line, none of the following commands in the same command line is executed (neither ERROR nor OK result code shall be returned as a result of a completed command line execution). The format of <err> can be either numeric or verbose. This is set with command +CMEE (refer subclause 9.1).

NOTE:
ITU‑T Recommendation V.250 [14] command V does not affect the format of this result code.

<err> values (numeric format followed by verbose format):

All values below 256 are reserved.
Values in the range 0 - 100 are reserved for general errors.

Values in the range 101 - 150 are reserved for use by GPRS and EPS.
Values in the range 151 - 170 are reserved for use by VBS/VGCS and eMLPP.
Values in the range 171 - 256 can be used by GPRS or by EPS.

***** Next change *****
9.2.2
GPRS and EPS-related errors

***** Next change *****
9.2.2.1
Errors related to a failure to perform an attach

Numeric
Text

103

Illegal MS (#3)
106

Illegal ME (#6)
107

GPRS services not allowed (#7)
108

GPRS services and non-GPRS services not allowed (#8)
111

PLMN not allowed (#11)
112

Location area not allowed (#12)
113

Roaming not allowed in this location area (#13) 
114

GPRS services not allowed in this PLMN (#14)
115

No Suitable Cells In Location Area (#15)
122

Congestion (#22)
125

Not authorized for this CSG (#25)
172

Semantically incorrect message (#95) 
173

Mandatory information element error (#96) 
174

Information element non-existent or not implemented (#97) 
175

Conditional IE error (#99) 
176

Protocol error, unspecified (#111)
NOTE:
Values in parentheses are 3GPP TS 24.008 [8] cause codes.

***** Next change *****
9.2.2.2
Errors related to a failure to activate a context

Numeric
Text

177

Operator Determined Barring (#8)
126

insufficient resources (#26)
127

missing or unknown APN (#27)
128

unknown PDP address or PDP type (#28)
129

user authentication failed (#29)
130

activation rejected by GGSN, Serving GW or PDN GW (#30)
131

activation rejected, unspecified (#31)
132

service option not supported (#32)
133

requested service option not subscribed (#33)
134

service option temporarily out of order (#34) 
140

feature not supported (#40)
141

semantic error in the TFT operation (#41)
142

syntactical error in the TFT operation (#42)
143

unknown PDP context (#43)
144

semantic errors in packet filter(s) (#44)
145

syntactical errors in packet filter(s) (#45)
146

PDP context without TFT already activated (#46)
149

PDP authentication failure
178

maximum number of PDP contexts reached (#65)
179

requested APN not supported in current RAT and PLMN combination (#66) 
180

request rejected, Bearer Control Mode violation (#48)
NOTE:
Values in parentheses are 3GPP TS 24.008 [8] cause codes.

***** Next change *****
9.2.2.3
Errors related to a failure to disconnect a PDN


Numeric
Text


171

Last PDN disconnection not allowed (#49)

NOTE 1:
This error is returned when the MT detects an attempt to disconnect the last PDN or the network returns a response message with cause value #49.

NOTE 2:
Values in parentheses are 3GPP TS 24.301 [83] cause codes.

NOTE 3:
The numeric error code for "Last PDN disconnection not allowed (#49)" changed to 171 since 3GPP Rel‑11.

***** Next change *****
9.2.2.4
Other GPRS errors

Numeric
Text

148

unspecified GPRS error
150

invalid mobile class


***** Next change *****
9.2.3
VBS, VGCS and eMLPP-related errors

Numeric
Text

151

VBS/VGCS not supported by the network
152

No service subscription on SIM
153

No subscription for group ID
154

Group Id not activated on SIM
155

No matching notification
156

VBS/VGCS call already present
157

Congestion
158

Network failure
159

Uplink busy
160

No access rights for SIM file 
161

No subscription for priority
162

operation not applicable or not possible
163

Group Id prefixes not supported
164

Group Id prefixes not usable for VBS
165

Group Id prefix value invalid


Implementation
Mandatory for numeric format codes applicable to implemented command set.
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