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*** 1st Change ***

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]
3GPP TS 22.173: "IP Multimedia Core Network Subsystem (IMS) Multimedia Telephony Service and supplementary services; Stage 1".
[2]
3GPP TS 24.229: "Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".
[3]
Void
[4]
Void.
[5]
Void.
[6]
Void.
[7]
3GPP TS 24.147: "Conferencing using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3".
[8]
IETF RFC 3891: "The SIP Replaces header".
[9]
Void.
[10]
Void
[11]
3GPP TS 24.628: "Common Basic Communication procedures using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification".

[12]
3GPP TS 24.610: "Communication HOLD (HOLD) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification".
[xxx]
draft-ietf-ecrit-psap-callback-09 (March 2013): "Public Safety Answering Point (PSAP) Callback".

Editor's note: The above document cannot be formally referenced until it is published as an RFC.

*** Next Change ***
3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ACR/CB
Anonymous Communication Rejection and Communication Barring

AS
Application Server

CDIV
Communication DIVersion

CONF
CONFerence calling

CS
Circuit Switch

ECT
Explicit Communication Transfer

HOLD
communication HOLD
IMS
IP Multimedia Subsystem

IP
Internet Protocol

ISDN
Integrated Service Data Network

MCID
Malicious Communication IDentification

MGCF
Media Gateway Control Function

OIP
Originating Identification Presentation

OIR
Originating Identification Restriction

PSAP
Public Safety Answering Point

P-CSCF
Proxy CSCF

PSTN
Public Switched Telephone Network

SIP
Session Initiation Protocol

TIP
Terminating Identification Presentation

TIR
Terminating Identification Restriction

UE
User Equipment

*** Next Change ***
4.5.2.2A
Procedures at the AS serving the originating user

Upon receiving a REFER request in an existing dialog from a user involved also in a conference, the AS serving the originating user shall first check that the REFER request is valid:

-
the Request-URI in the REFER request is targeted to the same UE instance (remote UE) that is involved in the dialog; and

-
the Refer-To header in the REFER request contains an URI so that the method constructed from the URI is equal to an INVITE request to the Conference focus.
Otherwise, the AS may, depending on operator policy:

-
reject the REFER request; or

-
handle the REFER request with another service; or

-
proxy the REFER request on.
If the AS supports supression of CONF for a  PSAP callback, and if any of the of the following is true:

-
the initial INVITE request on the dialog on which the REFER request is received was identified as a PSAP callback request; or
-
the Refer-To header field in the REFER request contains a URI with which the referor is involved in a dialog where the initial INVITE request was identified as a PSAP callback request.
the AS shall based on local policy reject the REFER request.
The mechanism to identify an INVITE request as a PSAP callback depends on local policy and can be based on the PSAP callback indicator specified in draft-ietf-ecrit-psap-callback [xxx].

NOTE:
Not rejecting the REFER request assumes that some other entity in the network, e.g. the PSAP itself is able to prevent the PSAP to be transferred into the conference.
If the AS determines that the REFER request shall not be sent to the remote UE and the AS decides to apply 3pcc the AS shall follow the special REFER handling procedures in 3GPP TS 24.628 [11].

*** Next Change ***
Annex B (informative):
Example of filter criteria
An example of an IFC Trigger Point configuration where the S-CSCF invokes the MMTel AS:
-
Method="INVITE".
An example of an IFC Trigger Point configuration where the S-CSCF does not invoke the MMTel AS for a PSAP callback:

-
Method="INVITE" and not Priority header field with a "psap-callback" header field value.

NOTE:
Not invoking the MMTel AS assumes that the CONF invocation request can be handled elsewhere in the network, e.g. in the PSAP itself.
*** End of Changes ***
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