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	Reason for change:
(

	Diamete codes for the new AVPs are needed to support deferred MT-LR and periodic MO-LR TTTP procedures over Lgd interface
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	New Diameter codes are proposed for the new AVPs needed to support deferred MT-LR and periodic MO-LR TTTP procedures over Lgd interface
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	Deferred MT-LR procedures and periodic MO-LR TTTP procedure cannot be supported over Lgd interface.
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* * * First Change * * * *
	2500
	Location-Type
	Enumerated
	29.172 [24]

	2501
	LCS-EPS-Client-Name
	Grouped
	

	2502
	LCS-Requestor-Name
	Grouped
	

	2503
	LCS-Priority
	Unsigned32
	

	2504
	LCS-QoS
	Grouped
	

	2505
	Horizontal-Accuracy
	Unsigned32
	

	2506
	Vertical-Accuracy
	Unsigned32
	

	2507
	Vertical-Requested
	Enumerated
	

	2508
	Velocity-Requested
	Enumerated
	

	2509
	Response-Time
	Enumerated
	

	2510
	Supported-GAD-Shapes
	Unsigned32
	

	2511
	LCS-Codeword
	UTF8String
	

	2512
	LCS-Privacy-Check
	Enumerated
	

	2513
	Accuracy-Fulfilment-Indicator
	Enumerated
	

	2514
	Age-Of-Location-Estimate
	Unsigned32
	

	2515
	Velocity-Estimate
	OctetString
	

	2516
	EUTRAN-Positioning-Data
	OctetString
	

	2517
	ECGI
	OctetString
	

	2518
	Location-Event
	Enumerated
	

	2519
	Pseudonym-Indicator
	Enumerated
	

	2520
	LCS-Service-Type-ID
	Unsigned32
	

	2521
	LCS-Privacy-Check-Non-Session  
	Grouped
	

	2522
	LCS-Privacy-Check-Session  
	Grouped
	

	2523
	LCS-QoS-Class
	Enumerated
	

	2524
	GERAN-Positioning-Info
	Grouped
	

	2525
	GERAN-Positioning-Data
	OctetString
	

	2526
	GERAN-GANSS-Positioning-Data
	OctetString
	

	2527
	UTRAN-Positioning-Info
	Grouped
	

	2528
	UTRAN-Positioning-Data
	OctetString
	

	2529
	UTRAN-GANSS-Positioning-Data
	OctetString
	

	2530
	LRR-Flags
	Unsigned32
	

	XXXX
	LCS-Reference-Number
	OctetString
	

	QQQQ
	Deferred-Location-Type
	Unsigned32
	

	YYYY
	Area-Event-Info
	Grouped
	

	ZZZZ
	Area-Definition
	Grouped
	

	AAAA
	Area
	Grouped
	

	BBBB
	Area-Type
	Unsigned32
	

	CCCC
	Area-Identification
	Grouped
	

	DDDD
	Occurrence-Info
	Enumerated
	

	EEEE
	Interval-Time
	Unsigned32
	

	FFFF
	Periodic-LDR-Information
	Grouped
	

	GGGG
	Reporting-Amount
	Unsigned32
	

	HHHH
	Reporting-Interval
	Unsigned32
	

	IIII
	Reporting-PLMN-List
	Grouped
	

	JJJJ
	PLMN-ID-List
	Grouped
	

	KKKK
	PLR-Flags
	Unsigned32
	

	LLLL
	PLA-Flags
	Unsigned32
	

	MMMM
	Deferred-MT-LR-Data
	Grouped
	

	NNNN
	Termination-Cause
	Unsigned32
	

	PPPP
	LRA-Flags
	Unsigned32
	

	RRRR
	Periodic-Location-Support-Indicator
	Enumerated
	

	SSSS
	Prioritized-List-Indicator
	Enumerated
	

	Note: The AVP codes from SSSS+1 to 2599 are reserved for TS 29.172

	2600
	Reserved
	-
	32.299 [5]

	2601
	IMS-Application-Reference-Identifier
	UTF8String
	

	2602
	Low-Priority-Indicator
	Enumerated
	

	2603
	IP-Realm-Default-Indicator
	Enumerated
	

	2604
	Local-GW-Inserted-Indicator
	Enumerated
	

	2605
	Transcoder-Inserted-Indicator
	Enumerated
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