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* * * For Information * * * *

3.3
Information stored in the SGSN

The SGSN shall store subscription information for each mobile subscriber to define which of the following categories of barring is to be applied, independently of each other:

Barring of mobile originated short messages - one of:

-
Barring of all outgoing calls;

-
Barring of all outgoing international calls;

-
Barring of all outgoing international calls except those directed to the home PLMN country;

-
Barring of all outgoing inter-zonal calls;

-
Barring of all outgoing inter-zonal calls except those directed to the home PLMN country;

-
Barring of all outgoing international calls except those directed to the home PLMN country AND barring of all outgoing inter-zonal calls.

Barring specific to the home PLMN of mobile originated short messages - when the mobile station is registered in its home PLMN, any one or more of:

-
Operator Specific Barring (Type 1);

-
Operator Specific Barring (Type 2);

· Operator Specific Barring (Type 3);

· Operator Specific Barring (Type 4).

Barring of Packet Oriented Services - one of:

-
Barring of all Packet Oriented Services;

· Barring of Packet Oriented Services from access points that are within the HPLMN whilst the subscriber is roaming in a VPLMN;

· Barring of Packet Oriented Services from access points that are within the roamed to VPLMN.

* * * First Change * * * *

3.3A
Information stored in the MME

The MME shall store subscription information for each mobile subscriber to define which of the following categories of barring is to be applied, independently of each other:

Barring of mobile originated short messages - one of:

-
Barring of all outgoing calls;

-
Barring of all outgoing international calls;

-
Barring of all outgoing international calls except those directed to the home PLMN country;

-
Barring of all outgoing inter-zonal calls;

-
Barring of all outgoing inter-zonal calls except those directed to the home PLMN country;

-
Barring of all outgoing international calls except those directed to the home PLMN country AND barring of all outgoing inter-zonal calls.

Barring specific to the home PLMN of mobile originated short messages - when the mobile station is registered in its home PLMN, any one or more of:

-
Operator Specific Barring (Type 1);

-
Operator Specific Barring (Type 2);

· Operator Specific Barring (Type 3);

· Operator Specific Barring (Type 4).

Barring of Packet Oriented Services - one of:

-
Barring of all Packet Oriented Services;

· Barring of Packet Oriented Services from access points that are within the HPLMN whilst the subscriber is roaming in a VPLMN;

· Barring of Packet Oriented Services from access points that are within the roamed to VPLMN.

* * * For Information * * * *

3.5
Transfer of Subscription Information from HLR to SGSN

The following subscription information for Operator Determined Barring shall be transferred from the HLR to the SGSN when a mobile station registers in a SGSN:

· Barring of outgoing calls (which leads to barring of mobile originated short messages).

The following subscription information for Operator Determined Barring for Packet Oriented Services shall be transferred from the HLR to the SGSN when a mobile station registers in a SGSN:

-
Barring of all Packet Oriented Services;

-
Barring of Packet Oriented Services from access points that are within the HPLMN whilst the subscriber is roaming in a VPLMN;

· Barring of Packet Oriented Services from access points that are within the roamed to VPLMN.

In addition, when a mobile station registers in a SGSN in its home PLMN the subscription information for Operator Determined Barring specific to the home PLMN shall be transferred from the HLR to the SGSN.

* * * Next Change * * * *

3.5A
Transfer of Subscription Information from HSS to MME

The following subscription information for Operator Determined Barring shall be transferred from the HLR to the MME when a mobile station registers in a MME:

· Barring of outgoing calls (which leads to barring of mobile originated short messages).

The following subscription information for Operator Determined Barring for Packet Oriented Services shall be transferred from the HSS to the MME when a mobile station registers in a MME:

-
Barring of all Packet Oriented Services;

-
Barring of Packet Oriented Services from access points that are within the HPLMN whilst the subscriber is roaming in a VPLMN;

· Barring of Packet Oriented Services from access points that are within the roamed to VPLMN.

In addition, when a mobile station registers in an MME in its home PLMN the subscription information for Operator Determined Barring specific to the home PLMN shall be transferred from the HLR to the MME.

· * * * End of Changes * * * *
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